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<<< START OF CHANGES >>>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8.2
	MR-DC RRC
	
	
	

	8.2.1
	UE Capability
	
	
	

	8.2.1.1
	UE capability transfer / Success
	
	
	

	8.2.1.1.1
	UE capability transfer / Success / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.1.1.2
	UE capability transfer / Success / NE-DC
	Rel-15
	Cxx1
	UEs supporting NE-DC

	8.2.1.2
	Void
	
	
	

	8.2.2
	Radio Bearer Addition, Modification and Release
	
	
	

	8.2.2.1
	Radio Bearer Addition, Modification and Release / SRB
	
	
	

	8.2.2.1.1
	SRB3 Establishment, Reconfiguration and Release / NR addition, modification and release / EN-DC
	Rel-15
	C22
	UEs supporting EN-DC and SRB3

	8.2.2.1.2
	SRB3 Establishment, Reconfiguration and Release / NR addition, modification and release / NR-DC
	Rel-15
	C86
	UEs supporting NR-DC and SRB3

	8.2.2.2
	Split SRB Establishment and Release
	
	
	

	8.2.2.2.1
	Split SRB Establishment and Release / EN-DC
	Rel-15
	C61
	UEs supporting EN-DC and PDCP duplication over split SRB1/2

	8.2.2.3
	Simultaneous SRB3 and Split SRB / Sequential message flow on SRB3 and Split SRB
	
	
	

	8.2.2.3.1
	Simultaneous SRB3 and Split SRB / Sequential message flow on SRB3 and Split SRB with one UL path / EN-DC
	Rel-15
	C23
	UEs supporting EN-DC and SRB3 and (UL transmission via either MCG path or SCG path for the split SRB)

	8.2.2.4
	PSCell Addition, Modification and Release / SCG DRB
	
	
	

	8.2.2.4.1
	PSCell addition, modification and release / SCG DRB / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.4.2
	PSCell addition, modification and release / SCG DRB / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.2.4.3
	PSCell addition, modification and release / SCG DRB / NE-DC
	Rel-15
	Cxx1
	UEs supporting NE-DC

	8.2.2.5
	PSCell Addition, Modification and Release / Split DRB
	
	
	

	8.2.2.5.1
	PSCell addition, modification and release / Split DRB / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.5.2
	PSCell addition, modification and release / Split DRB / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.2.5.3
	PSCell addition, modification and release / Split DRB / NE-DC
	Rel-15
	Cxx1
	UEs supporting NE-DC

	8.2.2.6
	Bearer Modification / MCG DRB
	
	
	

	8.2.2.6.1
	Bearer Modification / MCG DRB / SRB / PDCP version change / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC


< Unchanged sections omitted >
Table 4.1-3b: Additional Information of Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	8.1.1
	
	
	
	

	8.1.1.1
	
	
	
	

	8.1.1.1.1
	pc_inactiveState
	
	
	

	8.1.1.1.2
	pc_inactiveState
	
	
	

	8.1.1.3
	
	
	
	

	8.1.1.3.2
	
	
	
	Rel-15 E-UTRA

	8.1.1.3.4
	
	
	
	Rel-15 E-UTRA

	8.1.1.3.7a
	
	
	
	Rel-15 E-UTRA

	8.1.3
	
	
	
	

	8.1.3.1
	
	
	
	

	8.1.3.1.2
	
	
	
	

	8.1.3.1.3
	
	
	If 8.1.3.1.2 is executed this test case is optional (Note 2)
	

	8.1.3.1.4
	
	
	If 8.1.3.1.2 or 8.1.3.1.3 is executed this test case is optional (Note 2)
	

	8.1.3.1.5
	
	
	If 8.1.3.1.6 is executed this test case is optional (Note 2)
	

	8.1.3.1.6
	
	
	
	

	8.1.3.1.7
	
	
	If 8.1.3.1.5 or 8.1.3.1.6 is executed this test case is optional (Note 2)
	

	8.1.3.1.8
	
	
	If 8.1.3.1.9 or 8.1.3.1.10 is executed this test case is optional (Note 2)
	

	8.1.3.1.9
	
	
	If 8.1.3.1.10 is executed this test case is optional (Note 2)
	

	8.1.3.1.10
	
	
	
	

	8.1.3.1.23
	pc_inactiveState
	
	
	

	8.1.3.2
	
	
	
	

	8.1.3.2.6
	
	
	
	Rel-16 UTRA

	8.1.3.2.7
	
	
	
	Rel-16 UTRA

	8.1.4
	
	
	
	

	8.1.4.1
	
	
	
	

	8.1.4.1.2
	
	px_NAS_5GC_CipheringAlgorithm
px_NAS_5GC_IntegrityAlgorithm
	
	

	8.1.4.2
	
	
	
	

	8.1.4.2.1
	
	
	
	

	8.1.4.2.1.1
	
	
	
	Rel-15 E-UTRA

	8.1.4.2.1.2
	
	
	
	Rel-16 EN-DC

	8.1.4.2.2
	
	
	
	

	8.1.4.2.2.1
	
	
	
	Rel-15 E-UTRA

	8.1.5
	
	
	
	

	8.1.5.1
	
	
	
	

	8.1.5.1.1
	
	
	If 8.2.1.1.2 is executed this test case is optional
	

	8.1.5.7
	
	
	
	

	8.1.5.7.1
	
	
	
	

	8.1.5.7.1.1
	
	
	If 8.1.5.7.1.2 or 8.1.5.7.1.3 is executed this test case is optional
	

	8.1.5.7.1.2
	
	
	If 8.1.5.7.1.1 or 8.1.5.7.1.3 is executed this test case is optional
	

	8.1.5.7.1.3
	
	
	If 8.1.5.7.1.1 or 8.1.5.7.1.2 is executed this test case is optional
	

	8.1.5.8
	
	
	
	

	8.1.5.8.1
	pc_inactiveState
	
	
	

	8.1.5.8.2
	
	
	
	

	8.1.5.8.2.1
	pc_inactiveState
	
	If 8.1.5.8.2.2 or 8.1.5.8.2.3 is executed this test case is optional
	

	8.1.5.8.2.2
	pc_inactiveState
	
	If 8.1.5.8.2.1 or 8.1.5.8.2.3 is executed this test case is optional
	

	8.1.5.8.2.3
	pc_inactiveState
	
	If 8.1.5.8.2.1 or 8.1.5.8.2.2 is executed this test case is optional
	

	8.1.5.9
	
	
	
	

	8.1.5.9.1
	[10] pc_Set_UE_Cap_Info_NR
	
	
	

	8.1.6
	
	
	
	

	8.1.6.1
	
	
	
	

	8.1.6.1.3
	
	
	
	

	8.1.6.1.3.1
	
	
	If 8.1.6.1.3.5 is executed this test case is optional.
	

	8.2.1
	
	
	
	

	8.2.2
	
	
	
	

	8.2.2.1
	
	
	
	

	8.2.2.1.1
	
	
	Only executed if test case 8.2.2.3.1 is not applicable (Note 1)
	

	8.2.2.1.2
	
	
	Only executed if test case 8.2.2.3.2 is not applicable (Note 1)
	

	8.2.3
	
	
	
	

	8.2.3.6
	
	
	
	

	8.2.3.6.1
	
	
	
	

	8.2.3.6.1a
	
	
	If 8.2.3.6.1 is executed this test case is optional (Note 3)
	

	8.2.3.6.1b
	
	
	If 8.2.3.6.1 or 8.2.3.6.1a is executed this test case is optional (Note 3)
	

	8.2.3.7
	
	
	
	

	8.2.3.7.1
	
	
	
	

	8.2.3.7.1a
	
	
	If 8.2.3.7.1 is executed this test case is optional (Note 3)
	

	8.2.3.7.1b
	
	
	If 8.2.3.7.1 or 8.2.3.7.1a is executed this test case is optional (Note 3)
	

	8.2.3.8
	
	
	
	

	8.2.3.8.1
	
	
	
	

	8.2.3.8.1a
	
	
	If 8.2.3.8.1 is executed this test case is optional (Note 3)
	

	8.2.3.8.1b
	
	
	If 8.2.3.8.1 or 8.2.3.8.1a is executed this test case is optional (Note 3)
	

	8.2.6
	
	
	
	

	8.2.6.1
	
	
	
	

	8.2.6.1.1
	
	
	
	

	8.2.6.1.1.1
	
	
	If 8.2.6.1.1.2 or 8.2.6.1.1.3 is executed this test case is optional
	

	8.2.6.1.1.2
	
	
	If 8.2.6.1.1.1 or 8.2.6.1.1.3 is executed this test case is optional
	

	8.2.6.1.1.3
	
	
	If 8.2.6.1.1.1 or 8.2.6.1.1.2 is executed this test case is optional
	

	8.2.6.1.2
	
	
	
	

	8.2.6.1.2.1
	
	
	If 8.2.6.1.2.2 or 8.2.6.1.2.3 is executed this test case is optional
	

	8.2.6.1.2.2
	
	
	If 8.2.6.1.2.1 or 8.2.6.1.2.3 is executed this test case is optional
	

	8.2.6.1.2.3
	
	
	If 8.2.6.1.2.1 or 8.2.6.1.2.2 is executed this test case is optional
	

	Note 1:	Test cases 8.2.2.3.1 also verifies the core requirements covered by test case 8.2.2.1.1 but it is not applicable to all UE. Test case 8.2.2.3.2 and 8.2.2.1.2 are also in the same situation.
Note 2:	Only one among the three intra-frequency, inter-frequency and inter-band variants is required to be executed making sure all three variants are tested at least once across measurement events A3/A4/A5.
Note 3:	Only intra frequency among the three (intra-frequency, inter-frequency and inter-band) variants is required to be executed for measurement events A3/A4/A5 based on initial market requirements. May change in future similar to Note 2.


< Unchanged sections omitted >
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C154
	IF A.4.1-5/1 AND (A.4.1-4A/1 OR A.4.1-4A/3) AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and intra-band contiguous CA and RRC_INACTIVE

	C155
	IF A.4.1-5/1 AND (A.4.1-4A/2 OR A.4.1-4A/4) AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and intra-band non-contiguous CA and RRC_INACTIVE

	C156
	IF A.4.1-5/1 AND (A.4.1-4A/5 OR A.4.1-4A/6) AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and inter-band CA and RRC_INACTIVE

	Cxx1
	IF A.4.1-3/3 THEN R ELSE N/A
	UEs supporting NE-DC



<<< END OF CHANGES >>>
