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[bookmark: _Toc21103422]9.1.5.1.12	Initial registration / Rejected / Roaming not allowed in this tracking area
<< Skip unchanged sections >>
Table 9.1.5.1.12.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:
- NGCCell E as the "Serving cell".
- Other NGC cells as "Non-suitable "Off" cell".
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	[bookmark: _Hlk529803948][bookmark: OLE_LINK27]3-14
	Steps 2-13 of Table 4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed.
	-
	-
	-
	-

	[bookmark: _Hlk529803928][bookmark: OLE_LINK23][bookmark: OLE_LINK21]15
	The SS transmits a REGISTRATION REJECT message, 5GMM cause value = #13 " roaming not allowed in this tracking area ".
	<--
	REGISTRATION REJECT
	-
	-

	16
	The SS releases the RRC connection.
	-
	-
	-
	-

	17
	Check: Does the UE transmit the REGISTRATION REQUEST message  on NGC Cell E in the next 30 seconds?
	-->
	REGISTRATION REQUEST
	1
	F

	[bookmark: OLE_LINK39][bookmark: OLE_LINK40][bookmark: _Hlk528162596]18
	The SS reconfigures:
- NGC cell I as the "Serving cell".
- NGC cell E as a " Non-suitable "Off" Suitable Neighbour cell",
- NGC cell C as "Non-suitable "Off" cell".
	- 
	-
	-
	-

	19
	Check: Does the UE transmit the REGISTRATION REQUEST message on NGC Cell I?
	-->
	REGISTRATION REQUEST
	1,3
	P

	20-26
	Steps 5 to 11 from procedure in TS 38.508-1 [4] Table 4.5.2.2-2 are performed.
	-
	-
	-
	-

	[bookmark: OLE_LINK43][bookmark: OLE_LINK44][bookmark: _Hlk528162893]27
	The SS transmits a REGISTRATION REJECT message, 5GMM cause value = #13 " roaming not allowed in this tracking area ".
	<--
	REGISTRATION REJECT
	-
	-

	28
	The SS releases the RRC connection.
	-
	-
	-
	-

	29
	Check: Does the UE transmit the REGISTRATION REQUEST message in the next 30 seconds on NGC cell I or NGC cell E?
	-->
	REGISTRATION REQUEST
	1,4 
	F

	[bookmark: OLE_LINK52][bookmark: OLE_LINK53][bookmark: _Hlk528163209]30
	Switch off UE in State Deregistered as described in TS38.508-1 [4] subclause 4.9.6.4.
	-
	-
	-
	-

	31
	The SS reconfigures:
- NGC cell E as the "Serving cell".
- Other NGC cells as "Non-suitable "Off" cell".
	-
	-
	-
	-

	32
	Switch on UE.
	-
	-
	-
	-

	[bookmark: OLE_LINK56][bookmark: OLE_LINK57][bookmark: _Hlk528163396]33
	Check: Does the UE transmit the REGISTRATION REQUEST message on NGC Cell E?
	-->
	REGISTRATION REQUEST
	5
	P

	34-42
	Steps 5 to 13 from procedure in TS 38.508-1 [4] Table 4.5.2.2-2 are performed.
	-
	-
	-
	-

	43
	The SS transmits a REGISTRATION REJECT message, 5GMM cause value = #13 " roaming not allowed in this tracking area ".
	<--
	REGISTRATION REJECT
	-
	-

	44
	The SS releases the RRC connection.
	-
	-
	-
	-

	45
	The SS reconfigures:
- NGC Cell E C as the "Serving cell",
- Other NGC cells as "Non-suitable "Off" cell".- NGC Cell C as a "Suitable neighbour cell".
- NGC Cell I as "Non-suitable cell".
	-
	-
	-
	-

	46
	Check: Does the UE transmit the REGISTRATION REQUEST message on NGC Cell C? 
	-->
	REGISTRATION REQUEST
	2
	P

	47-62a1
	Steps 5–20a1 of Table 4.5.2.2-2 in TS38.508-1 [4] are performed.
	-
	-
	-
	-




