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	CR
	Rev
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	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.521-1
	1434
	1
	Rel-17
	Addition of UE co-existence requirements for band n40 to TS 38.521-1
	F
	17.2.1
	RAN5#93-e
	R5-218456
	DOCOMO Communications Lab.
	NR_RF_FR1-UEConTest
	
	

	38.521-1
	1448
	-
	Rel-17
	Adding intra-band contiguous CA non-contiguous RB allocations in 6.1A
	F
	17.2.1
	RAN5#93-e
	R5-217487
	Huawei, Hisilicon
	NR_RF_FR1-UEConTest
	
	

	38.521-1
	1449
	1
	Rel-17
	Updating 6.2A.2 MPR for CA test case for intra-band UL CA
	F
	17.2.1
	RAN5#93-e
	R5-218457
	Huawei, Hisilicon
	NR_RF_FR1-UEConTest
	
	

	38.521-1
	1450
	1
	Rel-17
	Updating 6.2A.4 Configured output power for intra-band UL CA
	F
	17.2.1
	RAN5#93-e
	R5-218292
	Huawei, Hisilicon
	NR_RF_FR1-UEConTest
	
	

	38.521-1
	1451
	1
	Rel-17
	Updating 6.3A.4.1 Absolute power tolerance for intra-band CA
	F
	17.2.1
	RAN5#93-e
	R5-218458
	Huawei, Hisilicon
	NR_RF_FR1-UEConTest
	
	

	38.521-1
	1453
	-
	Rel-17
	Updating 6.3A.4.3 Aggregate power tolerance for intra-band CA
	F
	17.2.1
	RAN5#93-e
	R5-217492
	Huawei, Hisilicon
	NR_RF_FR1-UEConTest
	
	

	38.521-1
	1454
	1
	Rel-17
	Updating 6.5A.1.1 Occupied bandwidth for CA
	F
	17.2.1
	RAN5#93-e
	R5-218459
	Huawei, Hisilicon
	NR_RF_FR1-UEConTest
	
	

	38.521-3
	1208
	1
	Rel-17
	Adding UL swithcing time mask test for inter-band EN-DC
	F
	17.2.0
	RAN5#93-e
	R5-218293
	China Telecom, Huawei, HiSilicon
	NR_RF_FR1-UEConTest
	
	

	38.522
	0117
	1
	Rel-17
	Adding test applicability for switching time mask for inter-band EN-DC
	F
	17.2.0
	RAN5#93-e
	R5-218460
	China Telecom, Huawei, HiSilicon
	NR_RF_FR1-UEConTest
	
	

	38.533
	1543
	1
	Rel-17
	Addition of 4.5.8.1 EN-DC FR1 DL interruptions at switching between two uplink carriers
	F
	17.0.0
	RAN5#93-e
	R5-218372
	Huawei, HiSilicon
	NR_RF_FR1-UEConTest
	
	

	38.533
	1544
	1
	Rel-17
	Update of Annex for 4.5.8.1 EN-DC FR1 DL interruptions at switching between two uplink carriers
	F
	17.0.0
	RAN5#93-e
	R5-218294
	Huawei, HiSilicon
	NR_RF_FR1-UEConTest
	
	

	38.903
	0272
	1
	Rel-16
	Addition of test tolerance analysis for test cases of EN-DC FR1 DL Interruptions at switching between two uplink carriers
	F
	16.9.0
	RAN5#93-e
	R5-218295
	Huawei, HiSilicon
	NR_RF_FR1-UEConTest
	
	


