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1. [bookmark: _Toc122434485][bookmark: _Toc75963323]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk37 related to the title of this CR.
[bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc75963324]Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com
1. Corrections required
1. Change 1
	Function name
	f_IMS_MTCallSetup_BuildInviteRequestWithSdp

	Reason for change
	Current implementation does not pass the parameter p_PreconditionsRequiredAndSupported once the return function f_IMS_MTCallSetup_BuildInviteRequestWithSpecificSdp is called. Hence the constructed INVITE always contains preconditions regardless of the requirement of the original calling function.

	Summary of change
	Pass p_PreconditionsRequiredAndSupported to the return function

	TTCN module
	IMS_Procedures_CallControl4G5G.ttcn

	MCC160 Comment
	



Before Change
	
function f_IMS_MTCallSetup_BuildInviteRequestWithSdp(IMS_SDP_AudioCodecList_Type p_AudioCodecList := tsc_IMS_SDP_AudioCodecList_WBAMR_AMR,
                                                       boolean p_PreconditionsRequiredAndSupported := true) runs on IMS_PTC return IMS_InviteRequestWithSdp_Type
  { /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */
    /* @sic R5w140112: return IMS_InviteRequestWithSdp_Type instead of IMS_DATA_REQ; initialisation of routing info sic@ */
    /* @sic R5-153798: p_AdditionalAudioCodecs sic@ */
    /* @sic R5-169060: allow no preconditions sic@ */
    /* @sic R5-173535: p_AudioCodecList instead of p_AdditionalAudioCodecs sic@ */
    var template (omit) SDP_Message v_SdpOffer := omit;

    if (lengthof(p_AudioCodecList) > 0) {      // @sic R5-206381: TC_7_10, TC_7_25 INVITE with no SDP message sic@
      v_SdpOffer := f_IMS_BuildSDP_InitialOfferAudio_TX(p_AudioCodecList, p_PreconditionsRequiredAndSupported);
    }
    return f_IMS_MTCallSetup_BuildInviteRequestWithSpecificSdp(v_SdpOffer);                    /* @sic R5-213069: f_IMS_MTCallSetup_BuildInviteRequestWithSpecificSdp sic@ */
}







After Change
	
 function f_IMS_MTCallSetup_BuildInviteRequestWithSdp(IMS_SDP_AudioCodecList_Type p_AudioCodecList := tsc_IMS_SDP_AudioCodecList_WBAMR_AMR,
                                                       boolean p_PreconditionsRequiredAndSupported := true) runs on IMS_PTC return IMS_InviteRequestWithSdp_Type
  { /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */
    /* @sic R5w140112: return IMS_InviteRequestWithSdp_Type instead of IMS_DATA_REQ; initialisation of routing info sic@ */
    /* @sic R5-153798: p_AdditionalAudioCodecs sic@ */
    /* @sic R5-169060: allow no preconditions sic@ */
    /* @sic R5-173535: p_AudioCodecList instead of p_AdditionalAudioCodecs sic@ */
    var template (omit) SDP_Message v_SdpOffer := omit;

    if (lengthof(p_AudioCodecList) > 0) {      // @sic R5-206381: TC_7_10, TC_7_25 INVITE with no SDP message sic@
      v_SdpOffer := f_IMS_BuildSDP_InitialOfferAudio_TX(p_AudioCodecList, p_PreconditionsRequiredAndSupported);
    }
    return f_IMS_MTCallSetup_BuildInviteRequestWithSpecificSdp(v_SdpOffer, p_PreconditionsRequiredAndSupported);                    /* @sic R5-213069: f_IMS_MTCallSetup_BuildInviteRequestWithSpecificSdp sic@ */
  }






