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1. [bookmark: _Toc122434485][bookmark: _Toc83398004]Overview
This document lists all the essential changes needed to correct problems in the TTCN implementation of test case 11.4.2 which is part of the 5G NR5GC test suite. 
With these changes applied the test case can be demonstrated to run with one or more UEs (see section 4). Execution log files are provided as evidence. 
Contact:	Shaun Harry
	shaun.harry@keysight.com
0. [bookmark: _Toc83398005]Verification Test Summary 
Test Case: 	11.4.2.NR5GC
ATS Version:	iwd-TTCN3-B2020-09_D12wk37
System Simulator used:	Keysight S8704A Protocol Conformance Toolset
[bookmark: _Hlk70365374]UE used:	HiSilicon Balong 5000
Verification Status:	PASS

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc83398006]Corrections required
1. [bookmark: _Toc30685521][bookmark: _Toc83398007]Change 1
	Function name
	f_TC_11_4_2_NR5GC

	Reason for change
	1. Updated PLMN ID is not applied in NR cell 1 system information

2. Postamble state should be STATE_EMERGENCY_RELEASE_IDLE

	Summary of change
	1. Apply system information updates

2. Correct postamble state

	TTCN module
	Emergency_NR5GC

	MCC160 Comment
	



Before Change
	  function f_TC_11_4_2_NR5GC() runs on NR5GC_PTC
  {
  
    f_NR5GC_Init(NR_1);// System information combination NR-1 as defined in TS 38.508-1 [4], subclause 4.4.3.1.2. SIB1 indicates ims-EmergencySupport.

    //Create and configure cells
    f_NR_CellConfig_Def(nr_Cell1);

    //The UE is equipped with a USIM configuration as defined in TS 38.508-1 [4] Table 6.4.1-15.
    f_UT_USIM_Insert(UT, "USIM configuration 15 specified in table 6.4.1-15 TS 38.508-1");

    //The UE is in test state 0N-B (Switched Off) as defined in TS 38.508-1 [4], subclause 4.4A.2. Prior to being switched off the UE is registered on PLMN1.
    f_NR5GC_Preamble (nr_Cell1, STATE_OFF_0B);
 
    f_NR_CellInfo_SetPLMN(nr_Cell1, tsc_NR_HPLMN_002_11);//PLMN2
    
    f_NR_TestBody_Set(true);

    fl_TC_11_4_2_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    f_NR_Postamble(nr_Cell1, STATE_IDLE_1A);

  }



After Change
		function f_TC_11_4_2_NR5GC() runs on NR5GC_PTC
  {
    var template(omit) NR_BcchToPdschConfig_Type v_NR_BcchToPdschConfig; //@sic R5s210806 sic@
    f_NR5GC_Init(NR_1);// System information combination NR-1 as defined in TS 38.508-1 [4], subclause 4.4.3.1.2. SIB1 indicates ims-EmergencySupport.

    //Create and configure cells
    f_NR_CellConfig_Def(nr_Cell1);

    //The UE is equipped with a USIM configuration as defined in TS 38.508-1 [4] Table 6.4.1-15.
    f_UT_USIM_Insert(UT, "USIM configuration 15 specified in table 6.4.1-15 TS 38.508-1");

    //The UE is in test state 0N-B (Switched Off) as defined in TS 38.508-1 [4], subclause 4.4A.2. Prior to being switched off the UE is registered on PLMN1.
    f_NR5GC_Preamble (nr_Cell1, STATE_OFF_0B);
 
    f_NR_CellInfo_SetPLMN(nr_Cell1, tsc_NR_HPLMN_002_11);//PLMN2
    
    //@sic R5s210806 sic@
    v_NR_BcchToPdschConfig := f_NR_InitialiseBcchToPdschConfig(nr_Cell1);
    f_NR_SS_ConfigureSysinfo(nr_Cell1, -, v_NR_BcchToPdschConfig); 
    
    f_NR_TestBody_Set(true);

    fl_TC_11_4_2_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    f_NR_Postamble(nr_Cell1, STATE_EMERGENCY_RELEASE_IDLE);//@sic R5s210806 sic@

  }





1. [bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665][bookmark: _Toc83398008]Branches executed
[bookmark: _Toc122434494][bookmark: _Toc295288971][bookmark: _Toc325725666]The test case was executed on NR band n41 uing NR ciphering nea2 and integrity algorithm nia2
3 [bookmark: _Toc83398009]Execution Log Files
3.1 [bookmark: _Hlk70693363][bookmark: _Toc83398010]HiSilicon Balong 5000
The HiSilicon Balong 5000 UE passed this test case on Keysight S8704A Protocol Conformance Toolset. The documentation below is enclosed as evidence of the successful test case run [1]:
· Test case execution log file:
TC_11_4_2_LOG.html
· PICS/PIXIT parameter file:
TC_11_4_2_PIXIT.xml



4 [bookmark: _Toc122434496][bookmark: _Toc295288973][bookmark: _Toc325725668][bookmark: _Toc83398011]References 
	[1]
	R5s211322 : NR5GC FR1 : Supporting information for addition of NR5GC multilayer test case 11.4.2





