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	Reason for change:
	The DRB type to be configured is passed into this function in parameter p_DRB_Type, but this is then not passed on to the function f_EUTRA38_508_ENDC_Reconfiguration().Currently the value SCG_RBConfig is always passed. As a result the SS may not be configured correctly, e.g. for bearer type MCG_SPLIT.


	
	

	Summary of change:
	Pass bearer type parameter on to function f_EUTRA38_508_ENDC_Reconfiguration()

	 
	

	Consequences if not approved:
	A conformant UE may fail this test case
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1. [bookmark: _Toc122434485][bookmark: _Toc86847693]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk37 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc86847694]Corrections required
1. [bookmark: _Toc30685521][bookmark: _Toc84540153][bookmark: _Toc86847695]Change 1
	Function name
	f_EUTRA38_ENDC_ReConfigAM_UM()

	Reason for change
	The DRB type to be configured is passed into this function in parameter p_DRB_Type, but this is then not passed on to the function f_EUTRA38_508_ENDC_Reconfiguration(). Currently the value SCG_RBConfig is always passed. As a result the SS may not be configured correctly, e.g. for bearer type MCG_SPLIT.

	Summary of change
	Pass bearer type parameter on to function f_EUTRA38_508_ENDC_Reconfiguration()

	TTCN module
	EUTRA38_ENDC_CommonProcedures.ttcn

	MCC160 Comment
	



Before Change
	    function f_EUTRA38_ENDC_ReConfigAM_UM(EUTRA_CellId_Type p_CellId,
                                        integer p_NoOfNR_AMBearersN,
                                        integer p_NoOfNR_UMBearersM,
                                        EUTRA_RRC_STATE_Type p_RRC_State := RRC_IDLE,
                                        template (omit) integer p_SK_Counter := omit,
                                        template (omit) NAS_MSG_Request_Type p_NASMsg := omit,
                                        template (omit) RadioResourceConfigDedicated p_RadioResourceConfigDedicated  := omit,
                                        template (omit) RadioBearerList_Type p_DrbConfigAtSS := omit,
                                        ENDC_Bearer_Type p_DRB_Type:= MCG_SCG ) runs on EUTRA_5GS_PTC
  { //@sic R5s200338 : added p_DRB_Type sic@
    var template (omit)  NAS_MSG_RequestList_Type v_ActivateBearer := omit;
    var template (omit) RadioResourceConfigDedicated v_RadioResourceConfigDedicated;
    var integer i;
    
    if (isvalue(p_NASMsg)) {
      v_ActivateBearer := {p_NASMsg};
    } else if (p_RRC_State == RRC_IDLE) {  //@sic R5s190288 additional change sic@
      // Dedicated bearer as per default messages
      for (i:=0; i< (p_NoOfNR_AMBearersN+p_NoOfNR_UMBearersM); i := i+1) { //@sic R5s190163 change 4.1 sic@
        v_ActivateBearer[i] := f_EPS_GetActivateDedicatedBearer (int2hex(6+i, 1), cds_508_EPS_QoS_Dedicated_6_tlv, f_EUTRA_Get_508_TrafficFlowTemplate(6, int2hex(6+i, 1), -, PDN_2)); // @sic R5s190188, R5s190607 sic@
      }
    }
    if (isvalue(p_RadioResourceConfigDedicated)) {
      v_RadioResourceConfigDedicated := p_RadioResourceConfigDedicated;
    } else {
      v_RadioResourceConfigDedicated := f_EUTRA38_BuildEUTRA_RadioResourceConfigDedicated(p_CellId, p_DRB_Type, p_RRC_State);
    }
    f_EUTRA38_508_ENDC_Reconfiguration (p_CellId, SCG_RBConfig, p_SK_Counter, p_RRC_State, v_ActivateBearer, v_RadioResourceConfigDedicated, p_DrbConfigAtSS);
  }



After Change
	  function f_EUTRA38_ENDC_ReConfigAM_UM(EUTRA_CellId_Type p_CellId,
                                        integer p_NoOfNR_AMBearersN,
                                        integer p_NoOfNR_UMBearersM,
                                        EUTRA_RRC_STATE_Type p_RRC_State := RRC_IDLE,
                                        template (omit) integer p_SK_Counter := omit,
                                        template (omit) NAS_MSG_Request_Type p_NASMsg := omit,
                                        template (omit) RadioResourceConfigDedicated p_RadioResourceConfigDedicated  := omit,
                                        template (omit) RadioBearerList_Type p_DrbConfigAtSS := omit,
                                        ENDC_Bearer_Type p_DRB_Type:= MCG_SCG ) runs on EUTRA_5GS_PTC
  { //@sic R5s200338 : added p_DRB_Type sic@
    var template (omit)  NAS_MSG_RequestList_Type v_ActivateBearer := omit;
    var template (omit) RadioResourceConfigDedicated v_RadioResourceConfigDedicated;
    var integer i;
    
    if (isvalue(p_NASMsg)) {
      v_ActivateBearer := {p_NASMsg};
    } else if (p_RRC_State == RRC_IDLE) {  //@sic R5s190288 additional change sic@
      // Dedicated bearer as per default messages
      for (i:=0; i< (p_NoOfNR_AMBearersN+p_NoOfNR_UMBearersM); i := i+1) { //@sic R5s190163 change 4.1 sic@
        v_ActivateBearer[i] := f_EPS_GetActivateDedicatedBearer (int2hex(6+i, 1), cds_508_EPS_QoS_Dedicated_6_tlv, f_EUTRA_Get_508_TrafficFlowTemplate(6, int2hex(6+i, 1), -, PDN_2)); // @sic R5s190188, R5s190607 sic@
      }
    }
    if (isvalue(p_RadioResourceConfigDedicated)) {
      v_RadioResourceConfigDedicated := p_RadioResourceConfigDedicated;
    } else {
      v_RadioResourceConfigDedicated := f_EUTRA38_BuildEUTRA_RadioResourceConfigDedicated(p_CellId, p_DRB_Type, p_RRC_State);
    }
    f_EUTRA38_508_ENDC_Reconfiguration (p_CellId, p_DRB_Type, p_SK_Counter, p_RRC_State, v_ActivateBearer, v_RadioResourceConfigDedicated, p_DrbConfigAtSS);
  }



