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	Reason for change:
	Following UE switch off during test body, at some test steps IMS PTC is not being reset so it will not handle a new registration when the UE is switched on again

	
	

	Summary of change:
	Replacing the function f_UT_SwitchOnUE(UT) with f_NR5GC_SwitchOnAndResetIMS()

Note : The same issue was addressed for several test cases in R5s210729. In addition, the same correction is required for the following additional test steps:
6.1.1.7 step 25
6.2.1.4 step 1
6.1.1.8 step 25
9.1.1.2 step 15
9.1.1.5 step 11
9.1.4.1. step 16
9.1.5.1.6 step 21
9.1.5.1.8 step 15A
9.1.5.1.10 step 16
9.1.5.1.11 step 32
9.1.5.1.12 step 32
9.1.6.1.1. step 6


	 
	

	Consequences if not approved:
	A conformant UE can fail this test case
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1. [bookmark: _Toc122434485][bookmark: _Toc84428462]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk37 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc84428463]Corrections required
1. [bookmark: _Toc14250]Change 1
	Function name
	e.g. f_TC_6_1_1_7_NR5GC_TestBody()

	Reason for change
	Following UE switch off, IMS PTC is not reset so it will not handle a new registration when the UE is switched on again

	Summary of change
	Replacing the function f_UT_SwitchOnUE(UT) with f_NR5GC_SwitchOnAndResetIMS()

	TTCN module
	Idle_PLMNSelection_NR5GC_NR.ttcn

	MCC160 Comment
	



Before Change:
	
function f_TC_6_1_1_7_NR5GC_TestBody() runs on NR5GC_PTC return NR_CellId_Type
   {// @sic R5-190754,R5-195947,R5-198880,R5-204404 sic@
    var template(value) NR_CellPowerList_Type v_CellPowerList_AtT0;
    var template(value) NR_CellPowerList_Type v_CellPowerList_AtT1;
    var NR_SRB_COMMON_IND v_SRB_COMMON_IND;
    var NR_CellId_Type v_NR_CellId;
    var DeltaValues_Type v_DeltaPrimaryBand;  
………………
// @siclog "Step 25" siclog@
    // The UE is brought back to operation with the USIM configuration 3 specified in table 6.4.1-3 TS 38.508-1.
    f_UT_USIM_Insert(UT, "USIM configuration 3 specified in table 6.4.1-3 TS 38.508-1");// @sic R5-192750 sic@ 
f_UT_SwitchOnUE(UT);

……………….

  };
  



After Change:
	function f_TC_6_1_1_7_NR5GC_TestBody() runs on NR5GC_PTC return NR_CellId_Type
   {// @sic R5-190754,R5-195947,R5-198880,R5-204404 sic@
    var template(value) NR_CellPowerList_Type v_CellPowerList_AtT0;
    var template(value) NR_CellPowerList_Type v_CellPowerList_AtT1;
    var NR_SRB_COMMON_IND v_SRB_COMMON_IND;
    var NR_CellId_Type v_NR_CellId;
    var DeltaValues_Type v_DeltaPrimaryBand;  
…………….
// @siclog "Step 25" siclog@
    // The UE is brought back to operation with the USIM configuration 3 specified in table 6.4.1-3 TS 38.508-1.
    f_UT_USIM_Insert(UT, "USIM configuration 3 specified in table 6.4.1-3 TS 38.508-1");// @sic R5-192750 sic@ 
f_NR5GC_SwitchOnAndResetIMS();
………………

  };
  




