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Table 7.3A.5-1a: 2DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations for PC2 CA
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n1-n78
	n1
	1950
	5
	25
	2140
	[17.8]
	FDD
	IMD4

	
	n78
	3710
	10
	50
	3710
	N/A
	TDD
	N/A

	CA_n3-n41
	n3
	1740
	5
	25
	1835
	18.4
	FDD
	IMD4

	
	n41
	2657.5
	10
	50
	2657.5
	N/A
	TDD
	N/A

	CA_n3-n78
	n3
	1740
	5
	25
	1835
	31.9
	FDD
	IMD2

	
	n78
	3575
	10
	50
	3575
	N/A
	TDD
	N/A

	
	n3
	1765
	5
	25
	1860
	18.5
	FDD
	IMD4

	
	n78
	3435
	10
	50
	3435
	N/A
	TDD
	N/A

	CA_n2-n774
	n2
	1855
	5
	25
	1935
	32.10
	FDD
	IMD2

	
	
	
	
	
	
	34.755
	
	

	
	n77
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	
	n2
	1885
	5
	25
	1965
	19.10
	FDD
	IMD4

	
	
	
	
	
	
	21.855
	
	

	
	n77
	3690
	10
	50
	3690
	N/A
	TDD
	N/A

	CA_n5-n774
	5
	844
	5
	25
	889
	18.6
	FDD
	IMD4

	
	n77
	3421
	10
	50
	3421
	N/A
	TDD
	N/A

	CA_n12-n77
	12
	701.5
	5
	20
	737
	11.7
	FDD
	IMD5

	
	n77
	3543
	10
	50
	3543
	N/A
	TDD
	N/A

	CA_n14-n77
	14
	795.5
	5
	15
	765.5
	11.7
	FDD
	IMD5

	
	n77
	3947.5
	10
	50
	3947.5
	N/A
	TDD
	N/A

	CA_n30-n77
	30
	2310
	5
	25
	2355
	17.6
	FDD
	IMD4

	
	n77
	3487.5
	10
	50
	3487.5
	N/A
	TDD
	N/A

	CA_n41-n71
	n41
	2614
	5
	25
	2614
	N/A
	TDD
	N/A

	
	n71
	665
	5
	25
	619
	16.3
	FDD
	IMD4

	CA_n66-n77
	n66
	1730
	5
	25
	1730
	34.33
	FDD
	IMD2

	
	n77
	3860
	10
	50
	3860
	N/A
	TDD
	N/A

	
	n66
	1730
	5
	25
	2130
	11.27
	FDD
	IMD5

	
	n77
	3660
	10
	50
	3660
	N/A
	TDD
	N/A

	CA_n71-n77
	n71
	681.5
	5
	25
	635.5
	11.4
	FDD
	IMD5

	
	n77
	3361.5
	10
	50
	3361.5
	N/A
	TDD
	N/A

	CA_n25-n77
	n25
	1855
	5
	25
	1935
	32.10
	FDD
	IMD2

	
	n77
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	
	n25
	1885
	5
	25
	1965
	19.10
	FDD
	IMD44

	
	n77
	3690
	10
	50
	3690
	N/A
	TDD
	N/A

	NOTE 1:	Both of the transmitters shall be set min(+20 23 dBm, PCMAX_L,f,c) as defined in clause 6.2A.4
NOTE 2:	RBSTART = 0, 15 kHz SCS is assumed.
NOTE 3:	No requirements apply when there is at least one individual RE within the intermodulation generated by the dual uplink is within the downlink transmission bandwidth of the FDD band. The reference sensitivity should only be verified when this is not the case (the requirements specified in clause 7.3 apply).
NOTE 4:	This band is subject to IMD5 also which MSD is not specified.
NOTE 5:	Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.
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