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[bookmark: _Toc60823249][bookmark: _Toc60825171][bookmark: _Toc69306068][bookmark: _Toc69309830][bookmark: _Toc76020142][bookmark: _Toc20936806]
<Unchanged Text Skipped>
6.4E.2.1.2	Frequency error for Inter-band V2X
6.4E.2.1.2.1	Test purpose
Same test purpose as in clause 6.4E.2.1 in TS 38.521-1 [8].
6.4E.2.1.2.2	Test applicability
[bookmark: _GoBack]For inter-band V2X operation, no exception requirements are specified for the E-UTRA/NR Uu carrier and E-UTRA/NR SL carrier.
For inter-band V2X configuration with E-UTRA Uu and NR sidelink, the requirements in this test case can be well covered in clause 6.5.2.1 of TS 36.521-1 [10] for E-UTRA Uu carrier and clause 6.4E.1.1 of TS 38.521-1 [8] and don’t need to be tested again.
[bookmark: _Toc100094177]6.4E.2.2	Carrier leakage for V2X 
6.4E.2.2.0	Minimum conformance requirements
For intra-band V2X operating UE, the requirement shall apply on each SL transmission as defined in clause 6.5.2G.2 in TS 36.101 [5] and in clause 6.4E.2.2 in TS 38.101-1 [2], respectively.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4E.2.2.2.
6.4E.2.2.1	Carrier leakage for intra-band V2X
6.4E.2.2.1.1	Test purpose
Same test purpose as in clause 6.4E.2.3.1 in TS 38.521-1 [8].
6.4E.2.2.1.2	Test applicability
No exception requirements applicable to NR V2X operation or E-UTRA V2X operation. Given only single switched SL is supported as per clause 6.2E.1.0. The requirements in this test case can be well covered in clause 6.5.2.2G of TS 36.521-1 [10] and clause 6.4E.2.3 of TS 38.521-1 [8] and don’t need to be tested again.
[bookmark: _Toc100094178]6.5	Output RF spectrum emissions
[bookmark: _Toc27475759][bookmark: _Toc29495297][bookmark: _Toc36116342][bookmark: _Toc36118391][bookmark: _Toc36560506][bookmark: _Toc43977023][bookmark: _Toc52213598][bookmark: _Toc60743062][bookmark: _Toc68206249][bookmark: _Toc75972050][bookmark: _Toc85051482][bookmark: _Toc90493501][bookmark: _Toc90494141][bookmark: _Toc100094179]6.5A	Output RF spectrum emissions for CA
[bookmark: _Toc27475760][bookmark: _Toc29495298][bookmark: _Toc36116343][bookmark: _Toc36118392][bookmark: _Toc36560507][bookmark: _Toc43977024][bookmark: _Toc52213599][bookmark: _Toc60743063][bookmark: _Toc68206250][bookmark: _Toc75972051][bookmark: _Toc85051483][bookmark: _Toc90493502][bookmark: _Toc90494142][bookmark: _Toc100094180]6.5A.1	Occupied bandwidth for CA without EN-DC
6.5A.1.1	Test purpose
Same test purpose as in clause 6.5.1 in TS 38.521-1 [8] for NR FR1 carrier(s) and clause 6.5.1 in TS 38.521-2 [9] for NR FR2 carrier(s).
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