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Table 4.7.1-19: CONFIGURATION UPDATE COMMAND
	Derivation Path: 24.501 clause 8.2.19

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0111 1110’B
	5GS mobility management messages
	

	Security header type
	’0000’B
	Plain 5GS NAS message, not security protected
	

	Spare half octet
	'0000'B
	
	

	Configuration update command message identity
	‘0101 0100’B
	
	

	Configuration update indication
	Not Present
	
	

	5G-GUTI
	Not Present
	
	

	TAI list
	Not Present
	
	

	Allowed NSSAI
	Not Present
	
	

	Service area list
	Not Present
	
	

	Full name for network
	Not Present
	
	

	Short name for network
	Not Present
	
	

	Local time zone
	Not Present
	
	

	Universal time and local time zone
	Not Present
	
	

	Network daylight saving time
	Not Present
	
	

	LADN information
	Not Present
	
	

	MICO indication
	Not Present
	
	

	Network slicing indication
	Not Present
	
	

	Configured NSSAI
	Not Present
	
	

	Rejected NSSAI
	Not Present
	
	

	Operator-defined access category definitions
	Not Present
	
	

	SMS indication
	Not Present
	
	

	T3447 value
	Not Present
	
	

	CAG information list
	Not Present
	
	

	UE radio capability ID
	Not Present
	
	

	UE radio capability ID deletion indication
	Not Present
	
	

	5GS registration result
	Not Present
	
	

	Truncated 5G-S-TMSI configuration
	Not Present
	
	

	[bookmark: _GoBack]Additional configuration indication
	Not Present
	
	

	Extended rejected NSSAI
	Not Present
	
	

	NSSRG information
	Not Present
	
	



NOTE:	This message is always sent within SECURITY PROTECTED 5GS NAS MESSAGE message.
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