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	Reason for change:
	In the currecnt  TTCN implemenation in step 5 when the SS transmits the ATTACH REJ with causes “GPRS and non-GPRS services not allowed” the UE delete the CKSN (which is inline with 24.008, clause 4.7.3.14 cause #8 )

Thus, at step 22 when UE tries to ATTACH it sets the ciphering key sequnece number (CKSN) to “111”B which is same as no CKSN. However the SS expects CKSN to be set to a value other than ‘111’B which causes the test case to fail.

This needs to be addressed.

	
	

	Summary of change:
	Assign tcv_PS_KeySeq = ‘111’B before calling the localtree lt_Steps_22To24a 

	
	

	Consequences if not approved:
	A conformant UE may fail the test case.
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Object name 
	lt_Testbody

	Reason for change
	In the currecnt  TTCN implemenation in step 5 when the SS transmits the ATTACH REJ with causes “GPRS and non-GPRS services not allowed” the UE delete the CKSN (which is inline with 24.008, clause 4.7.3.14 cause #8 )

Thus, at step 22 when UE tries to ATTACH it sets the ciphering key sequnece number (CKSN) to “111”B which is same as no CKSN. However the SS expects CKSN to be set to a value other than ‘111’B which causes the test case to fail.

This needs to be addressed.

	Summary of change
	Assign tcv_PS_KeySeq = ‘111’B before calling the localtree lt_Steps_22To24a 
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Step 2. The UE is powered up or switched on and initiates an aftach (see ICS).

Step 19-21 The UE is powered up or switched on and initates an atiach (see IC:
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