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	Reason for change:
	In the current TTCN implementation, for the preamble the function f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1); is called.
This should be replaced with f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1, SUPPORTED); in order to indicate that interworking without N26 is supported.

	
	

	Summary of change:
	Instead of callng f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1);, called f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1, SUPPORTED);

	
	

	Consequences if not approved:
	A Conformant UE may fail this test case
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0.1 [bookmark: _Toc99612659]f_TC_11_1_5_NR5GC_EUTRA
	Function name
	f_TC_11_1_5_NR5GC_EUTRA

	Reason for change
	In the current TTCN implementation, for the preamble the function f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1); is called.
This should be replaced with f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1, SUPPORTED); in order to indicate that interworking without N26 is supported.

	Summary of change
	Instead of callng f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1);, called f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1, SUPPORTED);

	TTCN module
	EPS_Fallback_NR5GC_EUTRA.ttcn

	MCC160 Comment
	



Before Change:
	function f_TC_11_1_5_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC
  { ////MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with redirection / Single registration mode without N26 interface / E-UTRAN cell reselection using cell status reservation / Success
    
    f_EUTRA38_IRAT_Init(c31, HANDLE_UM_DATA); // @sic R5s210414 sic@

    //Create Eutra Cell 2 and set it as reserved for operator use and modify Sysinfo updated
    f_EUTRA_CellInfo_SetSysInfo_CellReservedForOpUse (eutra_Cell3, reserved); // @sic R5-216189 sic@
    f_EUTRA_CellInfo_InitMaxReferencePower (eutra_Cell3, -73); // @sic R5s211660 sic@

    //Create and configure cells
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    f_EUTRA_CellConfig_Def(eutra_Cell3); // @sic R5-216189 sic@
    
    f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1);
    
    f_EUTRA_TestBody_Set(true);
    fl_TC_11_1_5_NR5GC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);
    
    f_EUTRA38_MultiPDN_Postamble(eutra_Cell1, E2_CONNECTED);
  }



After Change:
	function f_TC_11_1_5_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC
  { ////MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with redirection / Single registration mode without N26 interface / E-UTRAN cell reselection using cell status reservation / Success
    
    f_EUTRA38_IRAT_Init(c31, HANDLE_UM_DATA); // @sic R5s210414 sic@

    //Create Eutra Cell 2 and set it as reserved for operator use and modify Sysinfo updated
    f_EUTRA_CellInfo_SetSysInfo_CellReservedForOpUse (eutra_Cell3, reserved); // @sic R5-216189 sic@
    f_EUTRA_CellInfo_InitMaxReferencePower (eutra_Cell3, -73); // @sic R5s211660 sic@

    //Create and configure cells
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    f_EUTRA_CellConfig_Def(eutra_Cell3); // @sic R5-216189 sic@
    
    f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1, SUPPORTED); //WA#11_1_5
    
    f_EUTRA_TestBody_Set(true);
    fl_TC_11_1_5_NR5GC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);
    
    f_EUTRA38_MultiPDN_Postamble(eutra_Cell1, E2_CONNECTED);
  }



