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<Start of Changes>
[bookmark: _Toc27478073][bookmark: _Toc36226766][bookmark: _Toc44324051][bookmark: _Toc52990244][bookmark: _Toc60823443][bookmark: _Toc60825365][bookmark: _Toc69306232][bookmark: _Toc69309897][bookmark: _Toc76020216][bookmark: _Toc83720699]6.4A.1.1	Frequency error for CA (2UL CA)
[bookmark: _Toc27478074][bookmark: _Toc36226767][bookmark: _Toc44324052][bookmark: _Toc52990245][bookmark: _Toc60823444][bookmark: _Toc60825366]6.4A.1.1.1	Test purpose
This test verifies the ability of both, the receiver and the transmitter, to process frequency for 2UL CA correctly.
Receiver: to extract the correct frequency from the stimulus signal, offered by the System simulator, under ideal propagation conditions and low level.
Transmitter: to derive the correct modulated carrier frequency from the results, gained by the receiver.
[bookmark: _Toc27478075][bookmark: _Toc36226768][bookmark: _Toc44324053][bookmark: _Toc52990246][bookmark: _Toc60823445][bookmark: _Toc60825367]6.4A.1.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports 2UL CA.
[bookmark: _Toc27478076][bookmark: _Toc36226769][bookmark: _Toc44324054][bookmark: _Toc52990247][bookmark: _Toc60823446][bookmark: _Toc60825368]6.4A.1.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 6.4A.1.0.
[bookmark: _Toc27478077][bookmark: _Toc36226770][bookmark: _Toc44324055][bookmark: _Toc52990248][bookmark: _Toc60823447][bookmark: _Toc60825369]6.4A.1.1.4	Test description
6.4A.1.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, and are shown in Table 6.4A.1.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.4A.1.1.4.1-1: Inter band CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause4.3.1.1.3 for inter band CA in FR1
	Mid range for PCC and SCC (NOTE 3)

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Highest NRB_agg for both PCC and SCC

	Test SCS as specified in Table 5.5A.3-1
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	Modulation
	RB allocation
	Modulation
	RB allocation

	1
	CP-OFDM QPSK
	Full RB (NOTE 1)
	DFT-s-OFDM QPSK
	REFSENS (NOTE 2)

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2:	REFSENS refers to Table 7.3.2.4.1-3 which defines uplink RB configuration and start RB location for each SCS, channel BW and NR band belongs to inter-band CA combination.
NOTE 3:	For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.



<Unchanged Skipped>

<Start of Changes>
[bookmark: _Toc27478082][bookmark: _Toc36226775][bookmark: _Toc44324060][bookmark: _Toc52990253][bookmark: _Toc60823452][bookmark: _Toc60825374][bookmark: _Toc69306236][bookmark: _Toc69309901][bookmark: _Toc76020220][bookmark: _Toc83720703]6.4A.2.1.1	Error Vector Magnitude for CA (2UL CA) 
Editor’s note: The following aspects are either missing or not yet determined:
· The minimum requirements for intra-band contiguous CA and intra-band non-contiguous CA have not been defined.
6.4A.2.1.1.1	Test Purpose
For 2UL carrier aggregation, the Error Vector Magnitude requirement should be defined for each component carrier. Requirement applies for the allocated component carrier, when all other component carriers are activated, but not allocated.
Similar transmitter impairment removal procedures are applied for CA waveform before EVM calculation as is specified for non-CA waveform in clause 6.4.2.1.
6.4A.2.1.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports 2UL CA.
6.4A.2.1.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 6.4A.2.1.0.
6.4A.2.1.1.4	Test description
6.4A.2.1.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, and are shown in Table 6.4A.2.1.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.4A.2.1.1.4.1-1: Inter band CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause4.3.1.1.3 for inter band CA in FR1
	Low range for PCC and SCC
High range for PCC and SCC

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest NRB_agg for both PCC and SCC
Highest NRB_agg for both PCC and SCC

	Test SCS as specified in Table 5.5A.3-1
	Smallest and biggest supported SCS per Channel Bandwidth

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	
	Modulation (NOTE 3)
	RB allocation (NOTE 1)

	
	
	
	PCC
	SCC

	13
	N/A
	DFT-s-OFDM PI/2 BPSK
	Inner Full
	0

	23
	
	DFT-s-OFDM PI/2 BPSK
	Outer Full
	0

	3
	
	DFT-s-OFDM QPSK
	Inner Full
	0

	4
	
	DFT-s-OFDM QPSK
	Outer Full
	0

	5
	
	DFT-s-OFDM 16 QAM
	Inner Full
	0

	6
	
	DFT-s-OFDM 16 QAM
	Outer Full
	0

	7
	
	DFT-s-OFDM 64 QAM
	Outer Full
	0

	8
	
	DFT-s-OFDM 256 QAM
	Outer Full
	0

	9
	
	CP-OFDM QPSK
	Inner Full
	0

	10
	
	CP-OFDM QPSK
	Outer Full
	0

	11
	
	CP-OFDM 16 QAM
	Inner Full
	0

	12
	
	CP-OFDM 16 QAM
	Outer Full
	0

	13
	
	CP-OFDM 64 QAM
	Outer Full
	0

	14
	
	CP-OFDM 256 QAM
	Outer Full
	0

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths and Test SCS are checked separately for each NR CA band combination, which applicable channel bandwidths and SCS are specified in Table 5.5A3-1.
NOTE 3:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.
NOTE 4:	The frequencies of PCC and SCC shall be switched and tested in each configuration.



<Unchanged Skipped>

<Start of Changes>
[bookmark: _Toc27478085][bookmark: _Toc36226778][bookmark: _Toc44324063][bookmark: _Toc52990256][bookmark: _Toc60823455][bookmark: _Toc60825377][bookmark: _Toc69306239][bookmark: _Toc69309904][bookmark: _Toc76020223][bookmark: _Toc83720706]6.4A.2.2.1	Carrier leakage for CA (2UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
· The minimum requirements for intra-band contiguous CA and intra-band non-contiguous CA have not been defined.
6.4A.2.2.1.1	Test purpose
Carrier leakage is an additive sinusoid waveform that is confined within the aggregated transmission bandwidth configuration. The carrier leakage requirement for 2UL CA is defined for each component carrier and is measured on the component carrier with PRBs allocated.
6.4A.2.2.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports 2UL CA.
6.4A.2.2.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 6.4A.2.2.0.
6.4A.2.2.1.4	Test description
6.4A.2.2.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, and are shown in Table 6.4A.2.2.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.4A.2.2.1.4.1-1: Inter band CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause4.3.1.1.3 for inter band CA in FR1
	Low range for PCC and SCC
High range for PCC and SCC

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid NRB_agg for both PCC and SCC

	Test SCS as specified in Table 5.5A.3-1
	Smallest supported SCS per Channel Bandwidth

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	
	Modulation
	RB allocation (NOTE 1, 3)

	
	
	
	PCC
	SCC

	1
	N/A
	DFT-s-OFDM QPSK
	Inner_1RB_Left
	0

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths and Test SCS are checked separately for each NR CA band combination, which applicable channel bandwidths and SCS are specified in Table 5.5A3-1.
NOTE 3:	When the signalled DC carrier position is at Inner_1RB_Left, use Inner_1RB_Right for UL RB allocation.
NOTE 4:	The frequencies of PCC and SCC shall be switched and tested in each configuration.



<Unchanged Skipped>
[bookmark: _Toc27478088][bookmark: _Toc36226781][bookmark: _Toc44324066][bookmark: _Toc52990259][bookmark: _Toc60823458][bookmark: _Toc60825380][bookmark: _Toc69306242][bookmark: _Toc69309907][bookmark: _Toc76020226][bookmark: _Toc83720709]6.4A.2.3.1	In-band emissions for CA (2UL CA)
6.4A.2.3.1.1	Test purpose
The in-band emissions are a measure of the interference falling into the non-allocated resources blocks.
For an allocated component carrier, the in-band emission is defined as the average across 12 sub-carrier and as a function of the RB offset from the edge of the allocated UL transmission bandwidth. The in-band emission is measured as the ratio of the UE output power in a non–allocated RB to the UE output power in an allocated RB. The basic in-band emissions measurement interval is defined over one slot in the time domain, however, the minimum requirement applies when the in-band emission measurement is averaged over 10 sub-frames. When the PUSCH or PUCCH transmission slot is shortened due to multiplexing with SRS, the in-band emissions measurement interval is reduced by one or more symbols, accordingly.
For a non allocated component carrier a spectral measurement is specified.
6.4A.2.3.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports 2UL CA.
6.4A.2.3.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 6.4A.2.3.0.
6.4A.2.3.1.4	Test description
6.4A.2.3.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, and are shown in Table 6.4A.2.3.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.4A.2.3.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause4.3.1.1.3 for inter band CA in FR1
	Low range for PCC and SCC
High range for PCC and SCC

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest NRB_agg for both PCC and SCC
Highest NRB_agg for both PCC and SCC

	Test SCS as specified in Table 5.5A.3-1
	Smallest supported SCS per Channel Bandwidth

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	
	Modulation
	RB allocation (NOTE 1)

	
	
	
	PCC
	SCC

	1
	N/A
	DFT-s-OFDM QPSK
	Inner_1RB_Left
	0

	2
	
	DFT-s-OFDM QPSK
	Inner_1RB_Right
	0

	3
	
	CP-OFDM QPSK
	Inner_1RB_Left
	0

	4
	
	CP-OFDM QPSK
	Inner_1RB_Right
	0

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths are checked separately for each NR band, which applicable channel bandwidths are specified in Table 5.5A3-1.
NOTE 3:	The frequencies of PCC and SCC shall be switched and tested in each configuration.



<Start of Changes>
[bookmark: _Toc60825521][bookmark: _Toc69306286][bookmark: _Toc69309951][bookmark: _Toc76020276][bookmark: _Toc83720764]6.5A.1.1	Occupied bandwidth for CA (2UL CA)
Editor’s Note:
- Due to lack of MPR requirements in core specification, this test case is incomplete for intra-band contiguous UL CA for power class 2 UEs indicating IE dualPA-Architecture supported, and incomplete for intra-band non-contiguous UL CA for power class 2 UEs, and power class 3 UEs when signalling is absent for dualPA-Architecture.
- MU needs to be reassessed.
6.5A.1.1.1	Test purpose
To verify that the UE occupied bandwidth for all transmission bandwidth configurations supported by the UE are less than their specific limits for 2 UL CA
6.5A.1.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports 2UL CA
6.5A.1.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in subclause 6.5A.1.0.
6.5A.1.1.4	Test description
6.5A.1.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, are shown in Table 6.5A.1.1.4.1-1 for inter-band UL CA, table 6.5A.1.1.4.1-2 for intra-band contiguous CA and table 6.5A.1.1.4.1-3 for intra-band non-contiguous CA. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.1.1.4.1-1: Inter band CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for both PCC and SCC (NOTE 4)

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest NRB_agg for both PCC and SCC
Highest NRB_agg for both PCC and SCC

	Test SCS as specified in Table 5.3.5-1
	Smallest supported SCS per Channel Bandwidth

	Test Parameters

	Test ID
	Downlink Configuration for PCC & SCC
	Uplink Configuration

	
	
	Modulation for all CCs
	 RB allocation (NOTE 1)

	
	
	(NOTE 2)
	PCC
	SCC

	1
	N/A for this test
	CP-OFDM QPSK
	Outer_Full
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.3A.4-1.
NOTE 3:	Test Channel Bandwidths and Test SCS are checked separately for each NR CA band combination, which applicable channel bandwidths and SCS are specified in Table 5.5A.3-1.
NOTE 4:	For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.



<Unchanged Skipped>

<Start of Changes>
[bookmark: _Toc27478210][bookmark: _Toc36226925][bookmark: _Toc44324210][bookmark: _Toc52990404][bookmark: _Toc60823604][bookmark: _Toc60825525][bookmark: _Toc69306290][bookmark: _Toc69309955][bookmark: _Toc76020280][bookmark: _Toc83720768]6.5A.2.2.1	Spectrum emission mask for CA (2UL CA)
6.5A.2.2.1.1	Test purpose
To verify that the power of any UE emission shall not exceed specified level for the specified channel bandwidth for 2UL CA.
6.5A.2.2.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports 2UL CA.
6.5A.2.2.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in subclause6.5A.2.2.0.
6.5A.2.2.1.4	Test description
6.5A.2.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, are shown in Tables 6.5A.2.2.1.4.1-1 through 6.5A.2.2.1.4.1-3. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.2.2.1.4.1-1: Inter band CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause4.3.1.1.3 for inter band CA in FR1
	Low range for PCC and SCC
High range for PCC and SCC

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest NRB_agg for both PCC and SCC
Highest NRB_agg for both PCC and SCC

	Test SCS as specified in Table 5.5A.3-1
	Smallest and biggest supported SCS per Channel Bandwidth

	Test Parameters

	Test ID
	Freq
	Downlink Configuration

	Uplink Configuration

	
	
	
	Modulation (NOTE 3)
	RB allocation (NOTE 1)

	
	
	
	
	PCC
	SCC

	13
	Low
	N/A
	DFT-s-OFDM PI/2 BPSK
	Edge_1RB_Left
	Edge_1RB_Left

	23
	High
	
	DFT-s-OFDM PI/2 BPSK
	Edge_1RB_Right
	Edge_1RB_Right

	3
	Low
	
	DFT-s-OFDM QPSK
	Edge_1RB_Left
	Edge_1RB_Left

	4
	High
	
	DFT-s-OFDM QPSK
	Edge_1RB_Right
	Edge_1RB_Right

	5
	Low
	
	DFT-s-OFDM 16 QAM
	Edge_1RB_Left
	Edge_1RB_Left

	6
	High
	
	DFT-s-OFDM 16 QAM
	Edge_1RB_Right
	Edge_1RB_Right

	7
	Default
	
	DFT-s-OFDM 64 QAM
	Outer_Full
	Outer_Full

	8
	Default
	
	DFT-s-OFDM 256 QAM
	Outer_Full
	Outer_Full

	9
	Low
	
	CP-OFDM QPSK
	Edge_1RB_Left
	Edge_1RB_Left

	10
	High
	
	CP-OFDM QPSK
	Edge_1RB_Right
	Edge_1RB_Right

	11
	Low
	
	CP-OFDM 16 QAM
	Edge_1RB_Left
	Edge_1RB_Left

	12
	High
	
	CP-OFDM 16 QAM
	Edge_1RB_Right
	Edge_1RB_Right

	13
	Default
	
	CP-OFDM 64 QAM
	Outer_Full
	Outer_Full

	14
	Default
	
	CP-OFDM 256 QAM
	Outer_Full
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths and Test SCS are checked separately for each NR CA band combination, which applicable channel bandwidths and SCS are specified in Table 5.5A3-1.
NOTE 3:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.
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[bookmark: _Toc27478221][bookmark: _Toc36226936][bookmark: _Toc44324221][bookmark: _Toc52990415][bookmark: _Toc60823615][bookmark: _Toc60825536][bookmark: _Toc69306301][bookmark: _Toc69309966][bookmark: _Toc76020291][bookmark: _Toc83720779]6.5A.3.1.1	General spurious emissions for CA (2UL CA)
6.5A.3.1.1.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions.
6.5A.3.1.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports 2UL CA.
6.5A.3.1.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in subclause 6.5A.3.1.0.
6.5A.3.1.1.4	Test description
6.5A.3.1.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, are shown in Table 6.5A.3.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.3.1.1.4.1-1: Inter band CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause4.3.1.1.3 for inter band CA in FR1
	Low range for PCC and SCC
High range for PCC and SCC

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest NRB_agg for both PCC and SCC
Highest NRB_agg for both PCC and SCC

	Test SCS as specified in Table 5.5A.3-1
	Lowest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	
	Modulation
	RB allocation (NOTE 1)

	
	
	
	PCC
	SCC

	1
	N/A
	CP-OFDM QPSK
	Outer_Full
	Outer_Full

	2
	
	CP-OFDM QPSK
	Edge_1RB_Left
	Edge_1RB_Left

	3
	
	CP-OFDM QPSK
	Edge_1RB_Right
	Edge_1RB_Right

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths and Test SCS are checked separately for each NR CA band combination, which applicable channel bandwidths and SCS are specified in Table 5.5A3-1.
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[bookmark: _Toc27478227][bookmark: _Toc36226942][bookmark: _Toc44324227][bookmark: _Toc52990421][bookmark: _Toc60823624][bookmark: _Toc60825545][bookmark: _Toc69306310][bookmark: _Toc69309975][bookmark: _Toc76020300][bookmark: _Toc83720788]6.5A.4.1	Transmit intermodulation for CA (2UL CA)
[bookmark: _Toc27478228][bookmark: _Toc36226943][bookmark: _Toc44324228][bookmark: _Toc52990422][bookmark: _Toc60823625][bookmark: _Toc60825546]6.5A.4.1.1	Test purpose
To verify that the UE transmit intermodulation does not exceed the described value in the test requirement.
The transmit intermodulation performance is a measure of the capability of the transmitter to inhibit the generation of signals in its non-linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna.
[bookmark: _Toc27478229][bookmark: _Toc36226944][bookmark: _Toc44324229][bookmark: _Toc52990423][bookmark: _Toc60823626][bookmark: _Toc60825547]6.5A.4.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports 2UL CA.
[bookmark: _Toc27478230][bookmark: _Toc36226945][bookmark: _Toc44324230][bookmark: _Toc52990424][bookmark: _Toc60823627][bookmark: _Toc60825548]6.5A.4.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in subclause 6.5A.4.0.
[bookmark: _Toc27478231][bookmark: _Toc36226946][bookmark: _Toc44324231][bookmark: _Toc52990425][bookmark: _Toc60823628][bookmark: _Toc60825549]6.5A.4.1.4	Test description
6.5A.4.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, are shown in Table 6.5A.4.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.4.1.4.1-1: Inter-band CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause4.3.1.1.3 for inter band CA in FR1
	Mid range for PCC and SCC (NOTE 4)

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest NRB_agg for both PCC and SCC
Highest NRB_agg for both PCC and SCC

	Test SCS as specified in Table 5.5A.3-1
	Smallest and biggest supported SCS per Channel Bandwidth

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	
	Modulation(NOTE 3)
	RB allocation (NOTE 1)

	
	
	
	PCC
	SCC

	13
	N/A
	DFT-s-OFDM PI/2 BPSK
	Inner Full
	Inner Full

	2
	
	DFT-s-OFDM QPSK
	Inner Full
	Inner Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths and Test SCS are checked separately for each NR CA band combination, which applicable channel bandwidths and SCS are specified in Table 5.5A3-1.
NOTE 3:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.
NOTE 4:	For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.



<Unchanged Skipped>

<Start of Changes>
[bookmark: _Toc27478444][bookmark: _Toc36227163]7.5A.1	Adjacent channel selectivity for CA (2DL CA)
[bookmark: _Toc27478445][bookmark: _Toc36227164]7.5A.1.1	Test Purpose
Adjacent channel selectivity for 2DL CA verifies the receiver's ability to receive a wanted 2DL carrier aggregated at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel.
[bookmark: _Toc27478446][bookmark: _Toc36227165]7.5A.1.2	Test Applicability
This test case applies to all types of NR UE release 15 and forward that support 2DL CA.
[bookmark: _Toc27478447][bookmark: _Toc36227166]7.5A.1.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.5A.0.
[bookmark: _Toc27478448][bookmark: _Toc36227167]7.5A.1.4	Test Description
[bookmark: _Toc27478449][bookmark: _Toc36227168]7.5A.1.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, are shown in Table 7.5A.1.4.1-1, Table 7.5A.1.4.1-2 or Table 7.5A.1.4.1-3. The details of the uplink and downlink reference measurement channels (RMC) are specified in Annexes A.2 and A.3. Configuration of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.5A.1.4.1-1: Test Configuration Table for intra-band contiguous 2CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1 
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCC RB allocation
	CC
Mod'n
	PCC RB allocation 

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.1.4.1-1.
NOTE 2:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
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