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1	Work plan related evaluation
	Do you want to modify the time budget for this WI/SI compared to what was endorsed at the last RAN meeting?
	No



If you answered No:	Then please remove the Excel file from the zip file of this status report.
If you answered Yes:	Then please fill out the attached Excel template to request a modification of the time 		budgets for your WI /SI. The Excel table has to be filled out for all affected RAN WGs and 		up to the target date of the WI/SI. The basis are the endorsed time budgets of the last 		RAN meeting. Please highlight all changes of the values.
		One time unit (TU) corresponds to ~ 2 hours in the meeting.
		If this status report covers a WI with Core and Performance part, then please have one 		line for each in the attached Excel table.
		Note: If no Excel table is attached, then this means no time budget change.
Additional explanations/motivations for the time budget changes in the attached Excel table:


2.	Detailed progress in RAN WGs since last TSG meeting (for all involved WGs)
	NOTE: Agreements and Open issues impacted cross-TSG aspects shall be explicitly highlighted
2.1	RAN1
2.1.1	Agreements
In RAN1#109-e, the following agreements were made. 

Multi-TRP enhancement

Agreement
On unified TCI framework extension, consider all the intra and inter-cell MTRP schemes specified in Rel-16 and Rel-17
· Consider, if STxMP is supported, Rel-18 MTRP scheme(s) with STxMP 

Agreement
On unified TCI framework extension, if an indicated joint or UL TCI state applies to a PUSCH /PUCCH transmission occasion at least for S-DCI based PUSCH/PUCCH repetition with TDM and the indicated joint or UL TCI state is associated with an UL PC parameter setting for PUSCH /PUCCH (including P0, alpha for PUSCH , and closed loop index) and a PL-RS, the UE should apply the UL PC parameter setting and the PL-RS for the PUSCH /PUCCH transmission occasion.
· FFS: How to extend to other Rel-18 MTRP scheme(s) with STxMP, if supported 
· FFS: UL PC enhancement for CB and non-CB SRS in above case
FFS: The applied UL PC parameter setting if one or both indicated joint or UL TCI state(s) is not associated with an UL PC parameter setting (including P0, alpha for PUSCH, and closed loop index) for PUCCH/PUSCH 

Agreement
On unified TCI framework extension at least for single-DCI based MTRP, the existing TCI field in DCI format 1_1/1_2 (with or without DL assignment) can indicate multiple joint/DL/UL TCI states in a CC/BWP or a set of CCs/BWPs in a CC list
· FFS: Detail of mapping joint/DL/UL TCI state ID(s) to a TCI codepoint, e.g., possible combinations of joint, DL, and/or UL TCI state IDs that can be mapped to a TCI codepoint
· FFS: Whether to increase the max number of MAC CE activated TCI codepoints, i.e., more than 8 codepoints
· FFS: Whether to increase the max number of TCI field bits, i.e., more than 3 bits
· Note: This doesn't imply that support of one additional TCI field or a field associating the TCI field to the TRP(s) is precluded
Note: The term TRP is used only for the purposes of discussions in RAN1 and whether/how to capture this is FFS

Agreement
On UE power limitation for STxMP for FR2, send LS to RAN4 to check the followings:
· Whether it is feasible to assume power limitation per panel for STxMP (Assumption 1)
· Whether it is feasible to assume a total power limitation per UE over all UE panels used for STxMP (Assumption 2)
· In either of Assumption1 or Assumption 2, whether the total power limitation per UE over all UE panels used for STxMP or the sum of per-panel power limitation for STxMP can be different from (greater than) the existing power limitation for a given power class?
· If both Assumption 1 and Assumption 2 are feasible, whether both assumptions can be applied to a same UE, and what is the relationship between the per-panel power limitation and total power limitation if both are applied (e.g., the sum of per-panel power limitation can be larger than the total power limitation per UE, or should be always the same)?
FFS: Detail of exact LS if agreed
Note: Scenarios of above include at least single carrier scenario for FR2
Note: Above power limitation includes both total radiated power and EIRP

Agreement
On unified TCI framework extension for M-DCI based MTRP, consider the following alternatives for TCI state update:
· Alt1: Reuse the same TCI state update scheme for S-DCI based MTRP
· Atl2: Use the existing TCI field in the DCI format 1_1/1_2 (with or without DL assignment) associated with one of CORESETPoolIndex values to indicate the joint/DL/UL TCI state(s) corresponding to the same CORESETPoolIndex value
· Alt3: Use the existing TCI field in any DCI format 1_1/1_2 (with or without DL assignment) to indicate all joint/DL/UL TCI states corresponding to both CORESETPoolIndex values
· Study the association between the indicated joint/DL/UL TCI state(s) and a CORESETPoolIndex value
· Alt4: Use the existing TCI field in the DCI format 1_1/1_2 (with or without DL assignment) associated with one of CORESETPoolIndex values to indicate joint/DL/UL TCI state(s) corresponding to the same or different CORESETPoolIndex value.
· Study whether the indicated joint/DL/UL TCI state(s) applies to the channels/signals associated with the same CORESETPoolIndex value or different CORESETPoolIndex value is indicated by DCI

Agreement
On unified TCI framework extension for S-DCI based MTRP, consider at least the following alternatives to map/associate a joint/DL TCI state to PDCCH reception(s)
· Atl1: Use RRC configuration to inform the mapping/association between a configured or indicated joint/DL TCI state and a CORESET or a CORESET group
· Alt2: Use RRC configuration to inform the mapping/association between a configured or indicated joint/DL TCI state and a search space set
· Alt3: Use MAC-CE to inform the mapping/association between an activated or indicated joint/DL TCI state and a CORESET or a CORESET group
· Alt4: Use DCI to inform the mapping/association between an indicated joint/DL TCI state and a CORESET or a CORESET group
· Alt5: Based on a fixed mapping/association rule, e.g., the first indicated joint/DL TCI state always applies to PDCCH receptions
Consider above alternatives for PDCCH repetition, PDCCH-SFN, PDCCH w/o repetition/SFN, and potential support of dynamic switching between S-TRP and M-TRP for PDCCH. It is not precluded to adopt one single alternative or multiple alternatives to support these cases.

Agreement
Enhancement on two TAs for UL multi-DCI for multi-TRP operation is supported in Rel-18.
Note 1: whether (1) the network signals two TACs or (2) the network signals one TAC and the UE deriving the second TA can be further studied.
Note 2: evaluations can be considered on as-needed basis.

Agreement
For multi-DCI based multi-TRP operation, down-select one of the two alternatives:
· Alt 1: configure two TAGs within a serving cell
· Alt 2: consider two TAs within one TAG within a serving cell

Agreement
Support two TA enhancement for both intra-cell and inter-cell multi-DCI multi-TRP scenarios in Rel-18.

Agreement
Enhancements on two TAs for UL multi-DCI for multi-TRP operation are applicable to both FR1 and FR2.

Agreement
For multi-DCI multi-TRP operation with two TAs, study the following alternatives:
· Alt 1:  two reference timings are considered
· Alt 2:  one reference timing is considered
Note: reference timing above is the timing of the DL reception 

Agreement
For multi-DCI multi-TRP operation with two TAs, study the following alternatives further in Rel-18:
· Alt 1:  one n-TimingAdvanceOffset value per serving cell
· Alt 2:  two n-TimingAdvanceOffset value per serving cell

Conclusion
For multi-DCI multi-TRP operation with two TAs, the decision on the maximum uplink timing difference is left up to RAN4.
· Send an LS to RAN4 asking them the maximum uplink timing difference RAN1 can assume between the two TAs for multi-DCI multi-TRP operation. The LS is endorsed in R1-2205593.

Agreement
Two TA enhancement for uplink multi-DCI based multi-TRP operation are applicable to at least:
· TDM based multi-DCI uplink transmission
· simultaneous multi-DCI uplink transmission (if simultaneous uplink multi-DCI uplink transmission is supported in Agenda 9.1.4.1)
· Note: Whether two TA enhancement is applicable to other schemes is a separate discussion, which is not in the scope of AI 9.1.1.2.

Agreement
On UE power limitation for STxMP for FR2, send LS to RAN4 to check the followings:
· Whether it is feasible to assume power limitation per panel for STxMP (Assumption 1)
· Whether it is feasible to assume a total power limitation per UE over all UE panels used for STxMP (Assumption 2)
· In either of Assumption1 or Assumption 2, whether the total power limitation per UE over all UE panels used for STxMP or the sum of per-panel power limitation for STxMP can be different from (greater than) the existing power limitation for a given power class?
· If both Assumption 1 and Assumption 2 are feasible, whether both assumptions can be applied to a same UE, and what is the relationship between the per-panel power limitation and total power limitation if both are applied (e.g., the sum of per-panel power limitation can be larger than the total power limitation per UE, or should be always the same)?
FFS: Detail of exact LS if agreed
Note: Scenarios of above include at least single carrier scenario for FR2
Note: Above power limitation includes both total radiated power and EIRP
LS to RAN4 is endorsed in R1-2205639.


CSI enhancement

Agreement 
On Rel-18 CSI enhancement EVM for SLS, use what is captured in the excel spreadsheet in R1-2205289

Agreement 
On Rel-18 CSI enhancement EVM for LLS (only for TRS-based TDCP), companies can use the following simulation assumptions:
· For mTRP 120kmph and over, use Rel-17 HST assumptions (cf. section 2.1 in R1-2007201)
· For sTRP up to 120km/h: 

	Parameter
	Value

	Carrier frequency and subcarrier spacing 
	3.5 GHz with 30 kHz SCS

	System bandwidth
	20MHz, 100MHz

	TRS bandwidth
	20MHz, 100MHz

	Channel model
	Alt. 1: TDL channels with uncorrelated antenna elements with first priority on TDL-A 
while the use of other TDL channels isn’t precluded

Alt. 2: CDL channels with first priority on CDL-A 
while the use of other CDL channels isn’t precluded

	Delay spread 
	10ns, 30ns, 100ns, 300ns, and 1000ns

	UE velocity
	3km/h, 10km/h, 20km/h, 30km/h, 60km/h, 120km/h

	Antennas at UE
	4RX: (1,2,2,1,1,1,2), (dH,dV) = (0.5, 0.5)λ for rank > 2
2RX: (1,1,2,1,1,1,1), (dH,dV) = (0.5, 0.5)λ for (rank 1,2)
For TRS based Doppler accuracy evaluations a single UE antenna may also be used
Other configurations are not precluded.

	Antennas at gNB
	32 ports: (8,8,2,1,1,2,8), (dH,dV) = (0.5, 0.8)λ 
16 ports: (8,4,2,1,1,2,4), (dH,dV) = (0.5, 0.8)λ
For TRS based Doppler accuracy evaluations a single gNB port may also be used.
Other configurations are not precluded.

	Link adaptation
	For TRS based Doppler accuracy: Not applicable
For mode selection performance: Adaptation of both MCS and rank. 

	Evaluation metrics for measurement accuracies
	RMS error, Standard deviation, Bias

	Evaluation metric for Doppler based mode selection
	User throughput



Agreement
The work scope of Type-II codebook refinement for CJT mTRP includes refinement of the following codebooks:
· Rel-16 eType-II regular codebook
· Rel-17 FeType-II port selection (PS) codebook
FFS: Whether to prioritize/down-select from the two

Agreement
The work scope of Type-II codebook refinement for CJT mTRP includes the support of NTRP={1, 2, 3, 4} cooperating TRPs for CJT CSI report
· FFS: Signaling of NTRP, e.g. higher-layer (RRC) vs. dynamic 
· FFS: Determination of NTRP, e.g. NW-configured vs UE-selected  
· FFS: Whether to prioritize or only support NTRP={1, 2}

Agreement
The work scope of Type-II codebook refinement for CJT mTRP includes the following NZP CSI-RS (CMR) setups in Resource Setting associated with Rel-18 Type-II codebook for CJT
· Opt1: 1 NZP CSI-RS resource, max # ports = 32
· FFS: whether/how to associate TCI states and CSI-RS ports
· Opt2: K>1 NZP CSI-RS resources with the same number of ports (representing K TRPs)
· FFS: The maximum number of ports per resource, and the total number of ports across all resources 
FFS: Whether to prioritize/down-select from the two options

Agreement
The work scope of Type-II codebook refinement for CJT mTRP includes down-selecting at least one or merging from the following codebook structures:
· Alt1A. Per-TRP/TRP group (port-group or resource) SD/FD basis selection + relative co-phasing/amplitude (including WB and/or SB). Example formulation (N = number of TRPs or TRP groups): 


·  = co-amplitude and
·  = co-phase
· Including special case of  (no co-scaling) or 
· Alt1B. Per-TRP/TRP group (port-group or resource) joint SD-FD basis selection + relative co-phasing/amplitude (including WB and/or SB). Example formulation (N = number of TRPs or TRP groups): 

·  = co-amplitude and
·  = co-phase
· Including special case of  (no co-scaling) or 
· Alt2. Per-TRP/TRP group (port-group or resource) SD basis selection and joint (across N TRPs) FD basis selection. Example formulation (N = number of TRPs or TRP groups):


Agreement
The work scope of Type-II codebook refinement for high/medium velocities includes refinement of the following codebooks, based on a common design framework:
· Rel-16 eType-II regular codebook
· Rel-17 FeType-II port selection (PS) codebook
FFS: Whether to prioritize/down-select from the two

Agreement
The work scope of Type-II codebook refinement for high/medium velocities includes down selection from the following codebook structures (for discussion purposes):
· Alt1. Time-domain basis, 
· Alt1A: Time-domain basis commonly selected for all SD/FD bases, e.g.  
· Alt1B: Time-domain basis independently selected for different SD/FD bases 
· Alt2. Doppler-domain basis 
· Alt2A: Doppler-domain basis commonly selected for all SD/FD bases, e.g. 
· Alt2B: Doppler-domain basis independently selected for different SD/FD bases 
· Note that  may be the identity as a special case 
· Alt3. Reuse Rel-16/17 (F)eType-II codebook with multiple  and a single  and  report.

Agreement
The work scope of Type-II codebook refinement for high/medium velocities includes down selection from the following Doppler-/time-domain basis waveforms for codebook design: 
· Alt1. Orthogonal DFT (with or without rotation factor)
· Alt2. Oversampled DFT
· Alt3. Other waveforms, e.g. DCT, Slepian
· Alt4. Identity (i.e. no Doppler-/time-domain compression) 

Agreement
The work scope of Type-II codebook refinement for high/medium velocities includes the following CSI measurement and calculation aspects:
· Potential refinement on Resource setting configuration on CSI-RS (for CSI and/or tracking) for measuring a burst of CSI-RS, including the applicable time-domain behaviors
· Whether/how UE-side or gNB-side prediction is assumed for CQI/PMI/RI calculation 
· Potential enhancements on CQI definition and calculation procedure in relation to the PMI of Rel-18 Type-II codebook for high/medium velocities
· Potential enhancement on definition of CSI reference resource

Agreement
The work scope of TRS-based TDCP reporting focuses on the following use cases for evaluation purposes:
· Targeting medium and high UE speed, e.g. 10-120km/h as well as HST speed
· Aiding gNB to determine 
· CSI reporting configuration and CSI-RS resource configuration parameters, 
· Precoding scheme, using one of the CSI feedback based precoding schemes or an UL-SRS reciprocity based precoding scheme
· Aiding gNB-side CSI prediction

Agreement
The work scope of TRS-based TDCP reporting includes down selection from the following TDCP reporting formats:
· Alt1. Stand-alone reporting (no inter-dependence with other CSI/UCI parameters)
· Note: This doesn’t preclude multiplexing with other UCI parameters (e.g. CSI, ACK, SR, …) on PUCCH/PUSCH, if applicable
· Alt2. Inter-dependent and reported with other CSI parameter(s)

Agreement
The work scope of TRS-based TDCP reporting includes down selection from the following TDCP parameters:
· Alt1. Doppler shift
· Alt2. Doppler spread
· Alt3. Cross-correlation in time 
· Alt4A. Relative Doppler shift of a number of peaks in CIR 
· Alt4B. Relative Doppler shifts of different TRSs
· Alt5: CSI-RS resource and/or CSI reporting setting configuration assistance

Agreement
For Rel-18 CSI enhancements, proceed to support and specify the following features (the previously agreed work scopes apply):
· Type-II codebook refinement for CJT mTRP 
· Type-II codebook refinement for high/medium UE velocities exploiting time-domain correlation/Doppler-domain information
· UE reporting of time-domain channel properties (TDCP) measured via CSI-RS for tracking
· The use case of aiding gNB-side CSI prediction is to be confirmed in RAN1#110

Agreement
On the Type-II codebook refinement for CJT mTRP, the resulting codebook(s) are associated with at least the following parameters:
· Parameters for basis reporting, including 
· The number of basis vectors: gNB-configured via higher-layer signaling  
· FFS: Whether it is layer-common or layer-specific, whether it is per TRP/TRP-group or common for all TRPs
· Basis selection indicator(s): a part of CSI report 
· FFS: Whether it is layer-common or layer-specific, whether it is per TRP/TRP-group or common for all TRPs
· Quantized combining coefficients (W2): a part of CSI report
· FFS: details of quantization scheme
· Number of non-zero coefficients and bitmap to indicate non-zero coefficients, including whether it is per TRP/TRP-group (separate) or across all TRPs/TRP-groups (joint): a part of CSI report
· Strongest coefficient indicator(s) (SCI(s)): a part of CSI report
· FFS: One per TRP/TRP-group or common for all TRPs
· FFS: Additional need for strongest TRP indicator

Agreement
For the Type-II codebook refinement for CJT mTRP, further study the following issues:
· The need for the following additional parameters:
· Receiver side information by per RX reporting or per layer, e.g. information related to the left singular matrix U of the channel
· Indication of relative offset of reference FD basis per TRP with respect to a reference TRP
· Information related to the windows for FD basis
· Delay/frequency difference(s) across TRPs
· Specification entity corresponding to a TRP (e.g. port-group, NZP CSI-RS resource)
· For codebooks with per-TRP/TRP-group SD/FD basis (structure Alt1A/1B), whether to support co-amplitude/phase as a part of CSI report (explicit) or not (implicit)
· Design details of reference amplitudes and differential amplitudes in W2: 
· Whether/how supported parameter combinations are refined from Rel-16/17

Agreement
On the Type-II codebook refinement for CJT mTRP, down-select from the following TRP selection/determination schemes (where N is the number of cooperating TRPs assumed in PMI reporting):
· Alt1. N is gNB-configured via higher-layer (RRC) signaling
· The N configured TRPs are gNB-configured via higher-layer (RRC) signaling
· Note: only one transmission hypothesis is reported
· Alt2. N is UE-selected and reported as a part of CSI report where N{1,..., NTRP} 
· N is the number of cooperating TRPs, while NTRP is the maximum number of cooperating TRPs configured by gNB 
· In this case, the selection of N out of NTRP TRPs is also reported (FFS: exact reporting scheme)
· FFS: Configuration of NTRP TRPs and the value of NTRP, whether explicit or implicit
· FFS: In addition to one transmission hypothesis, whether reporting multiple transmission hypotheses (with the same N value or possibly different N values) is supported
· Alt3. The UE reports CSI corresponding to K transmission hypotheses 
· The N configured TRPs are gNB-configured via higher-layer (RRC) signaling
· FFS: supported value(s) of K, and whether the K transmission hypotheses are gNB-configured or UE-reported

Agreement
On the Type-II codebook refinement for high/medium velocities, for codebook structures with TD or DD basis (Alt1 or Alt2 from codebook structure agreement), the codebook(s) include at least the following additional codebook parameters:
· Doppler-/time-domain (DD/TD) basis vector length
· Parameters for DD/TD basis vector selection, including 
· The number of DD/TD basis vectors 
· If applicable, Basis selection indicator(s)
· FFS: restrictions on the basis vector selection
· If applicable, the total number of available DD/TD basis vectors (not needed for orthogonal DFT basis set), whether explicitly or implied from another parameter (e.g. oversampling factor)

Agreement
For the Type-II codebook refinement for high/medium velocities, further study the following issues:
· The need for basis type indicator, if both a trivial basis (e.g. identity) and a non-trivial (e.g. DFT) basis are supported, and if so, whether implicit or explicit
· The need for DD/TD (compression) unit (analogous to PMI sub-band for Rel-16 codebook) 

Agreement
On potential refinement of Resource setting configuration associated with Type-II codebook refinement for high/medium velocities, study the following options to assess whether/how the legacy Resource setting configuration needs to be enhanced for “burst” measurement:
· Periodic (P) CSI-RS: periodicity and offset
· Semi-persistent (SP) CSI-RS: activation/deactivation, periodicity, and offset
· Aperiodic (AP) CSI-RS: triggering, offset of a group of AP CSI-RS resources   
FFS: Support for K>1 NZP CSI-RS resources association with Type-II codebook refinement for high/medium velocities
FFS: Whether specification support for jointly utilizing two types of CSI-RS time-domain behaviors is needed 

Agreement
The TRS-based TDCP reporting is down selected from the following alternatives:
· Alt1 (stand-alone): TDCP reporting comprises auxiliary feedback information to enable refinement of CSI reporting configuration, and/or codebook configuration parameters, and/or (to be confirmed in RAN1#110) gNB-side CSI prediction 
· Aperiodic reporting is supported
· FFS: Whether periodic, semi-persistent and/or event-triggered (UE-initiated) reporting are supported 
· Alt2 (non-stand-alone): TDCP reporting corresponds to a subset of the UCI parameters associated with a codebook/PMI for high/medium velocities, reported by the UE and measured via TRS 
· FFS: The associated codebook(s)/PMI(s)

Agreement
On the spatial-domain (SD) and frequency-domain (FD) basis design for the Rel-16 Type-II codebook refinement for CJT mTRP, down-select from the following alternatives:
· Alt1 (separate, legacy DFT): SD basis and FD basis are separate, each fully reusing the legacy Rel-16 DFT-based design
· Alt2 (joint, DFT): joint SD-FD DFT-based basis
· FFS: Details on DFT parameters, e.g. length, oversampling (if any), rotation (if any)
· Alt3 (joint, eigenvector): joint SD-FD eigenvector-based basis 
· FFS: eigenvector codebook design, parametrization
· Alt4 (separate, eigenvector): SD basis and FD basis are separate, using eigenvector-based basis 
· FFS: eigenvector codebook design, parameterization

Agreement
On the W2 coefficient quantization scheme for the Type-II codebook refinement for CJT mTRP:
· At least for N=2, reuse the following components of the legacy Rel-16/17 per-coefficient quantization scheme: 
· Alphabets for amplitude and phase
· Quantization of phase and quantization of differential amplitude relative to a reference, reference amplitude (with SCI determining the location of one reference amplitude), where the reference is defined for each layer and each “group” of coefficients 
· Further study the following:
· For larger N values, if supported, whether/how to improve throughput-overhead trade-off using, e.g. lower-resolution alphabets for amplitude and/or phase than legacy, or higher/same resolution alphabets but smaller number of coefficients than legacy 
· What constitutes a “group” (e.g. per polarization across TRPs/TRP-groups, per polarization per TRP/TRP-group, per TRP/TRP-group), the number of “groups” per layer for phase and amplitude (1 ≤Cgroup,phase ≤ N, 1 ≤ Cgroup,amp ≤ 2N), and how to indicate/configure “grouping” 

Agreement
On the CSI reporting and measurement for the Type-II codebook refinement for high/medium velocities, at least for discussion purposes, define the following:
· Assume a CSI report in slot n, and let the length of the DD/TD basis vector be N4 
· Note that basis vector has no span/window in time-domain, only length
· CSI-RS measurement window of [k,k+Wmeas –1], representing the window in which CSI-RS occasion(s) are measured for calculating a CSI report
· k is a slot index and Wmeas is the measurement window length (in slots)
· Note: In the legacy Rel-16/17 CSI, the CSI-RS occasion(s) are configured in CSI-ReportConfig
· CSI reporting window of [l,l+WCSI –1], associated to the CSI report in slot n 
· l is a slot index and WCSI is the reporting window length (in slots)
· CSI reference resource(s) in time-domain 
· The location of a CSI reference resource is denoted as nref (slot index)

Agreement
On the CSI reporting and measurement for the Type-II codebook refinement for high/medium velocities, consider at least the following alternatives for potential down-selection:
· Alt1: nref (CSI reference resource slot) as boundary 
· Alt1.A:  l + WCSI –1 ≤ nref
· Alt1.B:  l ≥ nref
· Alt1.C: l < nref and l + WCSI –1 > nref 
· Alt2: n (report slot) as boundary
· Alt2.A: l + WCSI –1 ≤ n
· Alt2.B: l ≥ n
· Alt2.C: l < n and l + WCSI –1 > n
· Alt3: End slot of Wmeas (k + Wmeas –1) as boundary 
· Alt3.A: l + WCSI –1 ≤ k + Wmeas –1 with the following as a special case: l=k, WCSI = Wmeas
· Alt3.B: l ≥ k + Wmeas –1
· Alt3.C: l < k + Wmeas –1 and l + WCSI –1 > k + Wmeas –1 with the following as special cases:
· l=k, l + WCSI = n
· l=k, l + WCSI > n
FFS: whether nref represents the slot index of Rel-15 CSI reference resource or a newly defined CSI reference resource
FFS: whether/how the CSI measurement window and reporting window are configured


Reference signal enhancement 

Agreement
LLS is used for objective #3 (increasing DMRS ports for MU-MIMO) in Rel.18 MIMO, while SLS can be used optionally. 

Agreement
No EVM discussion is needed for objective #5 (>4 layers PUSCH DMRS) in AI 9.1.3.1 (DMRS) in Rel.18. 
 
Agreement
LLS for increasing DMRS ports in AI 9.1.3.1 in Rel.18: 
· Evaluated channel: PDSCH as baseline (Companies can additionally submit evaluation results of PUSCH). 
· Evaluation metric:  
· BLER for fixed MCS and rank as baseline 
· User throughput for adaptive MCS and rank as optional 
· MSE or NMSE of DMRS as optional 
· Evaluation baseline (i.e. compared with):  
· For evaluation of enhanced single-symbol DMRS, baseline refers to Rel.15 single-symbol DMRS or Rel.15 double-symbol DMRS. 
· For evaluation of enhanced double-symbol DMRS, baseline refers to Rel.15 double-symbol DMRS. 
 
Agreement
Following evaluation assumptions are used for LLS for increasing DMRS ports in AI 9.1.3.1 in Rel.18. 
	Parameter 
	Value 

	Duplex, Waveform 
	TDD, OFDM 
Note: FDD, OFDM is not precluded 

	Carrier Frequency 
	4 GHz 

	Subcarrier spacing  
	30kHz 

	Channel Model 
	CDL-B or CDL-C in TR 38.901 with 30ns or 300ns delay spread as baseline for MU-MIMO and SU-MIMO 
Note: Other delay spread is not precluded.  
Note: Simulation using TDL-A with 30ns or 300ns for MU-MIMO is not precluded.  

	Delay spread 
	Baseline: 30ns, 300ns 
Optional: 1000ns 

	UE velocity 
	Baseline: 3km/h, 30km/h 
Optional: 60km/h, 120km/h 

	Allocation bandwidth 
	20MHz 
Note: Other bandwidth smaller than 20MHz is not precluded 

	MIMO scheme 
	Baseline: MU-MIMO 
Optional: SU-MIMO 

	BS antenna configuration 
	Companies can select and need to report which option(s) are used between 
- 32 ports: (M, N, P, Mg, Ng, Mp, Np) = (8,8,2,1,1,2,8), (dH,dV) = (0.5, 0.8)λ 
- 16 ports: (M, N, P, Mg, Ng, Mp, Np) = (8,4,2,1,1,2,4), (dH,dV) = (0.5, 0.8)λ 
Other configurations are not precluded. 

	UE antenna configuration 
	Companies can select and need to report which option(s) are used between 
4RX: (M, N, P, Mg, Ng, Mp, Np) = (1,2,2,1,1,1,2), (dH,dV) = (0.5, 0.5)λ for rank > 2 
2RX: (M, N, P, Mg, Ng, Mp, Np) = (1,1,2,1,1,1,1), (dH,dV) = (0.5, 0.5)λ for (rank 1,2) 
Other configuration is not precluded. 

	MIMO Rank 
	1, 2, or 4 per UE (rank fixed or rank adaptation) 

	UE number for MU-MIMO 
	1, 2, 4, 8, or 12 

	Precoding and precoding granularity 
	For PDSCH: Companies can select and need to report which option(s) are used between 
· [ZF or SVD] based sub-band precoding (with 4PRB precoding granularity) on ideal channel knowledge 
· CSI codebook based sub-band precoding (with 4PRB precoding granularity) on ideal CSI feedback. 
For PUSCH: Companies can select and need to report which option(s) are used between 
· [ZF or SVD] based wide-band precoding on ideal channel knowledge 
· Codebook based wide-band precoding on ideal CSI feedback. 

	Feedback delay for precoding 
	5ms 

	DMRS type 
	Type 1E and/or Type 2E, which are enhanced DMRS that are based on the legacy RE mappings of DMRS Type 1/2, where the enhanced DMRS support larger DMRS ports. 
Note: The terminology of Type 1E and/or Type 2E is for discussion purpose. 

	DMRS configurations 
	Baseline:  
· Single symbol DMRS without additional DMRS symbols and 1 additional DMRS symbol 
· Double symbol DMRS without additional DMRS symbols. 
Note: evaluation of other additional DMRS symbol(s) are not precluded. 

	DMRS mapping type 
	Mapping type A (slot based) for PDSCH. 
Mapping type A (slot based) for PUSCH. 

	Link adaptation 
	· Fixed modulation, coding and rank for BLER evaluation as baseline. 
· Adaptation of both MCS and rank for throughput evaluation as optional.  

	HARQ 
	Baseline: Off 
Optional: On (HARQ with max. 4 re-transmissions) for throughput evaluation 

	Channel estimation 
	Realistic channel estimation with ideal info of frequency sync, SNR, doppler and delay spread 

	Receiver type 
	MMSE as baseline 

	EVM 
	No radio impairments  


 
Agreement
For SLS assumption for increasing DMRS ports in AI 9.1.3.1 in Rel.18, 
· Scenario: Dense Urban (Macro only) at 4GHz is a baseline. Other scenarios (e.g. Umi, Uma) are not precluded. 
· Following evaluation assumptions are used for SLS. 
	Parameter 
	Value 

	Scenario 
	Dense Urban (macro only) 

	Carrier frequency 
	4GHz 

	Duplex, Waveform  
	TDD, OFDM 
Note: FDD, OFDM is not precluded 

	Multiple access  
	OFDMA  

	Frequency Range 
	FR1 only. 

	Inter-BS distance 
	200 m  

	Channel model 
	According to the TR 38.901  

	Antenna setup and port layouts at gNB 
	Companies need to report which option(s) are used between 
· 32 ports: (M, N, P, Mg, Ng, Mp, Np) = (8,8,2,1,1,2,8), (dH,dV) = (0.5, 0.8)λ  
· 16 ports: (M, N, P, Mg, Ng, Mp, Np) = (8,4,2,1,1,2,4), (dH,dV) = (0.5, 0.8)λ 

Other configurations are not precluded. 

	Antenna setup and port layouts at UE 
	4RX: (M, N, P, Mg, Ng, Mp, Np) = (1,2,2,1,1,1,2), (dH,dV) = (0.5, 0.5)λ for rank > 2 
2RX: (M, N, P, Mg, Ng, Mp, Np) = (1,1,2,1,1,1,1), (dH,dV) = (0.5, 0.5)λ for (rank 1,2)  
Other configurations are not precluded. 

	BS Tx power  
	41 dBm for 10MHz, 44dBm for 20MHz, 47dBm for 40MHz 

	BS antenna height  
	25 m  

	BS noise figure 
	5 dB 

	UE noise figure 
	9 dB 

	UE antenna height & gain 
	Follow TR36.873  

	Modulation  
	Up to 256 QAM 

	Coding on PDSCH 
	LDPC 
Max code-block size=8448bit 

	Numerology 
	Slot/non-slot  
	14 OFDM symbols per slot 

	
	SCS  
	30 kHz  

	Simulation bandwidth  
	20 MHz 

	Number of RBs 
	52 for 30 kHz SCS 

	Frame structure  
	Slot Format 0 (all downlink) for all slots 

	MIMO scheme 
	SU/MU-MIMO with rank adaptation is a baseline  
For low RU, SU-MIMO or SU/MU-MIMO with rank adaptation are assumed  
For medium/high RU, SU/MU-MIMO with rank adaptation is assumed 

	MIMO layers 
	For all evaluation, companies to provide the assumption on the maximum MU layers (e.g. 8 or 12) 

	CSI feedback 
	Feedback assumption at least for baseline scheme 
CSI feedback periodicity (full CSI feedback): 5 ms,  
Scheduling delay (from CSI feedback to time to apply in scheduling): 4 ms 

	Overhead 
	Companies shall provide the downlink overhead assumption 

	Traffic model 
	Baseline: FTP1 with 50% Resource Utilization 
Optional: Full buffer 

	UE distribution 
	[80%] indoor (3km/h),  
[20%] outdoor (30km/h) 

	UE receiver 
	MMSE-IRC as the baseline receiver 

	Feedback assumption   
	Realistic 

	Channel estimation      
	Realistic 


 
Agreement
Specify to increase the maximum number of DMRS ports for PDSCH/PUSCH larger than Rel.15 for CP-OFDM without increasing the DMRS overhead. 
· Strive to have common design of DMRS enhancement for PDSCH and PUSCH for a given DMRS Type. 
 
Agreement
The maximum number of enhanced DMRS ports in Rel.18 is doubled from Rel.15 DMRS ports: 
· For DMRS type 1, the max. number of enhanced DMRS ports in Rel.18 for PDSCH/PUSCH is 
· Single symbol DMRS: 8 DMRS ports. 
· Double symbol DMRS: 16 DMRS ports. 
· For DMRS type 2, the max. number of enhanced DMRS ports in Rel.18 for PDSCH/PUSCH is 
· Single symbol DMRS: 12 DMRS ports. 
· Double symbol DMRS: 24 DMRS ports. 
 
Agreement
To increase the number of DMRS ports for PDSCH/PUSCH, evaluate and, if needed, specify one or more from the following options: 
· Opt.1 (enhance FD-OCC): Introduce larger FD-OCC length than Rel.15 (e.g. 4 or 6). 
· Study aspect includes potential performance degradation in large delay spread, potential scheduling restriction, backward compatibility. 
· Opt.2 (enhance TD-OCC): Utilize TD-OCC over non-contiguous DMRS symbols (e.g. TD-OCC across front/additional DMRS symbols) 
· Study aspect includes potential performance degradation in high UE velocity, potential scheduling restriction (e.g. how to apply freq. hopping), potential DMRS configuration restriction (e.g. restriction of the number of additional DMRS), backward compatibility. 
· Opt.3 (Sparser frequency allocation): increase the number of CDM groups (e.g. larger number of comb/FDM). 
· Study aspect includes potential performance degradation in large delay spread, backward compatibility. 
· Opt.4 (using TDMed DMRS symbol): reusing additional DMRS symbols to increase orthogonal DMRS ports 
· Study aspect includes potential performance degradation in high UE velocity, potential DMRS configuration restriction (e.g. restriction of the number of additional DMRS), backward compatibility. 
· Opt.5 TD-OCC over non-contiguous DMRS symbols combined with FD-OCC or FDM: reusing additional DMRS symbol(s) to improve channel estimation performance. 
· Study aspect includes potential performance degradation in high UE velocity, potential scheduling restriction (e.g. how to apply freq. hopping), potential DMRS configuration restriction (e.g. restriction of the number of additional DMRS), backward compatibility. 
· The same option can be applied to both single symbol DMRS and double symbol DMRS. 
 
Agreement
To increase the maximum number of DMRS ports for PDSCH/PUSCH compared to Rel.15 DMRS for CP-OFDM without increasing the DMRS overhead, 
· Study whether/how to enable MU-MIMO between Rel.15 DMRS ports and Rel.18 DMRS ports, as well as whether/how to enable MU-MIMO among Rel.18 DMRS ports, in the same or different CDM group. 

Agreement
For LLS assumptions for increasing DMRS ports in AI 9.1.3.1 in Rel.18: 
· Precoding assumption of PUSCH, “[ZF or SVD]” in RAN1#109e agreement is updated by 
· Alt.2-2: SVD 
 
Agreement
To increase the maximum number of orthogonal DMRS ports for PDSCH/PUSCH larger than Rel.15,  
· Study whether/how to support DCI-based dynamic antenna ports indication of Rel.18 DMRS ports and/or Rel.15 DMRS ports. 
· Study whether/how to reuse the antenna port indication table in 38.212 as much as possible for both PDSCH and PUSCH 
· Study the potential need for MU scheduling restrictions in the design of the enhanced antenna port indication table in 38.212 for DL PDSCH. 
 
Agreement
· Study the following potential DMRS enhancement for potential support of more than 4 layers SU-MIMO PUSCH. 
· Extend DMRS port allocation table for rank 5~8 
· Note: DL DMRS table can be a reference 
· Enhancement for DMRS to PTRS mapping  
· Study whether to utilize Rel.18 DMRS ports for more than 4 layers SU-MIMO PUSCH. 
· Note: the above study does not imply more than 4 layers SU-MIMO PUSCH is supported. 
· Note: other study for potential DMRS enhancement for potential support of more than 4 layers SU-MIMO PUSCH is not precluded. 

Agreement
For LLS assumptions for increasing DMRS ports in AI 9.1.3.1 in Rel.18: 
· Precoding assumption of PDSCH, “[ZF or SVD]” in RAN1#109e agreement is updated by SVD. 
 
Agreement
· For MU-MIMO LLS of PDSCH, for evaluation of SVD/CSI-codebook based sub-band precoding, companies shall report the pre-coding assumption of interference of co-scheduled UEs from the following: 
· Alt.1: calculated by pre-coder of channel of each co-scheduled UE. 
· For precoding assumption of PDSCH, precoder of target UE and precoder of co-scheduled UE are generated independently.
· Companies can report a set of azimuth and zenith angle offset used for evaluation (For example, azimuth angle offsets from [30 o, 60 o, 90 o] and zenith angle offset from [3o, 6o] can be considered).
· Alt.2: calculated by random pre-coder (i.e. precoder selected randomly from a predefined set of precoders) which is different from the pre-coder of target UE. 
· For precoding assumption of PDSCH, only the channel of one target UE, i.e. Hd, needs to be modelled. Precoder is generated based on Hd to obtain the precoder for this UE only. The interference from co-scheduled UEs can be modelled as,  , wherein Wi can be randomly selected from a predefined set of precoders
· Companies shall report how to generate the predefined set of precoders for simulation.
· Alt.3: the same pre-coder as scheduled UE. 
· PDSCH interference and interfering DMRS ports are emulated using the same pre-coder as for the scheduled UE.
· Power offset of the co-scheduled UE is one value from {0dB, -3dB, -6dB} as fixed evaluation parameter. Other values are not precluded. 
· For precoding assumption of PDSCH, only the channel of one target UE, i.e. Hd, needs to be modelled. Precoder for the target UE (denoted as Wd) is generated based on Hd only. Denote the precoding matrix/vector of the ith co-scheduled UEs as Wi, and Wi=Wd (Wi for all th co-scheduled UEs are same). Then the interference from co-scheduled UEs can be modelled as .​
· For the above Alt.1-3, only PDSCH performance of the target UE is evaluated, while interference of both PDSCH and DMRS of co-scheduled UE(s) is simulated. 

Agreement
For SRS EVM, adopt combined relevant parts from Rel-17 SRS EVM and Rel-18 FDD CJT EVM as starting point
· Details are provided in Appendix 3 of R1-2205330 for system-level simulations
· Details are provided in Appendix 4 of R1-2205330 for link-level simulations.
 
Agreement
For 8 Tx SRS, a starting point of UE antenna configurations can be:
· (M, N, P; Mg,Ng; Mp, Np) = (2,2,2; 1,1; 2,2), (dH, dV) = (0.5, 0.5)λ, or
· (M, N, P; Mg,Ng; Mp, Np) = (1,4,2; 1,1; 1,4), (dH, dV) = (0.5, 0.5)λ.
· FFS other 8 Tx UE antenna configuration and alignment with outcomes from other agenda items.

Agreement 
Study the potential enhancements for SRS of 8T8R with usage antennaSwitching.

Agreement 
Study the potential enhancements for SRS for 8 Tx operation
· SRS resource(s) with 8 ports are configured for codebook-based PUSCH
· Up to 8 single-port SRS resources are configured for non-codebook-based PUSCH

Agreement 
Study the following for SRS enhancement to manage inter-TRP cross-SRS interference targeting TDD CJT via SRS interference randomization and/or capacity enhancement
· Randomized frequency-domain resource mapping for SRS transmission
· E.g., further enhancements to frequency hopping, comb hopping
· Randomized code-domain resource mapping for SRS transmission
· E.g., cyclic shift hopping/randomization, sequence hopping/randomization, per-hop sequence from a long SRS sequence
· Randomized transmission of SRS
· E.g., pseudo-random muting of SRS transmission for periodic and semi-persistent SRS
· Per-TRP power control and/or power control of one SRS towards to multiple TRPs
· SRS TD OCC
· Increasing the maximum number of cyclic shifts 
· E.g., multiplying mask sequence to the legacy SRS sequence to effectively increase the maximum cyclic shifts
· Precoded SRS for DL CSI acquisition
· Enhanced signaling for flexible SRS transmission
· E.g., dynamic update of SRS parameters
· Partial frequency sounding extensions
· E.g., larger partial frequency sounding factor, starting RB location hopping enhancements, partial frequency hopping on other bandwidths corresponding to , besides the last bandwidth 
· Enhanced configuration of SRS transmission to enable more efficient SRS parameter assignment
· E.g., configuration of  (sequence index within a group) per SRS resource
· E.g., configuration of cyclic shift per SRS port per SRS resource.
· Resource mapping for SRS transmission based on network-provided parameters or system parameters
· E.g., SRS resource mapping based on network-provided parameters (e.g., configurable indexes) or system parameters (e.g., slot index)
Note: PAPR performance and maintaining DFT waveform property should be considered when deciding the enhancement for Rel-18.

Agreement 
Consider the scenario where there exists SRSs sent by a UE and utilized by multiple TRPs for channel estimation, and the pathlosses between the UE and the TRPs differ by at least x dB in Rel-18 SRS study
· x can be {3,6,10}, and other values can be used.

Agreement 
For SRS enhancements to enable 8 Tx UL operation to support 4 and more layers per UE in UL targeting CPE/FWA/vehicle/Industrial devices, study aspects include, for SRS for CB/NCB/AS, 
· Design parameters, including the maximum number of SRS resource sets, number of SRS resource sets, number of SRS resources, number of ports per resource, number of OFDM symbols, the allowed configurations for comb / comb shifts / cyclic shifts, number of simultaneous ports / resources / resource sets per OFDM symbol
· For the next decision point, study
· Whether to support 8 ports in one or multiple resources 
· Whether to support 8 ports in one or multiple OFDM symbols
· The maximum number of SRS resource sets.
· Note: For SRS for NCB, number of ports per SRS resource is still 1 (same as R15)

Agreement 
For SRS EVM, consider additional EVM as follows
· Realistic channel estimation based on sequence generation for SRS modelling, at least for TDD CJT SRS LLS and 8 Tx SRS LLS as baseline
· Evaluation metrics for 8 Tx SRS LLS can be MSE , BLER or throughput
· TDL-C for TDD CJT SRS LLS can be included as optional.


Enhanced uplink transmission

Agreement
For STxMP PUSCH in single-DCI based mTRP system, study and evaluate the following schemes for PUSCH:
· SDM scheme: different layers/DMRS ports of one PUSCH are separately precoded and transmitted from different UE panels simultaneously. 
· Study and evaluate whether to support 2 CWs in SDM manner and transmitted from two different panel simultaneously.
· FDM-B scheme: two PUSCH transmission occasions with same/different RV of the same TB are transmitted from different UE panels on non-overlapped frequency domain resources and the same time domain resources.
· FDM-A scheme: different parts of the frequency domain resource of one PUSCH transmission occasion are transmitted from different UE panels.
· SFN-based transmission scheme: all of the same layers/DMRS ports of one PUSCH are transmitted from two different UE panels simultaneously.
· SDM repetition scheme: two PUSCH transmission occasions with different RV of the same TB are transmitted from two different UE panels simultaneously.
Note: Companies are encouraged to evaluate the different schemes for possible down-selection in RAN1#110.
Note: other schemes are not precluded

Agreement
For the EVM of STxMP of Rel-18
· Reuse the SLS assumption of BM/Multi-panel UE in R1-2007151 with necessary update, as shown in Table A1
· Reuse the LLS assumption of Rel-17 mTRP UL repetition transmission with necessary update, as shown in Table A2
· Note: company can evaluate FR1 and explain the details of EVM assumptions for that
 
Table A1: SLS assumption for STxMP of Rel-18
	Parameters
	Values

	Frequency Range
	FR2 @ 30 GHz, SCS: 120 kHz, BW: 80 MHz,

	Scenarios
	1. Dense urban (macro-layer only, TR 38.913) @FR2, 200m ISD, 2-tier model with wrap-around (7 sites, 3 sectors/cells per cell), 100% outdoor
2. Indoor (TR 38.901/802)

	UE speed
	Option 1: Stationary UEs
Option 2: 3 km/hr for all UEs
Option 3: Dense Urban 100% outdoor UE with 30km/hr (optional)

	Maximum UE Tx Power
	· Option 1: Max TRP of 23 dBm and max EIRP 43 dBm of two panels 
· Option 2: Max TRP of 23 dBm and max EIRP 43 dBm per panel

Note 1: Companies to state additional details on their simulation assumptions, if any.
Note 2: In Option 2, the max TRP of two panels might exceed the limit of PC2 in one band based on existing RAN4 power class definitions (which is currently per band). Companies to provide details whether Option 2 results in exceeding such limit in actual simulations. 
Note 3: In Option 1, companies to explain how max EIRP across two panels transmitting beams in different directions is determined.
Note 4: In case that Option 2 is used and max TRP of two panels exceeds the limit of PC2, companies to provide the excess value of the TRP of STxMP transmission over the TRP of the single panel transmission baseline.

	BS receiver Noise Figure
	7 dB

	BS Antenna Configuration
	For dense urban: (M, N, P, Mg, Ng) = (4, 8, 2, 2, 2). (dV, dH) = (0.5, 0.5) λ. (dg,V, dg,H) = (2.0, 4.0) λ
For Indoor: (M, N, P, Mg, Ng) = (4, 4, 2, 1, 1). (dV, dH) = (0.5, 0.5) λ
Note: Other structure are optional and reported by company.
Note: Companies to explain TXRU weights mapping.
Note: Companies to explain beam selection.
Note: Companies to explain number of BS beams 

	BS Antenna radiation pattern
	TR 38.802 Table A.2.1-6, Table A.2.1-7

	UE antenna configuration
	Option 1: Panel structure: 1x4x2 or (M, N, P) = (1, 4, 2), dH = 0.5 λ. Number of panels: 2, 3 or 4
Note: Companies to explain the number and locations of panels.
Option 2: (M, N, P, Mg, Ng) = (2, 4, 2, 1, 2); (dV, dH) = (0.5, 0.5)λ. (dg,V, dg,H) = (0, 0)λ. * Θmg,ng=90°; Ω0,1=Ω0,0+180. The polarization angles are 0 and 90
Note: Other panel structure is optional and to be reported by company

	UE Antenna radiation pattern
	TR 38.802 Table A.2.1-8

	UE dropping
	Random

	UE and panel orientation
	Vertical but random in azimuth

	Traffic Model
	Option 1: FTP model 1 with packet size 0.5Mbytes (other value is not precluded).
Option 2: FTP mode 3
Other traffic models including the full buffer are optional and can be reported by the company

	Control and RS overhead
	Companies explain details of the assumptions

	BF/Precoder scheme
	Companies explain what scheme is used

	UE Antenna height
	1.5 m

	UL MIMO Mode, rank
	UL SU-MIMO/MU-MIMO
Up to rank 4 for STxMP with 2 panels.

	Per panel power control and other issues that are affected by RF transmission chain architecture
	Companies can explain the details of transmission chain architecture for supporting STxMP

	Cross-link interference between 2 panels
	Companies to explain whether/how the interference is assumed. 

	Baseline scheme
	· Option 1: single panel transmission with panel selection.
· Option 2: Rel-17 mTRP Uplink TDM repetition scheme with single panel per occasion.



Table A2: LLS assumption for STxMP of Rel-18
	Parameters
	Values

	Frequency Range
	FR2 @ 30 GHz,
SCS: 120 kHz,

	Channel model
	CDL for FR2 (TDL for FR2 can be optionally used)

	BS antenna configuration
	2 TRP and 2 Rx ports per TRP

	UE antenna configuration
	2 panels and 2 Tx ports on each panel

	Path-loss modeling
	{0,3,6, 9, 12} dB gap between panels/TRPs

	Blockage
	Blockage model from Rel-16 (x dB power offset with probability p): Companies to report x and p, and other assumptions, if any.

	Target BLER
	[10^-3, 10^-4, 10^-5]: BLER values shown in plots should be based on enough number of samples, e.g., ~100/BLER samples

	Baseline scheme
	· Option 1: single panel transmission with panel selection.
· Option 2: Rel-17 mTRP Uplink TDM repetition scheme with single panel per occasion.

	# of RBs/symbols
	Companies to Report.

	DMRS pattern
	· DM-RS configuration type 1 for PUSCH
· DM-RS configuration type 2 for PUSCH (optional)
· DM-RS according to PUCCH formats (companies to report the details for PUCCH DM-RS)

	Code rates
	Low (<0.2) and moderate (<0.4)

	Frequency hopping
	Reported by companies

	UL transmission scheme
	Codebook based UL transmission is baseline. Non-codebook based can be optional.

	Redundancy Version
	Reported by companies

	Schemes
	FDM-based, SDM-based and SFN scheme.

	Cross-link interference between 2 panels
	Companies to explain whether/how the interference is assumed.

	Receiver assumption
	Reported by companies



Agreement
For multi-DCI based STxMP PUSCH+PUSCH transmission, study and evaluate the following aspects:
· Two PUSCHs are associated with different TRPs and transmitted from different UE panels. The total number of layers of these two PUSCHs is up to 4.
· Study STxMP of PUSCH+PUSCH transmission where it is some combination of DG-PUSCH, CG-PUSCH and msg3/msgA PUSCH.
· The overlapping type(s) of fully/partially in time domain and fully/partially/non-overlapping in frequency domain are to be studied and justified for PUSCH+PUSCH.
Note: The above study shall take into account the UE implementation and RF considerations.
Note: Study the conditions required for STxMP PUSCH+PUSCH.
Note: Other aspects are not precluded.

Agreement
Study the enhancement of SRS resource set configuration and SRI/TPMI indication for single-DCI based STxMP PUSCH scheme:
· The configuration of two SRS resource sets, SRS resource set indicator field, two SRI fields and two TPMI fields of Rel-17 mTRP PUSCH TDM repetition is the starting point.
· FFS: The configuration of one SRS resource set, one or two SRI fields and one or two TPMI fields
· Note: This proposal does not mean that any possible SRI/TPMI enhancement on STxMP would be precluded. In RAN1#110, companies can suggest the detail SRI/TPMI enhancement with reasonable analysis and evaluation result.

Agreement
Study the layer combinations of {1+1, 1+2, 2+1, 2+2} for the SDM scheme (if supported) of single-DCI based STxMP PUSCH,
· This is for 1 CW at least.
· The layer combination for the SDM scheme can be further studied for 2 CW if 2 CW in SDM scheme is supported.
· FFS: study the layer combinations of {1+3, 3+1} under the above conditions.
· Companies are encouraged to provide SLS/LLS for their proposed layer combinations for the SDM scheme of single-DCI based STxMP PUSCH.

Agreement
Study if any enhancement is needed on DMRS port indication for the SDM scheme (if supported) of single-DCI based STxMP PUSCH 
· FFS how to map DMRS ports to two joint/UL TCI states/CWs/panels/TRPs/SRS resource sets/PUSCH layers for codebook-based and non-codebook based PUSCH respectively.

Agreement
Study fully-coherent, partially-coherent and non-coherent UEs for uplink transmission with 8TX UEs .
 
Agreement
Study full power transmission for 8TX UEs .
· Details are FFS upon completion of codebook design

Agreement
Adopt the following Table as the reference EVM for LLS evaluation
· Companies may provide additional evaluation results per their case of interest
· LLS is optionally used for 8Tx UL evaluation, if needed
	Parameter
	Value

	Carrier Frequency
	3.5 GHz

	Waveform
	CP-OFDM

	SCS
	30 KHz

	System bandwidth
	20 MHz, 100 MHz

	Scheduled PRBs
	5, 25, 50, 260 PRBs

	gNB RX antenna setup and port layouts
(𝑀,𝑁,𝑃,𝑀𝑔,𝑁𝑔,𝑀𝑝,𝑁𝑝)
 
	(8,8,2,1,1,4,8) with (𝑑H, 𝑑V) = (0.5, 0.8)𝜆
(4,4,2,1,1,4,4) with (𝑑H, 𝑑V) = (0.5, 0.8)𝜆
(2,2,2,1,1,2,2) with (dH , dV ) = (0.5, 0.5)λ
 

	UE TX antenna configuration
	To be defined according to outcome of Proposal 2.1

	UE speed
	3 Km/h

	Number of Layers
	Adaptive, Fixed (reported by company) 

	AMC
	Adaptive, Fixed (reported by company) 

	DMRS configuration
	Type 1; 1 front loaded + 1 additional symbol

	Channel estimation
	Real

	Channel Model
	CDL-A (30ns), CDL-B (100ns), CDL-C (300ns)


  
Agreement
For 8TX UE uplink transmission, study codebook- and non-codebook-based transmission with maximal layer number of both 4 and 8 layers.

Agreement
Adopt the following Table as the reference EVM for SLS evaluation.-
· Companies may provide additional evaluation results per their case of interest.
	Parameter
	Value

	Frequency range
	3.5 GHz

	Multiple access
	OFDMA 

	Numerology
	14 OFDM symbol slot
SCS , 30 KHz  

	Scenario
	Outdoor FWA (38.901): UMa (ISD = 500 m), 100% Outdoor, 3Km/h

	
	Indoor FWA (38.901): UMi (ISD = 200 m), 100% Indoor, 3Km/h

	
	Industrial (38.901): Indoor Office (Inh ), 3Km/h

	Channel model
	38.901

	System bandwidth
	20 MHz, 100 MHz 

	gNB RX antenna setup and port layouts
(𝑀,𝑁,𝑃,𝑀𝑔,𝑁𝑔,𝑀𝑝,𝑁𝑝) 
	Outdoor FWA : 
(8,8,2,1,1,4,8) with (𝑑H, 𝑑V) = (0.5, 0.8)𝜆
(4,4,2,1,1,4,4) with (𝑑H, 𝑑V) = (0.5, 0.8)𝜆
 
Indoor FWA : 
(8,8,2,1,1,4,8) with (𝑑H, 𝑑V) = (0.5, 0.8)𝜆
(4,4,2,1,1,4,4) with (𝑑H, 𝑑V) = (0.5, 0.8)𝜆
 
Industrial:
(2,2,2,1,1,2,2) with (dH , dV ) = (0.5, 0.5)λ
 

	gNB antenna radiation pattern parameters
	Outdoor/Indoor FWA : 
38.901 Table 7.3-1, 8 dBi , 65° HPBW
 
Industrial:
IMT.2412 Table 10,5 dBi , 90° HPBW
 

	gNB receiver noise figure
	5dB 

	gNB receiver
	MMSE-IRC

	gNB scheduler
	Single user with proportional fair

	Modulation
	-    Up to 64 QAM  
-    Up to 256QAM  

	MIMO scheme
	SU-MIMO with rank adaptation

	UE speed
	3 Km/h

	UE TX antenna configuration
	To be defined according to outcome of Proposal 2.1

	Traffic model
	-    FTP model 1: Packet size 500KB, RU= 50% and suggested low/high RU of values of 20% and 70%
-   Full buffer (optional) 

	Suggested benchmarking
	R15 UL 4-Tx codebook , 
Eigen-based, companies report PRG assumption 

	Precoder granularity
	Wideband 

	Power control
	Open loop, 
-    alpha = 0.8
-    P0 = -50, -80 dBm  
to be selected according to the deployment scenario 

	UE power rating
	23 dBm (UE, 38.101)
32 dBm (FWA, 38.101)

	Metric
	UL mean-user throughput, 5%-ile and 95%-ile UPT



For 8TX UE, consider the following UE antenna layouts for codebook design,
· For non-coherent UEs, consider linear array (1D/2D) of cross-polarized or single-polarized antenna configuration
· For fully/partial-coherent UEs, consider linear array (1D/2D)
· Where the array is either cross-polarized antenna configuration or single polarized antenna configuration
· Ng>=1 antenna groups can be considered where each group comprises coherent antennas, and across groups, antennas can be non-coherent/coherent depending on device types
· An example of an antenna group is a panel
· Within an antenna group, antenna elements are uniformly spaced. Across different antenna groups, companies to provide details.
Additional information for definition of antenna layout 
· Based on the number of coherent groups, following exemplary cases can be considered where, within each group, antenna elements are spaced by 0.5λ, and then dG-H, dG-V represent the horizontal and vertical spacings between the centers of adjacent antenna groups, respectively 
· Further down-selection can be done in the next meeting, if needed 
· The shown exemplary placing of antenna groups can be used for evaluation purpose, but the codebook design is not restricted to shown cases. 
· Other antenna layouts for other use cases are not precluded.
· To start companies may report their results according to their preferred layout.


	Case
	Ng
	(M, N, P) per group
	Antenna Layout
	Antenna Pattern/Antenna Element Gain

	1
	1
	(2, 2, 2), 
(1, 4, 2)
	
	Isotropic (Indoor/Outdoor FWA & Industrial)
 
8 dBi, 65° HPBW(Outdoor FWA)

	2
	2
	(1, 2, 2)
	
	Isotropic (Indoor/Outdoor FWA & Industrial)
 
8 dBi, 65° HPBW(Outdoor FWA) 

	3
	4
	(1, 1, 2)
	

	Isotropic (Indoor/Outdoor FWA & Industrial)
 
4 dBi, 110° HPBW(Indoor FWA & Industrial


  
o   Other UE antenna assumption for the purpose of evaluation
	 
	Outdoor FWA
	Indoor FWA
	Industrial

	UE antenna height
	6, 3 m (To start)
	According to 36.873
	According to 38.901



Agreement
For 8TX UE codebook-based uplink transmission, down-select one of
· Alt1-a:
· Study NR Rel-15 UL 2TX/4TX codebooks and/or 8x1 antenna selection vector(s) as the starting point for design of the codebook for non-coherent UEs
· Study NR Rel-15 DL Type I codebook as the starting point for design of the codebook for fully/partially-coherent UEs
· Alt1-b:
· Study NR Rel-15 UL 2TX/4TX codebooks and/or 8x1 antenna selection vector(s) as the starting point for design of the codebook for partially/non-coherent UEs
· Study NR Rel-15 DL Type I codebook as the starting point for design of the codebook for fully-coherent UEs
· Alt2-a:
· Study NR Rel-15 UL 2TX/4TX codebooks and/or 8x1 antenna selection vector(s) as the starting point for design of codebook for fully/partially/non-coherent UEs
· Alt2-b:
· Study NR Rel-15 UL 2TX/4TX codebooks and/or 8x1 antenna selection vector(s) in combination with those based on NR Rel-15 DL Type I codebooks as the starting point for design of codebook for fully/partially/non-coherent UEs
· Alt3:
· Study NR Rel-15 DL Type I codebook as the starting point for design of codebook for fully/partially/non-coherent UEs
· Transmission using one or multiple precoders corresponding to one or multiple SRS resources can be studied as part of the above alternatives.



2.1.2	Remaining Open issues
Multi-TRP enhancement
· Remaining specification details on extension of Rel-17 unified TCI framework, including:
· Indication of multiple DL and UL TCI states focusing on multi-TRP use case, using Rel-17 unified TCI framework
· UL beam indication for, if specified, PUCCH/PUSCH to facilitate simultaneous multi-panel UL transmission, where unified TCI framework extension is assumed, considering single DCI and multi-DCI based multi-TRP operation
· For the case of multi-DCI based multi-TRP operation, only PUSCH+PUSCH, or PUCCH+PUCCH is transmitted across two panels in a same CC.
· Remaining specification details on power control for UL single DCI for multi-TRP operation where unified TCI framework extension is assumed
· Remaining specification details on Two TAs for UL multi-DCI for multi-TRP operation 


CSI enhancement
· Remaining specification details on CSI reporting enhancement for high/medium UE velocities by exploiting time-domain correlation/Doppler-domain information to assist DL precoding, targeting FR1, including:
·  Rel-16/17 Type-II codebook refinement, without modification to the spatial and frequency domain basis
· UE reporting of time-domain channel properties measured via CSI-RS for tracking
· Remaining specification details on Rel-16/17 Type-II codebook refinement for CJT mTRP and its associated CSI reporting, targeting FDD FR1 and up to 4 TRPs, assuming ideal backhaul and synchronization as well as the same number of antenna ports across TRPs


Reference signal enhancement 
· Remaining specification details on DMRS enhancement to increase the number of orthogonal DMRS ports for downlink and uplink MU-MIMO (without increasing the DM-RS overhead), only for CP-OFDM.
· Study, and if justified, specify, the potential DMRS enhancements for potential support of more than 4 layers SU-MIMO PUSCH. 
· Study, evaluate (based on agreed EVM), and specify (if justified) SRS enhancement to manage inter-TRP cross-SRS interference targeting TDD CJT via SRS capacity enhancement and/or interference randomization
· Study, evaluate (based on agreed EVM), and specify (if justified) SRS enhancements to enable 8 Tx UL operation


Enhanced uplink transmission
· Evaluate, based on the agreed EVM, the need for specifying UL precoding indication for PUSCH to facilitate simultaneous multi-panel UL transmission for higher UL throughput/reliability, focusing on FR2 and multi-TRP, assuming up to 2 TRPs and up to 2 panels, targeting CPE/FWA/vehicle/industrial devices (if applicable)simultaneous multi-panel UL transmission for PUSCH in single-DCI based mTRP system and multi-DCI based mTRP system, including:
· No new codebook is introduced for multi-panel simultaneous transmission
· The total number of layers is up to four across all panels and total number of codewords is up to two across all panels, considering single DCI and multi-DCI based multi-TRP operation.Study and evaluate the SDM, SDM repetition scheme, SFN, FDM-A and FDM-B schemes for STxMP PUSCH transmission in single-DCI based mTRP system
· Study the enhancement of SRS resource set configuration and SRI/TPMI indication for single-DCI based STxMP PUSCH scheme, study the layer combinations of {1+1, 1+2, 2+1, 2+2} and study if any enhancement is needed on DMRS port indication for the SDM scheme (if supported) of single-DCI based STxMP PUSCH.
· Evaluate and study the PUSCH+PUSCH transmission in multi-DCI based mTRP system
· Evaluate based on the agreed EVM, if justified, proceeding with specification details on UL transmission for 8TX UE, including;
· SRI, and TPMI (including codebook) enhancements to enable 8 Tx UL operation to support 4 and more layers per UE in UL targeting CPE/FWA/vehicle/Industrial devices
· Consideration of coherence assumption, full/non-full power modes


2.2	RAN2
2.2.1	Agreements
Not yet started


2.2.2	Remaining Open issues 
Not yet started

2.3	RAN3
n/a
2.3.1	Agreements
2.3.2	Remaining Open issues

2.4	RAN4
2.4.1	Agreements
Not yet started

2.4.2	Remaining Open issues
Not yet started



2.5	RAN5
n/a
2.5.1	Agreements
2.5.2	Remaining Open issues
2.5.3	Remaining Open issues with cross-WG dependencies
2.6	RAN6
n/a
2.6.1	Agreements
2.6.2	Remaining Open issues

3.	Detailed progress in SA/CT WGs since last TSG meeting (for all involved WGs)
NOTE: This section only needs to be filled in for WI/SIs where there is a corresponding relevant WI/SI in SA/CT. 
n/a
3.1	SAx/CTs
3.1.1	Agreements with cross-TSG impacts
3.1.2	Remaining Open issues with cross-TSG impacts
NOTE: This section should also flag any critical dependencies that need TSG attention. 
	
4.	References
NOTE:	This can be e.g. a list of all related Tdocs in the affected WGs since last TSG, references to LSs, produced TRs/TSs, the work/study item description or status reports of previous TSGs.


v04.81	31.07.2018		simplification of template and addition of cross-TSG aspects
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v04.78	18.11.2017		minor adaptations for RAN #78
v04.77	06.08.2017		minor adaptations for RAN #77
v04.76	15.05.2017		minor adaptations for RAN #76
v04.75	31.01.2017		minor adaptations for RAN #75
v04.74	28.10.2016		minor adaptations for RAN #74
v04.73	01.09.2016		adaptations for RAN #73 (time units in extra Excel table, RAN6 reporting included)
v04.72	26.05.2016		adaptations for RAN #72 (introduction of NR & GERAN TUs)
v04.71	10.02.2016		minor adaptations for RAN #71
v04.70	30.10.2015		minor adaptations for RAN #70
v04.69	12.08.2015		minor adaptations for RAN #69
v04.68	21.05.2015		minor adaptations for RAN #68
v04.67	01.02.2015		minor adaptations for RAN #67
v04.66	16.11.2014		minor adaptations for RAN #66
v04.65	16.08.2014		minor adaptations for RAN #65
v04.64	22.05.2014		minor adaptations for RAN #64
v04.63	24.01.2014		restructuring for RAN #63 to cover Core & Perf. in one doc file
v03.62	11.11.2013		section 1.2.3 adapted for RAN #62
v03	11.08.2013		section 1.2.3 added on time budget
v02	07.05.2010		history added, some spelling corrections
v01	13.11.2009		First version of the template
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