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1	Work plan related evaluation
	Do you want to modify the time budget for this WI/SI compared to what was endorsed at the last RAN meeting?
	No



If you answered No:	Then please remove the Excel file from the zip file of this status report.
If you answered Yes:	Then please fill out the attached Excel template to request a modification of the time 		budgets for your WI /SI. The Excel table has to be filled out for all affected RAN WGs and 		up to the target date of the WI/SI. The basis are the endorsed time budgets of the last 		RAN meeting. Please highlight all changes of the values.
		One time unit (TU) corresponds to ~ 2 hours in the meeting.
		If this status report covers a WI with Core and Performance part, then please have one 		line for each in the attached Excel table.
		Note: If no Excel table is attached, then this means no time budget change.
Additional explanations/motivations for the time budget changes in the attached Excel table:


2.	Detailed progress in RAN WGs since last TSG meeting (for all involved WGs)
	NOTE: Agreements and Open issues impacted cross-TSG aspects shall be explicitly highlighted
2.1	RAN1
2.1.1	Agreements
2.1.1.1	RAN1#109e
The following email discussions were carried out:
· [109-e-R18-NW_ES-01] Email discussion and approval of TR skeleton 
· [109-e-R18-NW_ES-02] Email discussion on performance evaluation 
· [109-e-R18-NW_ES-03] Email discussion on NW energy saving techniques

The following were agreed via email discussion and/or GTW sessions:
	Agreement
TR skeleton for TR 38.864 Study on network energy savings for NR is endorsed in R1-2205307.

Agreement
For evaluation purpose, the energy consumption modeling for a BS includes at least the following:
· Reference configuration
· FFS other details
· Note FR1 and FR2 to be separately considered for detailed parameters
· Multiple power state(s) including sleep/non-sleep mode(s) with relative power, and associated transition time/energy
· Scaling method to be applied at least for non-sleep mode.
· FFS other details including scaling for sleep mode

Agreement
For evaluation purpose, the BS energy consumption model should at least include the power consumption of BS on slot-level.
· Note that symbol-level power consumption to reflect different BW (or RB utilization) / time-occupancy / tx-rx direction of different symbols in a slot is considered.
· FFS details (e.g. explicit symbol-level power modelling, scaling slot-level power to symbol level power for various cases, etc.)
· Note: system simulation evaluations can be per slot regardless of detailed approach for calculating symbol-level power consumption.

Agreement
· For evaluation, at least for non-sleep mode and TDD, the BS power consumption for DL and UL are separately modelled, allowing DL-only transmission or UL-only reception.
· FFS: whether UL-only reception energy consumption model can be derived/simplified from DL-only transmission energy consumption model
· FFS: the impact of UL reception and/or DL transmission on sleep modes and associated transition time/energy
· FFS: whether/how to define an idle state, where BS is neither transmitting nor receiving but also doesn’t enter into any sleep mode or define it as sleep mode
· FFS: whether the model for FDD can be based on the model for TDD

Agreement
For evaluation purpose, 
· Study how to define sleep modes and determine the characteristics for each mode from one or multiple of the below
· Relative power 
· Transition time
· Transition energy
· Other approaches are not precluded
· Note: BS components that can be turned off can be considered for discussion purpose when defining the specific values of the characteristics for sleep modes.
· Study whether sleep mode is defined for DL(TX) and UL(RX) jointly or separately
· Study the assumption of order for BS entering/resuming from a sleep mode to another mode (sleep or non-sleep) and the associated transition time and energy, i.e. state machine which may have impact on the transition energy.

Agreement
For evaluation, the scaling in a BS energy consumption model can be considered based on one or more of the following,
· Number of used physical antenna elements, or TX/RX RUs
· FFS: Mapping between used TX/RX RUs and used antenna ports
· FFS: Mapping between physical antenna elements and TX/RX RUs
· Occupied BW/RBs for DL and/or UL in a slot/symbol in one CC
· number of CCs in CA
· FFS dependency of RF sharing 
· number of TRPs
· PSD or transmit power 
· FFS dependency on BW scaling
· FFS: PA energy efficiency value
· number of DL and/or UL symbols occupied within a slot
· FFS other domain scaling
· FFS scaling is linearly or else, for each domain
Above does not necessarily imply that BS energy consumption model that takes into account all listed scaling factors will be developed

Agreement
For BS energy consumption evaluation, in addition to the energy saving gain,
· At least UPT/UE power consumption/access delay/latency should be considered for performance impact evaluation
· Note: this doesn’t necessarily mean that all the above are considered for all evaluation results. However, multiple KPIs are expected to be evaluated for a given technique. And this does not preclude to consider other KPIs when found appropriate for certain techniques/scenarios.

Agreement
At least urban macro is prioritized for FR1. FFS the baseline deployment assumption for FR2.

Agreement
· FTP3 (0.5MB as packet size, 200ms as mean inter-arrival time), FTP3 IM (0.1MB as packet size, 2s as mean inter-arrival time) and VOIP can be considered in the evaluation 
· FFS: with possible further prioritization, different model between DL and UL, and/or other traffic models that can be optionally considered.
FFS associated scenarios/configurations, e.g. C-DRX.

Agreement
For evaluation and BS energy consumption modeling purpose, for single CC case, at least the following in table should be considered for reference configuration
· Note: other TX-RX RU number and corresponding BS antenna configuration can be considered in SLS assumptions
	
	Set 1 FR1
	Set 2 FR1
	Set 3 FR2

	Duplex
	TDD
	FDD
	TDD

	System BW
	100 MHz
	20 MHz
	100 MHz

	SCS
	30 kHz
	15 kHz
	120 kHz

	Number of TRP
	1
	1
	1

	Total number of DL TX RUs
	64
	(working assumption) 32
	2

	Total DL power level
	55dBm
	[49dBm] – to be further discussed and finalized in future meetings

	43dBm – to be further discussed and finalized in future meetings

EIRP limited to 78dBm – to be further discussed and finalized in future meetings

	Total number of UL Rx RUs
	64
	(working assumption) 32
	2



Agreement
As a starting point,
· macro cell BS for FR1 is assumed for energy consumption model.
· FFS: micro cell BS for FR2 is assumed for energy consumption model.

Agreement
The evaluation baseline for energy saving study/evaluation for BS includes at least NR R15 mandatory without capability features. Optional features from R15 onwards (e.g. CA, MIMO) as well as implementation-based energy saving techniques should be explicitly reported and described if used in the evaluation baseline.
· FFS: need of alignment for certain configurations/implementation-based schemes.

Agreement
· Similar to UE power saving study, percentage of energy consumption reduction from the baseline is used to express BS energy saving gain.
· SLS is considered as baseline evaluation method. Other method, including numerical analysis and LLS can also be considered. At least one of the methods should be selected and used for evaluation of a specific technique (selection and criteria is up to proponent).

Working assumption
For evaluation, for energy consumption modelling for FDD and the case of simultaneous DL transmission and UL reception for non-sleep mode, study the following with potential down-selection in RAN1#110
· Option 1: the power consumption is the total of DL and UL power consumption
· Option 2: the power consumption for UL is neglected
· Other option is not precluded
· Note the DL (or UL) power consumption can be obtained using a same approach as that obtained from the DL (or UL)-only in TDD model


Agreement
Further study techniques and enhancements for increasing time domain energy saving opportunities by the gNB, including (but not limited to) the following aspects:
a) potential methods of reducing/adapting transmission/reception of common channels/signals, e.g. SSB, SIB1, other SI, paging, PRACH, and its impact to initial access procedure, cell (re)selection, handover, synchronization and measurements performed by the idle/inactive/connected UE;
· potential methods of reducing transmission/reception of common channels/signals can include no- or reduced-transmission/reception, increased periodicity, enablement of on-demand transmission/reception of common channels/signals, or offloading of common channels/signals to other carriers or use of light or relaxed versions of common channels /signals
b) potential methods of reducing/adapting transmission/reception of periodic and semi-persistent signals and channels configuration such as CSI-RS, group-common/UE-specific PDCCH, SPS PDSCH, PUCCH carrying SR, PUCCH/PUSCH carrying CSI reports, PUCCH carrying HARQ-ACK for SPS, CG-PUSCH, SRS, positioning RS (PRS), etc.
c) semi-static and/or dynamic cell on/off in one or more granularity, e.g. /subframe/slot/symbol; some examples are:
· Cell/network node activation request by the UE, for example using signal/channel from UE for gNB’s wake-up request
· enhancements to L1/L2 based mobility to efficiently enable a network node (e.g. TRP, repeater) on/off operation within a cell (within network energy saving SI scope)
· signaling enhancements for indication of semi-static and/or dynamic cell/subframe/slot/symbol on/off duration
d) support of periodic and/or on-demand reference signal(s) from the gNB to aid discovery of a cell;
e) dynamic adaptation of UE C-DRX configurations in a UE-group or cell-specific manner
f) Mechanism to utilize potential energy saving states or sleep modes and the transition between states from leveraging cell on/off opportunities
· including studies of waking up gNB due to user traffic, or user density, or gNB receiving wake up signal
· including technique to allow discovery and measurement of cells in sleep or dormant states
g) UE assistant information facilitating BS time domain adaptation
Note: For all techniques above, study of time domain techniques is applicable for single component carrier and multi-component carrier cases. Use of UE grouping and its interaction with proposed techniques can be considered.

Agreement
Further study techniques and enhancements for frequency resource usage adaptation by the gNB, including (but not limited to) the following aspects:
1) For operations with single-carrier or within a single CC
a) Enhancements to dynamic bandwidth adaptation
· including adjustments to RBs and/or BWP used by (Rel-18) UEs for transmission and reception, reducing BWP switch delay, UE-group BWP switching, and joint adaptation of transmission bandwidth and power spectral density
b) supporting UE group-common BWP or cell-specific BWP or dedicated BWP for network energy savings, and related BWP switching mechanism
c) Enhancements for the case of frequent BWP switching such as resource configurations for SPS PDSCH and Type-2 CG PUSCH
2) For operation with multi-carrier
a) enablement of reducing/adapting common channels/signals for some CC in multi-carrier operations
· including enablement of SSB-less secondary cell operation for some CC in case of inter-band CA. For SSB-less cell operation enablement, study the conditions and restrictions required for the operation and the related procedures for idle/inactive/connected UEs including SCell activation procedure with potential RAN4 involvement
· including enablement of SIB-less operation for some CC in case of intra-band and inter-band CA.
· Reducing/adapting gNB’s transmission/reception of other common channels/signals (than SSB) and TRS for some CC in multi-carrier operations
b) enhancements on Scell activation and deactivation, enhancements on Scell dormancy and dynamic Pcell switching
· including triggering conditions and methods for signaling activation/deactivation
· including UE group common dynamic Pcell switching

Agreement
Further study techniques and enhancements for the adaptation of number of spatial elements of the gNB, including (but not limited to) the following aspects:
a) Note: spatial elements may include antenna element(s), TxRU(s) (with sub-array/full-connection), antenna panel(s), TRxP(s) (co-located or geographically separated from each other), logical antenna port(s) (corresponding to specific signals and channels)
b) impact to UE operations from dynamic adaptation of spatial elements, e.g. measurements, CSI feedback, power control, PUSCH/PDSCH repetition, SRS transmission, TCI configuration, beam management, beam failure recovery, radio link monitoring, cell (re)selection, handover, initial access, etc.,
c) feedback/assistance information from the UE required for support dynamic spatial element adaptation
· for example, CSI measurement and reports, SR, etc
d) signaling methods, including reduced signaling, for enabling dynamic spatial element adaptation
· for example, group-common L1 signaling, broadcast signaling, MAC CE, etc.
e) dynamic TRxP adaptation;
· study of triggering on/off conditions for TRxP(s)
· note this may not have specification impact and could potentially be up to network implementation.
· study of SSB, PL-RS, TRS, and CSI-RS re-configuration and its impact to initial access procedure, synchronization and measurements performed by the idle/inactive/connected UE
f) dynamic logical port adaptation and efficient port reconfigurations
· study details of signaling the port (e.g. NZP CSI-RS ports) (if required to be known by the UE)
· study dynamic adaptation (including activation/deactivation) of CSI measurement or report configuration for port adaptation  
g) Joint adaptation of spatial-domain, frequency-domain and/or power-domain configurations to avoid coverage loss
h) grouping of UEs to reduce transmission and reception footprint at the gNB; including but not limited to the following
· grouping of users in spatial domain

Agreement
Further study the necessity of RAN1 change for techniques and enhancements for adaptation of transmission power/processing and/or reception processing of signals/channels by the gNB, including (but not limited to) the following aspects:
a) dynamic adjustment of transmission power
· including which signals/channels the adaptation of transmission power should be applicable for. For example, dynamic DL power control for specific channel / reference signal, such as CSI-RS, adjustment of maximum PSD assigned to PRBs of PDSCH, etc.
· studying potential UE feedback/assistance information for adjustment of transmission power
· studying PA efficiency improvements to maintain transmission quality (e.g., EVM) when operating at higher efficiency, potentially with RAN4 involvement
· studying geographical area/user density to adjust the transmission power
b) adaptation of gNB transceiver algorithms and processes to improve power efficiency: 
· including techniques aided by UE, e.g., utilizing legacy or enhanced feedback mechanism;
· for example, adaptation of digital pre-distortion (DPD), use of digital post distortion (for improving power efficiency) by the UE, adaptation to transceiver filtering operation
· impact to UE implementation and power consumption should be considered
c) tone reservation techniques (to improve PAPR and power efficiency);
· It is noted that tone reservation techniques for UE will be studied in Rel-18 further NR coverage enhancement WI, as indicated in RP-213579

Agreement
Further study techniques and enhancements on assistance information from the UE to aid the gNB to perform energy saving techniques
· Some examples of assistance information are, but not limited to:
· preferred SSB configurations,
· indication of semi-static UL channel transmissions,
· indication of UE’s buffer status for UL channel transmissions, 
· UE traffic information such as service priority, delay tolerance, data rate, data volume, traffic type, time criticality, and packet size(s), 
· coverage, mobility status, location.
· conditions for triggering the assistance information from the UE




2.1.2	Remaining Open issues
Remaining aspects related to 
· Definition of a base station energy consumption model
· Definition of evaluation methodology and KPIs
· Techniques on the gNB and UE side to improve network energy savings in terms of both BS transmission and reception

2.2	RAN2
2.2.1	Agreements
2.2.2	Remaining Open issues 
Aspects related to 
· Study and identify techniques on the gNB and UE side to improve network energy savings in terms of both BS transmission and reception

2.3	RAN3
2.3.1	Agreements
2.3.2	Remaining Open issues
Aspects related to 
· Study and identify techniques on the gNB and UE side to improve network energy savings in terms of both BS transmission and reception

2.4	RAN4
2.4.1	Agreements
2.4.2	Remaining Open issues
2.5	RAN5
2.5.1	Agreements
2.5.2	Remaining Open issues
2.5.3	Remaining Open issues with cross-WG dependencies
2.6	RAN6
2.6.1	Agreements
2.6.2	Remaining Open issues

3.	Detailed progress in SA/CT WGs since last TSG meeting (for all involved WGs)
NOTE: This section only needs to be filled in for WI/SIs where there is a corresponding relevant WI/SI in SA/CT. 
3.1	SAx/CTs
3.1.1	Agreements with cross-TSG impacts
3.1.2	Remaining Open issues with cross-TSG impacts
NOTE: This section should also flag any critical dependencies that need TSG attention. 
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