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	1. Clarify the number of PDCCH candidates per CCE aggregation level and the CCE aggregation levels for Type2A-PDCCH CSS set when searchSpaceZero is used in clause 10.1.
2. New agreement for a UE to stop skipping PDCCH monitoring after a PUCCH transmission with positive SR in clause 10.4.  
3. Clarify the number of frames for detection of DCI format 2_7 in clause 10.4A.
4. Number of bits in each segment corresponding to a paging occasion depends on whether or not number of subgroups per paging occasion is provided in clause 10.4A which is not according to RAN2#117-e and RAN2#118-e agreements.
5. Clarify reference point of TRS availability indication in clause 10.4B.
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[bookmark: _Toc99993834]10.1	UE procedure for determining physical downlink control channel assignment 
If a UE is not provided pagingSearchSpace for Type2-PDCCH CSS set, the UE does not monitor PDCCH for Type2-PDCCH CSS set on the DL BWP. The CCE aggregation levels and the number of PDCCH candidates per CCE aggregation level for Type2-PDCCH CSS set are given in Table 10.1-1.
If a UE is not provided pei-SearchSpace for Type2A-PDCCH CSS set, the UE does not monitor PDCCH for Type2A-PDCCH CSS set on the DL BWP. The CCE aggregation levels and the maximum number of PDCCH candidates per CCE aggregation level for Type2A-PDCCH CSS set are given in Table 10.1-1. If the UE is provided pei-SearchSpace with zero value for the Type2A-PDCCH CSS set index, and for the SS/PBCH block and CORESET multiplexing patterns 2 and 3, the UE determines PDCCH monitoring occasions as described in clause 13. and the CCE aggregation levels and the number of PDCCH candidates per CCE aggregation level for Type2A-PDCCH CSS set are given in Table 10.1-1.
*** Unchanged text is omitted ***
[bookmark: _Toc99993839]10.4	Search space set group switching and skipping of PDCCH monitoring
*** Unchanged text is omitted ***
When the PDCCH monitoring adaptation field indicates to a UE to start PDCCH monitoring according to search space sets with a first group index and stop PDCCH monitoring according to search space sets with a second group index, the UE applies the indication
-	at the beginning of a first slot that is at least  symbols after the last symbol of the PDCCH reception providing the DCI format with the PDCCH monitoring adaptation field when , 
-	at the beginning of a first slot, of a slot group of  slots, that is at least  symbols after the last symbol of the PDCCH reception providing the DCI format with the PDCCH monitoring adaptation field when 
When the PDCCH monitoring adaptation field indicates to a UE to skip PDCCH monitoring for a duration on the active DL BWP of a serving cell, the UE starts skipping of PDCCH monitoring at the beginning of a first slot that is after the last symbol of the PDCCH reception providing the DCI format with the PDCCH monitoring adaptation field. If the UE transmits a PUCCH providing a positive SR after the UE detects a DCI format providing the PDCCH monitoring adaptation field indicating to the UE to skip PDCCH monitoring for the duration on the active DL BWP of the serving cell, the UE resumes PDCCH monitoring starting at the beginning of a first slot that is after a last symbol of the PUCCH transmission.
If a UE is provided group indexes for a Type3-PDCCH CSS set or a USS set by searchSpaceGroupIdList-r17 and a timer value by searchSpaceSwitchTimer-r17 for PDCCH monitoring an active DL BWP of on a serving cell and the timer is running, the UE
-	resets the timer after a slot of the active DL BWP of the serving cell if the UE detects a DCI format in a PDCCH reception in the slot for with CRC scrambled by C-RNTI/CS-RNTI/MCS-C-RNTI
-	otherwise, decrements the timer value by one after a slot of the active DL BWP of the serving cell
*** Unchanged text is omitted ***

[bookmark: _Toc83289688][bookmark: _Toc99993840]10.4A	PDCCH monitoring for early indication of paging
A UE can be provided the following for detection of a DCI format 2_7 in RRC_IDLE state or in RRC_INACTIVE state [12, TS 38.331]
-	a search space set, by pei-SearchSpace, to monitor PDCCH for detection of DCI format 2_7 according to a Type2A-PDCCH CSS set as described in clause 10.1
-	a number of frames, by pei-FrameOffsetPEI-F_offset, from the start of a frame to the start of a first paging frame of paging frames associated with a number of PDCCH monitoring occasions for DCI format 2_7 [17, TS 38.304] to the start of a frame 
-	a number of symbols, by firstPDCCH-MonitoringOccasionOfPEI-O, from the start of the frame to the start of the first PDCCH monitoring occasion for DCI format 2_7
-	a size, by payloadSizeDCI_format-2-_7
-	a number of subgroups per paging occasion, , by subgroupsNumPerPO
-	a number of paging occasions associated with the number of PDCCH monitoring occasions for DCI format 2_7, , by POpo-NumPerPEI
A paging indication field of DCI format 2_7 includes  segments of  bits, where  if  and  if  is not provided. For a subgroup index , , a UE determines a value for the  bit in the paging indication field, where  is a paging occasion index, and , , , , and  are defined in [17, TS 38.304]. When the value is '1', the UE monitors a paging occasion determined according to [17, TS 38.304]; otherwise, the UE is not required to monitor the paging occasion.
If , the number of symbols from the start of the frame to the start of the first PDCCH monitoring occasion for DCI format 2_7 that is associated with paging occasion index  is the -th value from the  values provided by firstPDCCH-MonitoringOccasionOfPEI-O.
*** Unchanged text is omitted ***

[bookmark: _Toc92093865]10.4B	Indication of TRS resources
A UE in RRC_IDLE state or RRC_INACTIVE state can be provided by TRS-ResourceSetConfig a set of TRS occasions [6, TS 38.214]. If TRS-ResourceSetConfig is provided, a DCI format 2_7, if pei-SearchSpace is provided, and a DCI format 1_0 with CRC scrambled by P-RNTI includes a TRS availability indication field [4, TS 38.212] that provides a bitmap to groups of TRS resource sets where the configuration of each TRS resource set includes an association to a bit of the bitmap. The UE can be additionally provided a multiple, by validityDuration, for a number of frames provided by defaultPagingCycle for TRS resource sets with indicated presence; if validityDuration is not provided, the multiple is equal to 2. 
A value of '1' for a bit of the bitmap indicates presence of associated TRS resource sets for the multiple of the number of frames, starting from a SFN determined from  [17, TS 38.304] that corresponds to the frame within the DRX cycle that includes thea PDCCH providing the DCI format 2_7, or the DCI format 1_0 with CRC scrambled by P-RNTI, with the TRS availability indication field indicating the TRS resource sets, where  is provided by defaultPagingCycle. A value of '0' for a bit of the bitmap indicates no change to a current assumption for the availability or unavailability of associated TRS resource sets. 
A UE can receive first and second PDCCHs that provide DCI format 2_7 or DCI format 1_0 with CRC scrambled by P-RNTI that indicate presence of TRS resource sets for the multiple of the number of frames, where the second PDCCH reception after the first PDCCH reception by a time that is smaller than the multiple of the number of frames.
*** Unchanged text is omitted ***
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