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9.16.12
UE features for dedicated spectrum less than 5MHz

Initial input on UE features for dedicated spectrum less than 5MHz to be provided by rapporteur. 

Agreement
· Introduce following FG
	51. NR_FR1_lessthan_5MHz_BW
	51-x
	Support for 3 MHz channel bandwidth
	1) Reception of 12 RB PBCH based on [RB-level puncturing] [at least] for band n100
FFS 15 PRBs
2) Short RACH preamble formats with 15kHz SCS, and long PRACH formats with 1.25kHz SCS
	
	Yes
	N/A
	UE is not able to support 3 MHz channel bandwidth
	[Per Band]
	N/A FDD only
	N/A FR1 only
	N/A
	This FG is supported for 15 kHz SCS only
	Optional with capability signalling


R1-2304362
Discussion on UE features for less than 5 MHz dedicated spectrum
FUTUREWEI

R1-2304514
Discussion on UE features for dedicated spectrum less than 5MHz
vivo

R1-2304604
Discussion on UE feature for dedicated spectrum less than 5MHz
ZTE

R1-2305186
Initial view on UE features for LessThan5MHzFR1
Ericsson

R1-2305375
UE features for dedicated spectrum less than 5MHz
Qualcomm Incorporated

R1-2305546
UE features for dedicated spectrum less than 5MHz
Samsung

R1-2305625
Discussion on UE features for dedicated spectrum less than 5MHz
NTT DOCOMO, INC.

R1-2305726
Initial views on UE features for dedicated spectrum less than 5MHz
Nokia, Nokia Shanghai Bell

R1-2305732
Initial UE feature list for NR support for dedicated spectrum less than 5MHz
Nokia (WI Rapporteur)

R1-2305929
UE features for dedicated spectrum less than 5MHz
Huawei, HiSilicon
