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NR_MIMO_evo_DL_UL

Agreement:
Introduce following FG for UE STxMP processing capability for codebook.

· FG name

· UE STxMP processing capability for codebook
· Component

· 1. Require additional timeline to process multiple TBs for codebook multi-DCI based STx2P PUSCH+PUSCH for DG+DG

· Note. This FG can be applied for CG+DG also if UE can support those FG.

· Prerequisite

· 40-6-3a

· Consequence if not supported

· UE should process multiple TBs within legacy timeline
· Type

· Per FSPC

· Need of FR1/FR2 differentiation

· FR2 only

· Note

· candidate values: 

· UE reports candidate value independently for each SCS in unit of symbols 

· For 15kHz SCS: {1,2,4}

· For 30kHz SCS: {1,2,4,8}

· For 60kHz SCS: {2,4,8,16}

· For 120kHz SCS: {4,8,16,32}

· For 480kHz SCS: {16,32,64,128}

· For 960kHz SCS: {32,64,128,256}

· Note: SCS above is the minimum between SCS of the scheduling DCI and SCS of the scheduled PUSCH.
· Mandatory or optional

· Optional with capability signaling

Agreement:
Introduce following FG for UE STxMP processing capability for non-codebook.

· FG name

· UE STxMP processing capability for non-codebook
· Component

· 1. Require additional timeline to process multiple TBs for noncodebook multi-DCI based STx2P PUSCH+PUSCH for DG+DG

· Note. This FG can be applied for CG+DG also if UE can support those FG.

· Prerequisite

· 40-6-3b

· Consequence if not supported

· UE should process multiple TBs within legacy timeline
· Type

· Per FSPC

· Need of FR1/FR2 differentiation

· FR2 only

· Note

· candidate values: 

· UE reports candidate value independently for each SCS in unit of symbols 

· For 15kHz SCS: {1,2,4}

· For 30kHz SCS: {1,2,4,8}

· For 60kHz SCS: {2,4,8,16}

· For 120kHz SCS: {4,8,16,32}

· For 480kHz SCS: {16,32,64,128}

· For 960kHz SCS: {32,64,128,256}

· Note: SCS above is the minimum between SCS of the scheduling DCI and SCS of the scheduled PUSCH.
· Mandatory or optional

· Optional with capability signaling

NR_Mob_enh2

Agreement:
Add following note for FG45-1a.

· Note: the SSBs of candidate cell(s) to be measured can be on any band where the UE supports LTM

NR_pos_enh2

Agreement:
Reply to RAN2 as below.

· From RAN1 perspective, to make the additional SL-TDOA/SL-TOA measurement feature work, 
· following changes are recommended. It is up to RAN2 for final decision.
· SL-TOA-MeasElementPerARP-ID-Rx ::= SEQUENCE (SIZE(1..416)) OF SL-TOA-MeasElement
· SL-TDOA-MeasElementPerARP-ID-Rx ::= SEQUENCE (SIZE(1..416)) OF SL-TDOA-MeasElement
· The signaling of requesting additional measurement is also needed to support above recommendation.
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