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1 Introduction
In this contribution, we discuss some remaining issues related to UE features for Rel16 UE Power Saving.
2 Discussion
Based on the Phase 2 version of UE feature list description [1], we have the following views:

· DRX adaptation feature 19-1 for supporting WUS functionality should be per CC group or per BC, not per UE. At least for MR-DC, separate configuration is possible in MCG and SCG. Following is copied from 37.340 CR, Section 6.1 MAC sublayer 
-  In MR-DC, separate DRX configurations are provided for MCG and SCG.

- In MR-DC, for power saving purpose, the UE can be configured with DCP to be monitored on the PCell, if the MN is a gNB (i.e. for NE-DC and NR-DC) and/or with DCP to be monitored on the PSCell, if the SN is a gNB (i.e. for EN-DC, NGEN-DC and NR-DC).
· Regarding feature 19-1, item 3 “Configured UE wakeup or not when DCI format 2_6 is not detected at all monitoring occasions outside Active time ”, we think “at all monitoring occasions” is not needed. Not detected outside active time includes the case DCI format 2_6 in not detected in any monitoring occasions before DRX ON.

Proposal 1: DRX adaptation feature 19-1 for supporting WUS functionality should be per CC group or per BC.

3 Conclusion 
In this contribution, we presented our views on the revision of UE feature list.
Proposal 1: DRX adaptation feature 19-1 for supporting WUS functionality should be per CC group or per BC.
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