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	Reason for change:
	In Current spec, for PUSCH scheduled by DCI format 0_1, it is defined that the indicated SRI is associated with the most recent SRS transmitted prior to PDCCH, and for PUSCH scheduled by DCI format 0_0, it is defined that the beam is based on the beam of a PUCCH with lowest resource ID. But the PUCCH beam could be different in PDCCH slot and PUSCH slot. So whether UE should apply the beam in PDCCH slot or PUSCH slot to the PUSCH scheduled by DCI format 0_0 is unclear.
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	Clauses affected:
	6.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Impac analysis: 
This is based on common understanding. So no impact on legacy gNB and UE.

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc11352138][bookmark: _Toc20318028][bookmark: _Toc27299926]6.1	UE procedure for transmitting the physical uplink shared channel
[bookmark: _Hlk512252948]< Unchanged parts are omitted >
For PUSCH scheduled by DCI format 0_0 on a cell, the UE shall transmit PUSCH according to the spatial relation, if applicable, corresponding to the dedicated PUCCH resource with the lowest ID within the active UL BWP of the cell in the slot with scheduled PUSCH, as described in Subclause 9.2.1 of [6, TS 38.213]. 
< Unchanged parts are omitted >

