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Introduction  
The Rel-16 UE feature e-mail discussions have gone through two phases in RAN1 e-mail reflector, with the current proposals available in [1]. In this contribution we present our further views regarding the UE features for CLI/RIM. 
Discussion
The detailed comments are provided below following the numbering of features in [1], and which can be found in the Annex for reference:
· 17-1, component 2 is not necessary: 

In RAN1 100e meeting, RAN1 has discussed about the UE operation of CLI-RSSI measurement when the SCS of CLI-RSSI resource is different from the SCS of the active BWP. The conclusion is shown as below, and this has been sent to RAN2/RAN4 [2].

	
· UE performs CLI-RSSI measurement with the SCS of the active bandwidth part within the configured CLI-RSSI resource in the active BWP regardless of the reference SCS of the measurement resource.
· CLI-RSSI measurement is applicable for RRC_CONNECTED intra-frequency only.



[bookmark: _GoBack]Based on the agreement, UE shall use the SCS of the active BWP while SCS of CLI-RSSI is used as a common reference in the serving cell across different BWPs to indicate a time-frequency resource as a form of the common reference. 

Summary
In this contribution we presented our proposals on UE features for CLI/RIM. 
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Annex








	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	17. NR_CLI_RIM
	17-1
	CLI-RSSI measurement
	
1) Support CLI-RSSI measurement, The max number of resources across all CCs configured to measure RSSI simultaneously shall not exceed 64
2) Up to 64 of measurement resource for CLI-RSSI measurement 
2) Subcarrier spacing for CLI-RSSI measurement is same as subcarrier spacing for active BWP.


	
	
	N/A
	
	[Per UE]
	TDD only
	Yes
	
	UE operates CLI-RSSI measurement.
	Optional with capability signalling

	
	17-2
	SRS-RSRP measurement
	1) Support SRS-RSRP measurement, The max number of SRS resources across all CCs configured to measure SRS-RSRP simultaneously shall not exceed 32
2) Up to 32 of SRS resources to be monitored by a UE

	
	
	N/A
	
	[Per UE]
	TDD only
	Yes
	
	UE operates SRS-RSRP measurement.
	Optional with capability signalling

	
	17-3
	Simultaneous reception of PDSCH and CLI-RSSI measurement resource
	Support simultaneousRxPDSCHCLIRSSIMeasResource if not supported that UE only receives CLI-RSSI resources’
	17-1
	
	N/A
	
	Per UE
	TDD only
	Yes
	
	UE can assume that PDSCH is FDMed with CLI-RSSI measurement resource(s)
	Optional with capability signalling

	
	17-4
	Simultaneous reception of PDSCH and SRS-RSRP measurement resource
	Support simultaneousRxPDSCHSRSRSRPMeasResource if not supported that UE only receives SRS-RSRP resources
	17-2
	
	N/A
	
	Per UE
	TDD only
	Yes
	
	UE can assume that PDSCH is FDMed with SRS RSRP  measurement resource(s).
	Optional with capability signalling

	
	
	
	
	
	
	
	
	
	
	
	
	
	



