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Introduction
In [1] it was proposed and tentatively agreed to include in the UE features framework the IAB-MT related features. The corresponding IAB-MT features from [1] are included in the Annex for reference. This contribution provides additional coments on this features list.
Discussion
In reference to the features table in the Annex, the following modifications are recommended:
1) The description of the component should be updated to remove the reference to the IAB-DU as this was a leftover typo from a prior revision before the agreement to focus only on IAB-MT features.
2) Since it was agreed to focus solely on IAB-MT features in this list, it is clear that all features apply to the IAB-MT, so the reference to IAB-MT in the description of the component can be omitted. Alternativel, it should be added consistently for all features in the table.
3) In 20-6 the reference to DCI format 4_0 should be replaced by DCI format 2_5.

[bookmark: _Hlk37343923]Conclusion
[bookmark: _GoBack]This contribution provided some comments on the IAB-MT features list in [1].
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Annex
	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	20. NR_IAB
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	20-2
	Inter-IAB-node discovery and measurements: SSB reception configuration 
	Support up to 4 SMTCs configured for an IAB node MT per frequency location, including IAB-specific SMTC window periodicities
	
	Yes
	N/A
	Separate configuration of SMTC windows for Inter-IAB node discovery and measurement is not possible
	[per IAB node]
	No
	No
	support mixture of FDD/TDD and/or FR1/FR2 
	IAB-MT impact
	Optional with capability signalling. For device supports IAB backhaul, it must report this FG is supported

	
	20-3
	Extension of RACH occasions and periodicities for backhaul RACH resources
	Support RACH configuration separately from the RACH configuration for UE access, including new IAB-specific offset and scaling factors
	
	Yes
	N/A
	Separate configuration of RACH transmissions for access UEs and IAB nodes is not possible
	[per IAB node]
	No
	No
	support mixture of FDD/TDD and/or FR1/FR2 
	IAB-MT impact
	Optional with capability signalling. For device supports IAB backhaul, it must report this FG is supported

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	20-5
	UL-Flexible-DL slot formats
	Support semi-static and dynamic configuration/indication of UL-Flexible-DL slot formats for IAB-DU and IAB-MT resources 
	
	Yes
	N/A
	Only Rel-15 slot formats can be configured for backhaul links
	[per IAB node]
	No
	No
	support mixture of FDD/TDD and/or FR1/FR2 
	IAB-MT impact
	Optional with capability signalling

	
	20-6
	Dynamic indication of soft resource availability
	Support DCI Format [4]_0 based indication of soft resource availability to an IAB node 
	
	Yes
	N/A
	Explicit indication of soft resource availability is not supported
	[per IAB node]
	No
	No
	support mixture of FDD/TDD and/or FR1/FR2 
	IAB-MT impact
	Optional with capability signalling. For device supports IAB backhaul, it must report this FG is supported

	
	20-7
	Case 1 OTA timing alignment
	Support T_delta reception. 
	
	Yes
	N/A
	Case-1 OTA timing alignment is not supported
	[per IAB node]
	No
	No
	support mixture of FDD/TDD and/or FR1/FR2 
	IAB-MT impact
	Optional with capability signalling. For device supports IAB backhaul, it must report this FG is supported



