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1. Introduction
In this contribution, we provide comments on the TEI capabilities. 
2. Proposals

Proposal 1: For FG 14-1 Multiple LTE-CRS rate matching patterns, enable signaling a capability of supporting 2 overlapping CRS within a single LTE CC.

Proposal 2: Add a Feature Group for CSI trigger states containing non-active BWP


The corresponding text changes are shown in the Annex below. 
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Appendix: NR Positioning Feature List
	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	14. NR TEI
	14-1
	Multiple LTE-CRS rate matching patterns
	1) Maximum number of LTE-CRS rate matching patterns in total within a NR carrier

[2] Up to 3 LTE-CRS non-overlapping rate matching patterns within a NR carrier]
	5-28 (Rate-matching around LTE CRS)
	Yes
	N/A
	
	Per band
	N/A
	N/A
	
	For DSS

[The number of the additional CRS rate matching patterns reported in Rel-16 is accounted in the total number of rate matching pattern reported by the UE for Rel-15 by using pdsch-RE-MappingFR1-PerSymbol/pdsch-RE-MappingFR1-PerSlot and pdsch-RE-MappingFR1-PerSymbol/pdsch-RE-MappingFR1-PerSlot]
	Optional with capability signalling

Component 1: {2, 3, 4, 5, 6}

Component 2: {1, 2, 3}]

	
	[14-1a]
	Multiple LTE-CRS overlapping rate matching patterns within a part of NR carrier overlapping with a LTE carrier
	Up to two LTE-CRS overlapping rate matching patterns within a part of NR carrier overlapping with a LTE carrier
	14-1 (Multiple LTE-CRS rate matching patterns),
16-2 (mTRP support)
	Yes
	N/A
	
	Per band
	N/A
	N/A
	
	For DSS

[The number of the additional CRS rate matching patterns reported in Rel-16 is accounted in the total number of rate matching pattern reported by the UE for Rel-15 by using pdsch-RE-MappingFR1-PerSymbol/pdsch-RE-MappingFR1-PerSlot and pdsch-RE-MappingFR1-PerSymbol/pdsch-RE-MappingFR1-PerSlot]

FFS: whether this FG is necessary or not
	Optional with capability signaling

	
	[…]
	[…]
	[…]
	[…]
	
	
	
	[…]
	[…]
	[…]
	
	[…]
	[…]

	
	14-8
	CSI trigger states containing non-active BWP
	CSI reporting with CSI trigger states containing non-active BWP
	
	Yes
	N/A
	
	Per UE
	No
	No
	
	
	Optional with capability signaling
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