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<< Start of change>>
[bookmark: _Toc29674301][bookmark: _Toc29673308][bookmark: _Toc29673167][bookmark: _Toc27299900][bookmark: _Toc20318002][bookmark: _Toc11352112]5.2.1.4	Reporting configurations
------- Unchanged text is omitted -------

For CSI reporting, a UE can be configured via higher layer signaling with one out of two possible subband sizes, where a subband is defined as  contiguous PRBs and depends on the total number of PRBs in the bandwidth part according to Table 5.2.1.4-2.

Table 5.2.1.4-2: Configurable subband sizes
	Bandwidth part (PRBs)
	Subband size (PRBs)

	 < 24
	N/A

	24 – 72
	4, 8

	73 – 144
	8, 16

	145 – 275
	16, 32



 ------- Unchanged text is omitted -------

A CSI Reporting Setting is said to have a wideband frequency-granularity if 
-	reportQuantity is set to 'cri-RI-PMI-CQI', or 'cri-RI-LI-PMI-CQI', cqi-FormatIndicator is set to 'widebandCQI' and pmi-FormatIndicator is set to 'widebandPMI', or
-	reportQuantity is set to 'cri-RI-i1' or
-	reportQuantity is set to 'cri-RI-CQI' or 'cri-RI-i1-CQI' and cqi-FormatIndicator is set to 'widebandCQI', or
-	reportQuantity is set to 'cri-RSRP' or 'ssb-Index-RSRP' or
otherwise, the CSI Reporting Setting is said to have a subband frequency-granularity.
If the UE is configured with a CSI Reporting Setting for a bandwidth part with fewer than 24 PRBs, the CSI reporting setting is expected to have a wideband frequency-granularity, and, if applicable, the higher layer parameter codebookType is set to 'typeI-SinglePanel'.

------- Unchanged text is omitted -------

<< End of change>>
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