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	Reason for change:
	Specification misaligned with agreement 

Agreement: 
· Half-duplex CA UE determines reference cell per symbol as a cell with the lowest cell ID among multiple serving cells in a band or band combination having direction determined by RRC D/U or semi SFI D/U 
· Note: this overrides earlier agreement ”Reference (Ref) cell is the cell with the lowest cell ID among cells: (i) within the band or band combination and (ii) with conflicting directions, and “Other cell” is any cell within the band or band combination other than the Ref cell. “
· Note: Agreed cases 12, 14, 17 and 18 are not needed anymore
· Note: Agreed cases 9 and 10 should apply to collisions between two cells irrespective of a cell being reference or other



	
	

	Summary of change:
	It is clarified that cell configured with a symbol being flexible (semi SFI F) by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated shall not be considered as reference cell in that symbol. 
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< Unchanged text is omitted >
If a UE 
-	is configured with multiple serving cells and is provided half-duplex-behavior-r16 = 'enable', and
-	is not capable of simultaneous transmission and reception on any of the multiple serving cells, and
-	indicates support of capability for half-duplex operation in CA with unpaired spectrum, and 
-	is not configured to monitor PDCCH for detection of DCI format 2_0 on any of the multiple serving cells,
for a set of symbols of a slot that are indicated to the UE for reception of SS/PBCH blocks in any of multiple serving cells by ssb-PositionsInBurst in SystemInformationBlockType1 or by ssb-PositionsInBurst in ServingCellConfigCommon, when provided to the UE, the UE does not transmit PUSCH, PUCCH, or PRACH in the slot if a transmission would overlap with any symbol from the set of symbols, and the UE does not transmit SRS in the set of symbols of the slot in any of multiple serving cells.
< Unchanged text is omitted >
If a UE
-	is configured with multiple serving cells and is provided half-duplex-behavior-r16 = 'enable', and
-	is not capable of simultaneous transmission and reception on any of the multiple serving cells, and
-	indicates support of capability for half-duplex operation in CA with unpaired spectrum, and 
-	is not configured to monitor PDCCH for detection of DCI format 2-0 on any of the multiple serving cells, 
the UE determines per symbol a reference cell as a cell with the smallest cell index among the multiple serving cells and determines a symbol on the reference cell to be a reference cell for a symbol as a cell with the smallest cell index among serving cells where the symbol is configured as
-	downlink, or uplink, or flexible as indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated
-	flexible if tdd-UL-DL-ConfigurationCommon is not provided
-	uplink, if the symbol is flexible and the UE is configured to transmit SRS, PUCCH, PUSCH, or PRACH on the symbol
-downlink, if the symbol is flexible and the UE is configured to receive PDCCH, PDSCH or CSI-RS on the
If a UE 
-	is configured with multiple serving cells in a frequency band and is provided half-duplex-behavior-r16 = 'enable', and
-	is not capable of simultaneous transmission and reception on any of the multiple serving cells, and
-	indicates support of capability for half-duplex operation in CA with unpaired spectrum, and 
-	is not configured to monitor PDCCH for detection of DCI format 2_0 on any of the multiple serving cells, 
the UE does not expect
-	a symbol to be indicated as downlink or uplink on the reference cell and as uplink or downlink on another cell, respectively, by tdd-UL-DL-ConfigurationCommon or by tdd-UL-DL-ConfigurationDedicated,
-	tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigDedicated to indicate a symbol as downlink on the reference cell and to detect a DCI format scheduling a transmission on the symbol on another cell, and
-	to be configured by higher layers to receive PDCCH, PDSCH, or CSI-RS on a flexible symbol on the reference cell and to detect a DCI format scheduling a transmission on the symbol on another cell. 
If the reference cell and another cell for a UE operate in different frequency bands and if the UE 
-	is configured with multiple serving cells and is provided half-duplex-behavior-r16 = 'enable', and
-	is not capable of simultaneous transmission and reception on any of the multiple serving cells, and
-	indicates support of capability for half-duplex operation in CA with unpaired spectrum, and 
-	is not configured to monitor PDCCH for detection of DCI format 2-0 on any of the multiple serving cells, 
the UE 
-	UE assumes symbol as flexible, is not required to receive higher layer configured PDCCH, PDSCH, or CSI-RS and not expected to transmit higher layers configured SRS, PUCCH, PUSCH, or PRACH, when tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated indicates symbol as downlink or uplink on the other cell and as uplink or downlink for the reference cell, respectively,  
-	transmits a signal/channel scheduled by a DCI format on a symbol of the other cell when the symbol is indicated as downlink by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigDedicated for the reference cell,
-	is not required to receive a higher layer configured PDCCH, PDSCH, or CSI-RS on flexible symbols on the reference cell in a set of symbols, if the UE detects a DCI format scheduling a transmission on one or more symbols in the set of symbols on the other cell. 
If a UE 
-	is configured with multiple serving cells and is provided half-duplex-behavior-r16 = 'enable', and
-	is not capable of simultaneous transmission and reception on any cell from the multiple serving cells, and
-	indicates support of capability for half-duplex operation in CA with unpaired spectrum, and 
-	is not configured to monitor PDCCH for detection of DCI format 2-0 on any of the multiple serving cells, 
the UE 
-	does not expect tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated for the reference cell to indicate a symbol as uplink and to detect a DCI format scheduling a reception on the symbol on another cell
[bookmark: _Hlk33186884]-	does not expect to be configured by higher layers to transmit SRS, PUCCH, PUSCH, or PRACH on a flexible symbol on the reference cell and to detect a DCI format scheduling a reception on the symbol on another cell
-	does not transmit a PUCCH, PUSCH or PRACH that is configured by higher layers on a set of symbols on another cell if at least one symbol from the set of symbols is indicated as downlink by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated or is a symbol corresponding to a PDCCH, PDSCH, or CSI-RS reception that is configured by higher layers on the reference cell 
-	does not transmit a SRS that is configured by higher layers on a set of symbols on another cell if the set of symbols is indicated as downlink by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated or corresponds to a PDCCH, PDSCH or CSI-RS reception that is configured by higher layers on the reference cell 
-	does not receive a PDCCH, PDSCH or CSI-RS that is configured by higher layers on a set of symbols on another cell if at least one symbol from the set of symbols is indicated as uplink by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated or is a symbol corresponding to a SRS, PUCCH, PUSCH, or PRACH transmission that is configured by higher layers on the reference cell
-	assumes a symbol indicated as downlink or uplink by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated on another cell to be flexible, if the UE is respectively configured by higher layers to transmit SRS, PUCCH, PUSCH, or PRACH or to receive PDCCH, PDSCH, or CSI-RS on the reference cell
-	does not expect to detect a first DCI format scheduling a transmission or reception on a symbol on a first cell and a second DCI format scheduling a reception or transmission on the symbol on a second cell, respectively
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