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1. Introduction
The following TP on correction to PTRS-DMRS association field for DCI format 0_1 and 0_2 was agreed in email discussion [100b-e-NR-L1enh-URLLC-eCG-01] in R1-2002804.
Reasons for change
RAN1 agreed to support new RRC configuration for “PTRS-DMRS association” in DCI format 0_2, the applicable RRC parameters for the PTRS-DMRS association field for DCI format 0_1 and 0_2 need to be clarified. 
Summary of changes
Incorporate the agreements from email discussion [100b-e-NR-L1enh-URLLC-eCG -01] for TS 38.212, section 7.3.1.1.2 and 7.3.1.1.3.
Specs/Sections impacted 
TS 38.212, section 7.3.1.1.2 and 7.3.1.1.3.
Consequences if not approved  
RRC parameters used to determine PTRS-DMRS association field are not clear for DCI format 0_1 and 0_2. 
2. Text Proposal
	7.3.1.1.2	Format 0_1
<Unchanged text is omitted>
-	PTRS-DMRS association – number of bits determined as follows
-	0 bit if PTRS-UplinkConfig in neither dmrs-UplinkForPUSCH-MappingTypeA nor dmrs-UplinkForPUSCH-MappingTypeB is not configured and transform precoder is disabled, or if transform precoder is enabled, or if maxRank=1;
-	2 bits otherwise, where Table 7.3.1.1.2-25 and 7.3.1.1.2-26 are used to indicate the association between PTRS port(s) and DMRS port(s) for transmission of one PT-RS port and two PT-RS ports respectively, and the DMRS ports are indicated by the Antenna ports field. 
If "Bandwidth part indicator" field indicates a bandwidth part other than the active bandwidth part and the "PTRS-DMRS association" field is present for the indicated bandwidth part but not present for the active bandwidth part, the UE assumes the "PTRS-DMRS association" field is not present for the indicated bandwidth part.
<Unchanged text is omitted>
7.3.1.1.3	Format 0_2
<Unchanged text is omitted>

-	PTRS-DMRS association – number of bits determined as follows
-	0 bit if PTRS-UplinkConfig in neither dmrs-UplinkForPUSCH-MappingTypeA-ForDCIFormat0_2 nor dmrs-UplinkForPUSCH-MappingTypeB-ForDCIFormat0_2 is not configured and transform precoder is disabled, or if transform precoder is enabled, or if maxRank-ForDCIFormat0_2=1;
-	2 bits otherwise, where Table 7.3.1.1.2-25 and 7.3.1.1.2-26 are used to indicate the association between PTRS port(s) and DMRS port(s) for transmission of one PT-RS port and two PT-RS ports respectively, and the DMRS ports are indicated by the Antenna ports field. 
If "Bandwidth part indicator" field indicates a bandwidth part other than the active bandwidth part and the "PTRS-DMRS association" field is present for the indicated bandwidth part but not present for the active bandwidth part, the UE assumes the "PTRS-DMRS association" field is not present for the indicated bandwidth part.
<Unchanged text is omitted>
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