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1. Introduction
The following TP on correction for inapplicability of priority indication by DCI for SPS and CG was agreed in email discussion [100b-e-NR-L1enh-URLLC-eCG-02] in R1-2002805.
Reasons for change
It is necessary to clarify in current specification that the priority indication by DCI does not apply for uplink configured grant transmission and HARQ-ACK feedback for downlink SPS.
Summary of changes
Incorporate the agreements from email discussion [100b-e-NR-L1enh-URLLC-eCG -02] for TS 38.213 Section 9.
Specs/Sections impacted 
TS 38.213 Section 9.
Consequences if not approved  
It is not clear that the priority indication by DCI does not apply for uplink configured grant transmission and HARQ-ACK feedback for downlink SPS.
2. Text proposal 
	9	UE procedure for reporting control information
<Unchanged text is omitted>
A PUSCH or a PUCCH, including repetitions if any, can be of priority index 0 or of priority index 1. If a priority index is not provided for a PUSCH or a PUCCH, the priority index is 0. For a configured grant PUSCH the priority index is determined based on the higher layer parameter priority, if provided. The priority of a PUCCH carrying HARQ-ACK feedback corresponding to SPS PDSCH reception or SPS PDSCH release is determined based on higher layer parameter harq-CodebookID, if provided. If in an active DL BWP a UE monitors PDCCH either for detection of DCI format 0_1 and DCI format 1_1 or for detection of DCI format 0_2 and DCI format 1_2, a priority index can be provided by a priority indicator field. If a UE indicates a capability to monitor, in an active DL BWP, PDCCH for detection of DCI format 0_1 and DCI format 1_1 and for detection of DCI format 0_2 and DCI format 1_2, a DCI format 0_1 or a DCI format 0_2 can schedule a PUSCH transmission of any priority and a DCI format 1_1 or a DCI format 1_2 can schedule a PDSCH reception and trigger a PUCCH transmission with corresponding HARQ-ACK information of any priority.
<Unchanged text is omitted>
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