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	Reason for change:
	Correction on cross-slot scheduling restriction enabling UE power saving

For corrections based on email discussion [NR-UE-pow-sav-WUS-02], as summarized in R1-2003067, the following agreements have been implemented
Proposal 2: 
1. Rel-16 L1-SINR is supported to be configured by higher layer whether or not to send the periodic report when drx_OnDurationTimer does not start
Proposal 3: 
1. Rel-16 L1-SINR uses existing RRC parameter ps-TransmitPeriodicCSI   
The new agreement in RAN1#100bis-e is to include Rel-16 L1-SINR in addition to L1-RSRP and P-CSI as the configurable UE report when UE is not indicated to wake up at the DRX ON by DCI format 2_6.   The agreement of Proposal 3 is not to introduce a new RRC parameter but use the ps-TransmitPeriodicCSI in triggering both P-CSI and L1-SINR together.   


	
	

	Summary of change:
	Based on email discussion [100b-e-NR-UE_pow_sav-Cross_Slot-01], as summarized in R1-2002763, the following changes have been introduced:
1 Numerology conversion for the case of BWP switch when numerology of K0 (K2) in target BWP is different from that of K0min (K2min) in source BWP has been introduced to Section 5.1.2.1 and 6.1.2.1.
2 Added recoverySearchSpaceID (for BFR) and MsgB-RNTI to the exception cases in Section 5.1.2.1 and SP-CSI-RNTI in Section 6.1.2.1
3 The application timing of K0min/K2min in case of BWP switch was introduced in Section 5.3.1
4 Aperiodic CSI-RS triggering offset value range is extended from {0, 1, 2, 3, 4, 16, 24} to {0, 1, 2, 3, 4, 5, 6, …, 15, 16, 24} to enable better configuration with Minimum scheduling restriction

Based on email discussion [NR-UE-pow-sav-WUS-02], as summarized in R1-2003067, the following changes have been made:
It was agreed in RAN1#100-e that that P-CSI and L1-RSRP reports are independently configured allowing the UE only to report periodic CSI apart from L1-RSRP. This is captured is specification. 

Finally, editorial changes were made by removal of square brackets around parameter names that have been stabilized in Section 5.1.2.1, 5.2.1.5.1, 5.3.1 and 6.1.2.1


	
	

	Consequences if not approved:
	Cross-slot scheduling restriction would not be configured properly
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<omitted text>
[bookmark: _Toc11352084][bookmark: _Toc20317974][bookmark: _Toc27299872][bookmark: _Toc29673137][bookmark: _Toc29673278][bookmark: _Toc29674271]5.1.2.1	Resource allocation in time domain
<omitted text>
When the UE configured with [minimumSchedulingOffsetK0] in an active DL BWP it applies a minimum scheduling offset restriction indicated by the [‘Minimum applicable scheduling offset indicator’] field in DCI format 0_1 or 1_1. When the UE is configured with [minimumSchedulingOffsetK0] in an active DL BWP and it has not received [‘Minimum applicable scheduling offset indicator’] field in DCI format 0_1 or 1_1, the UE shall apply a minimum scheduling offset restriction indicated based on [‘Minimum applicable scheduling offset indicator’] value ‘0’. When the minimum scheduling offset restriction is applied the UE is not expected to be scheduled with a DCI in slot n to receive a PDSCH scheduled with C-RNTI, CS-RNTI or MCS-C-RNTI with K0 smaller than the applicable minimum scheduling offset restriction K0min., where K0min and  are the applied minimum scheduling offset restriction and the numerology of the active DL BWP of the scheduled cell when receiving the DCI in slot n, respectively, and  is the numerology of the new active DL BWP in case of active DL BWP change in the scheduled cell and is equal to , otherwise. The minimum scheduling offset restriction is not applied when PDSCH transmission is scheduled with C-RNTI, CS-RNTI or MCS-C-RNTI in common search space associated with CORESET0 and default PDSCH time domain resource allocation is used, in the search space set provided by recoverySearchSpaceId when monitoring PDCCH as described in [6, TS 38.213]  or when PDSCH transmission is scheduled with SI-RNTI, MsgB-RNTI or RA-RNTI. The application delay of the change of the minimum scheduling offset restriction is determined in Section 5.3.1.
<omitted text>
[bookmark: _Toc11352098][bookmark: _Toc20317988][bookmark: _Toc27299886][bookmark: _Toc29673151][bookmark: _Toc29673292][bookmark: _Toc29674285][bookmark: _Toc36645515]5.1.6.1	CSI-RS reception procedure
<omitted text>
If the UE is configured with DRX, 
-	if  the UE is configured to monitor DCI format 2_6 and configured by higher layer parameter [PS-Periodic_CSI_TransmitOrNot]ps-TransmitPeriodicCSI to report CSI with the higher layer parameter reportConfigType set to ‘periodic’ and reportQuantity set to quantities other than ‘cri-RSRP’ and ‘ssb-Index-RSRP’ when drx-onDurationTimer is not started, the most recent CSI measurement occasion occurs in DRX active time or during the time duration indicated by drx-onDurationTimer also outside DRX active time for CSI to be reported;
-	if the UE is configured to monitor DCI format 2_6 and configured by higher layer parameter ps-TransmitPeriodicL1-RSRP[PS_Periodic_L1-RSRP_TransmitOrNot] to report L1-RSRP with the higher layer parameter reportConfigType set to ‘periodic’ and reportQuantity set to cri-RSRP when drx-onDurationTimer is not started, the most recent CSI measurement occasion occurs in DRX active time or during the time duration indicated by drx-onDurationTimer also outside DRX active time for CSI to be reported;
-	otherwise, the most recent CSI measurement occasion occurs in DRX active time for CSI to be reported.
<omitted text>
[bookmark: _Toc11352117][bookmark: _Toc20318007][bookmark: _Toc27299905][bookmark: _Toc29673173][bookmark: _Toc29673314][bookmark: _Toc29674307]5.2.1.5.1	Aperiodic CSI Reporting/Aperiodic CSI-RS when the triggering PDCCH and the CSI-RS have the same numerology
<omitted text>
When aperiodic CSI-RS is used with aperiodic reporting, the CSI-RS offset is configured per resource set by the higher layer parameter aperiodicTriggeringOffset, including the case that the UE is not configured with [minimumSchedulingOffset] for any DL or UL BWP and all the associated trigger states do not have the higher layer parameter qcl-Type set to 'QCL-TypeD' in the corresponding TCI states. The CSI-RS triggering offset has the values of {0, 1, 2, 3, 4, 5, 6, …, 15, 16, 24} slots. If the UE is not configured with [minimumSchedulingOffset] for any DL or UL BWP and if all the associated trigger states do not have the higher layer parameter qcl-Type set to 'QCL-TypeD' in the corresponding TCI states , the CSI-RS triggering offset is fixed to zero. The aperiodic triggering offset of the CSI-IM follows offset of the associated NZP CSI-RS for channel measurement.
<omitted text>
[bookmark: _Toc29673174][bookmark: _Toc29673315][bookmark: _Toc29674308]5.2.1.5.1a	Aperiodic CSI Reporting/Aperiodic CSI-RS when the triggering PDCCH and the CSI-RS have different numerologies
<omitted text>
Aperiodic CSI-RS timing:

[bookmark: _Hlk26521758]-	When the aperiodic CSI-RS is used with aperiodic CSI reporting, the CSI-RS triggering offset X is configured per resource set by the higher layer parameter aperiodicTriggeringOffset. The CSI-RS triggering offset has the values of {0, 1,……,31} slots when the µPDCCH < µCSIRS and {0, 1, 2, 3, 4, 5, 6, …, 15, 16, 24} when the µPDCCH > µCSIRS.. The aperiodic CSI-RS is transmitted in a slot , if UE is configured with CA-slot-offset for at least one of the triggered and triggering cell, and Ks = [image: ], otherwise, and where
-	n is the slot containing the triggering DCI, X is the CSI-RS triggering offset in the numerology of CSI-RS according to the higher layer parameter aperiodicTriggeringOffset,
-	  and  are the subcarrier spacing configurations for CSI-RS and PDCCH, respectively,


-	 and are the and the, respectively, which are determined by higher-layer configured CA-slot-offset for the cell receiving the PDCCH respectively, and   are the and the, respectively, which are determined by higher-layer configured CA-slot-offset for the cell transmitting the CSI-RS respectively, as defined in [4, TS 38.211] subclause 4.5
-	If the µPDCCH < µCSIRS, the UE is expected to be able to measure the aperiodic CSI RS, if the CSI-RS starts no earlier than the first symbol of the CSI-RS carrier’s slot that starts at least Ncsirs PDCCH symbols after the end of the PDCCH triggering the aperiodic CSI-RS.
-	If the µPDCCH > µCSIRS, the UE is expected to be able to measure the aperiodic CSI RS, if the CSI-RS starts no earlier than at least Ncsirs PDCCH symbols after the end of the PDCCH triggering the aperiodic CSI-RS.
Table 5.2.1.5.1a: Ncsirs as a function of the subcarrier spacing of the triggering PDCCH
	µPDCCH
	Ncsirs [symbols]

	0
	4

	1
	5

	2
	10

	3
	[14]



<omitted text>
[bookmark: _Toc11352131][bookmark: _Toc20318021][bookmark: _Toc27299919][bookmark: _Toc29673190][bookmark: _Toc29673331][bookmark: _Toc29674324]5.2.2.5	CSI reference resource definition
<omitted text>
When DRX is configured, the UE reports a CSI report only if receiving at least one CSI-RS transmission occasion for channel measurement and CSI-RS and/or CSI-IM occasion for interference measurement in DRX Active Time no later than CSI reference resource and drops the report otherwise. When the UE is configured to monitor DCI format 2_6 and if the UE configured by higher layer parameter ps-TransmitPeriodicCSI[PS-Periodic_CSI_TransmitOrNot] to report CSI with the higher layer parameter reportConfigType set to ‘periodic’ and reportQuantity set to quantities other than ‘cri-RSRP’ and ‘ssb-Index-RSRP’ when drx-onDurationTimer is not started, the UE shall report CSI during the time duration indicated by drx-onDurationTimer also outside active time according to the procedure described in Clause 5.2.1.4 if receiving at least one CSI-RS transmission occasion for channel measurement and CSI-RS and/or CSI-IM occasion for interference measurement during the time duration indicated by drx-onDurationTimer outside DRX active time or in DRX Active Time no later than CSI reference resource and drops the report otherwise. When the UE is configured to monitor DCI format 2_6 and if the UE configured by higher layer parameter ps-TransmitPeriodicL1-RSRP[PS_Periodic_L1-RSRP_TransmitOrNot] to report L1-RSRP with the higher layer parameter reportConfigType set to ‘periodic’ and reportQuantity set to ‘cri-RSRP’ or ‘ssb-Index-RSRP’ when drx-onDurationTimer is not started, the UE shall report L1-RSRP during the time duration indicated by drx-onDurationTimer also outside active time according to the procedure described in clause 5.2.1.4 and when reportQuantity set to ‘cri-RSRP’ if receiving at least one CSI-RS transmission occasion for channel measurement and CSI-RS and/or CSI-IM occasion for interference measurement during the time duration indicated by drx-onDurationTimer outside DRX active time or in DRX Active Time no later than CSI reference resource and drops the report otherwise.
<omitted text>
[bookmark: _Toc29673195][bookmark: _Toc29673336][bookmark: _Toc29674329]5.3.1	Application delay of the minimum scheduling offset restriction
<omitted text>
When the UE is scheduled with DCI format 0_1 or 1_1 with a [‘Minimum applicable scheduling offset indicator’] field in slot n, it shall determine the K0min and K2min values to be applied, while the previously applied K0min and K2min values are applied until the new values take effect after application delay. If the DCI in slot n also indicates an active DL (UL) BWP change for a serving cell, the indicated K0min (K2min) value in the new active DL (UL) BWP, if configured, is applied from the slot indicated by the slot offset value of the time domain resource assignment field in the DCI. Otherwise, Cchange of applied minimum scheduling offset restriction indication carried by DCI in slot n, shall be applied in slot n+X of the scheduling cell. The UE does not expect to be scheduled with DCI format 0_1 or 1_1 with [‘Minimum applicable scheduling offset indicator’] field indicating another change to the applied K0min and K2min K0min or K2min for the same active BWP before slot n+X of the scheduling cell.
When the DCI format 0_1 or 1_1 with [‘Minimum applicable scheduling offset indicator’] field indicating a change to the applied K0min or K2min is contained within the first three symbols of the slot, the value of application delay X is determined by, where  K0minOld is the currently applied K0min value of the active DL BWP in the scheduled cell, and Zµ is determined by the subcarrier spacing of the active DL BWP in the scheduling cell, and given in Table 5.3.1-1 and µPDCCH and µPDSCH are the sub-carrier spacing configurations for PDCCH and PDSCH, respectively 
When the DCI format 0_1 or 1_1 with [‘Minimum applicable scheduling offset indicator’] field is received outside the first [three] symbols of the slot, value of Zµ from Table 5.3.1-1 is incremented by one before determining the application delay X.
Table 5.3.1-1: Definition of Zµ
	µ
	Zµ

	0
	1

	1
	1

	2
	2

	3
	2



<omitted text>
[bookmark: _Toc11352143][bookmark: _Toc20318033][bookmark: _Toc27299931][bookmark: _Toc29673204][bookmark: _Toc29673345][bookmark: _Toc29674338]6.1.2.1	Resource allocation in time domain
<omitted text>
When the UE configured with [minimumSchedulingOffsetK2] in an active UL BWP it applies a minimum scheduling offset restriction indicated by the [‘Minimum applicable scheduling offset indicator’] field in DCI format 0_1 or 1_1. When the UE configured with [minimumSchedulingOffsetK2] in an active UL BWP and it has not received [‘Minimum applicable scheduling offset indicator’] field in DCI format 0_1 or 1_1, the UE shall apply a minimum scheduling offset restriction indicated based on [‘Minimum applicable scheduling offset indicator’] value ‘0’. When the minimum scheduling offset restriction is applied the UE is not expected to be scheduled with a DCI in slot n to transmit a PUSCH scheduled with C-RNTI, CS-RNTI or, MCS-C-RNTI or SP-CSI-RNTI with K2 smaller than the applicable minimum scheduling offset restriction K2min in slot n , where K2min and  are the applied minimum scheduling offset restriction and the numerology of the active UL BWP of the scheduled cell when receiving the DCI in slot n, respectively, and  is the numerology of the new active UL BWP in case of active UL BWP change in the scheduled cell and is equal to , otherwise.. The minimum scheduling restriction is not applied when PUSCH transmission is scheduled by RAR UL grant for RACH procedure, or when PUSCH is scheduled with TC-RNTI. The application delay of the change of the minimum scheduling offset restriction is determined in Section 5.3.1.
<omitted text>
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