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[bookmark: _Toc19798779][bookmark: _Toc26467250][bookmark: _Toc29326612][bookmark: _Toc29327762]7.3.1.2.2	Format 1_1
*** Unchanged text omitted ***
-	SCell dormancy indication – 0 bit if higher layer parameter Scell-groups-for-dormancy-within-active-time is not configured; otherwise 1, 2, 3, 4 or 5 bits bitmap determined according to higher layer parameter Scell-groups-for-dormancy-within-active-time, where each bit corresponds to one of the SCell group(s) configured by higher layers parameter Scell-groups-for-dormancy-within-active-time, with MSB to LSB of the bitmap corresponding to the first to last configured SCell group. The field is only present when this format is carried by PDCCH on the primary cell within DRX Active Time and the UE is configured with at least two DL BWPs for an SCell.
If all bits of frequency domain resource assignment are set to 0 for resource allocation type 0 or set to 1 for resource allocation type 1 or set to 0 or 1 for dynamic switch resource allocation type, this field is reserved and the following fields among the fields above are used for SCell dormancy indication, where each bit corresponds to one of the configured SCell(s), with MSB to LSB of the following fields concatenated in the order below corresponding to the SCell with lowest to highest SCell index 
-	Modulation and coding scheme of transport block 1 
-	New data indicator of transport block 1 
-	Redundancy version of transport block 1 
-	HARQ process number 
-	Antenna port(s) 
[-	DMRS sequence initialization]
[bookmark: _GoBack]*** Unchanged text omitted ***
