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[bookmark: _Ref124589705][bookmark: _Ref129681862]Introduction
In RAN1#102-e, discussions regarding remaining issues of supporting Tx switching between two UL carriers have achieved some agreements and they have been captured in the CR [1]. In this contribution， our views on the remaining issues for UL Tx switching are provided.
[bookmark: _Ref129681832]Discussion
On the clarification towards  in TS 38.213
During the RAN1#101-e meeting, following agreement related to the additional time due to triggered UL switching for  has been achieved:
	Agreement: Confirm the following work assumption:
Working assumption:
· If uplink Tx switching is triggered, the additional time is needed and it equals to the length of UL switching period for the followings cases:
· 
· Aperiodic SRS transmission
· PDCCH order triggered PRACH transmission
·  in case of CSI triggered with Z1 of Table 5.4-1 of TS 38.214


Following the above agreement, a straightforward expansion to accommodate the additional time due to triggered UL switching for   has been captured in the current spec TS 38.213 as below: 
	-	if there is an aperiodic CSI report multiplexed in a PUSCH in the group of overlapping PUCCHs and PUSCHs, [image: ] is not before a symbol with CP starting after  after a last symbol of 
-	any PDCCH with the DCI format scheduling an overlapping PUSCH, and
-	any PDCCH scheduling a PDSCH, or SPS PDSCH release, or providing a DCI format 1_1 indicating SCell dormancy with corresponding HARQ-ACK information in an overlapping PUCCH in the slot
where  corresponds to the smallest SCS configuration among the SCS configuration of the PDCCHs, the smallest SCS configuration for the group of the overlapping PUSCHs, and the smallest SCS configuration of CSI-RS associated with the DCI format scheduling the PUSCH with the multiplexed aperiodic CSI report, and  for  ,  for  and  for 
-	, , , , , and  are defined in [6, TS 38.214], and  and  are defined in [4, TS 38.211]. 


But the current description in TS 38.213 above is still ambiguous because it is not clear about the exact case(s) when the non-zero   should be added for the determination of  since there are two different kinds of  specified in TS 38.214, one for the  and the other for the . As we have already discussed in [2], we think the determination for  of  should follow the criterion for   instead of . The definition of  for the determination of  can be found in TS 38.214 as follows:
	When the CSI request field on a DCI triggers a CSI report(s) on PUSCH, the UE shall provide a valid CSI report for the n-th triggered report, 
-	if the first uplink symbol to carry the corresponding CSI report(s) including the effect of the timing advance, starts no earlier than at symbol Zref, and
-	if the first uplink symbol to carry the n-th CSI report including the effect of the timing advance, starts no earlier than at symbol Z'ref(n), 


where Zref is defined as the next uplink symbol with its CP starting  after the end of the last symbol of the PDCCH triggering the CSI report(s), and where Z'ref(n), is defined as the next uplink symbol with its CP starting after the end of the last symbol in time of the latest of: aperiodic CSI-RS resource for channel measurements, aperiodic CSI-IM used for interference measurements, and aperiodic NZP CSI-RS for interference measurement, when aperiodic CSI-RS is used for channel measurement for the n-th triggered CSI report, and where Tswitch is defined in clause 6.4 and is applied only if  of table 5.4-1 is applied.


According to the related text from TS 38.214, the non-zero  is applied for the following concerned case:
	 of the table 5.4-1 if the CSI is triggered without a PUSCH with either transport block or HARQ-ACK or both when L = 0 CPUs are occupied (according to Clause 5.2.1.6) and the CSI to be transmitted is a single CSI and corresponds to wideband frequency-granularity where the CSI corresponds to at most 4 CSI-RS ports in a single resource without CRI report and where CodebookType is set to 'typeI-SinglePanel' or where reportQuantity is set to 'cri-RI-CQI'.


For the other cases, the  is zero. The actual case when  is applied to the calculation of  is that when there are CSI + SR multiplexing on PUSCH. But during the last e-meeting discussion, a concern was raised that the CSI + SR case does not exist. Therefore, we would like to suggest the following two alternatives:
· Alt. 1: Delete the  from the aforementioned paragraph in TS 38.213 so that  always equals to zero for all the cases of the determination of .
· Alt. 2: Clarify the non-zero  should be applied for the determination of  only if  of table 5.4-1 in TS 38.214 is applied for the determination of .
and we have the TP1 for Alt. 1 and TP2 for Alt. 2 in Appendix, respectively. We suggest to adopt one of them.
Proposal: Adopt the TP1 or TP2 for  in Appendix for the following two alternatives, respectively:
· Alt. 1: Delete the  from the definition of   in TS 38.213 so that  always equals to zero for all the cases of the determination of , and
· Adopt TP1 in Appendix.
· Alt. 2: Clarify the non-zero  should be applied for the determination of  only if  of table 5.4-1 in TS 38.214 is applied for the determination of , and
· Adopt TP2 in Appendix.

Conclusions
In this contribution, the remaining issue of uplink Tx switching are discussed. The following proposal is provided:
[bookmark: _Ref124589665][bookmark: _Ref71620620][bookmark: _Ref124671424]Proposal: Adopt the TP1 or TP2 for  in Appendix for the following two alternatives, respectively:
· Alt. 1: Delete the  from the definition of   in TS 38.213 so that  always equals to zero for all the cases of the determination of , and
· Adopt TP1 in Appendix.
· Alt. 2: Clarify the non-zero  should be applied for the determination of  only if  of table 5.4-1 in TS 38.214 is applied for the determination of , and
· Adopt TP2 in Appendix.
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Appendix
A.1. TP1 for  in 38.213
	<Unchanged parts are omitted – 38.213>
[bookmark: _Toc12021480][bookmark: _Toc20311592][bookmark: _Toc26719417][bookmark: _Toc29894852][bookmark: _Toc29899151][bookmark: _Toc29899569][bookmark: _Toc29917306][bookmark: _Toc36498180][bookmark: _Toc45699206]9.2.5	UE procedure for reporting multiple UCI types
This Clause is applicable to the case that a UE has resources for PUCCH transmissions or for PUCCH and PUSCH transmissions that overlap in time and each PUCCH transmission is over a single slot without repetitions. Any case that a PUCCH transmission is with repetitions over multiple slots is described in Clause 9.2.6. If a UE is configured with multiple PUCCH resources in a slot to transmit CSI reports
-	if the UE is not provided multi-CSI-PUCCH-ResourceList or if PUCCH resources for transmissions of CSI reports do not overlap in the slot, the UE determines a first resource corresponding to a CSI report with the highest priority [6, TS 38.214]
-	if the first resource includes PUCCH format 2, and if there are remaining resources in the slot that do not overlap with the first resource, the UE determines a CSI report with the highest priority, among the CSI reports with corresponding resources from the remaining resources, and a corresponding second resource as an additional resource for CSI reporting 
-	if the first resource includes PUCCH format 3 or PUCCH format 4, and if there are remaining resources in the slot that include PUCCH format 2 and do not overlap with the first resource, the UE determines a CSI report with the highest priority, among the CSI reports with corresponding resources from the remaining resources, and a corresponding second resource as an additional resource for CSI reporting
-	if the UE is provided multi-CSI-PUCCH-ResourceList and if any of the multiple PUCCH resources overlap, the UE multiplexes all CSI reports in a resource from the resources provided by multi-CSI-PUCCH-ResourceList, as described in Clause 9.2.5.2.  
A UE multiplexes DL HARQ-ACK information, with or without SR, and CSI report(s) in a same PUCCH if the UE is provided simultaneousHARQ-ACK-CSI; otherwise, the UE drops the CSI report(s) and includes only DL HARQ-ACK information, with or without SR, in the PUCCH. If the UE would transmit multiple PUCCHs in a slot that include DL HARQ-ACK information and CSI report(s), the UE expects to be provided a same configuration for simultaneousHARQ-ACK-CSI each of PUCCH formats 2, 3, and 4. 
If a UE would multiplex CSI reports that include Part 2 CSI reports in a PUCCH resource, the UE determines the PUCCH resource and a number of PRBs for the PUCCH resource or a number of Part 2 CSI reports assuming that each of the CSI reports indicates rank 1. 
If a UE would transmit multiple overlapping PUCCHs in a slot or overlapping PUCCH(s) and PUSCH(s) in a slot and, when applicable as described in Clauses 9.2.5.1 and 9.2.5.2, the UE is configured to multiplex different UCI types in one PUCCH, and at least one of the multiple overlapping PUCCHs or PUSCHs is in response to a DCI format detection by the UE, the UE multiplexes all corresponding UCI types if the following conditions are met. If one of the PUCCH transmissions or PUSCH transmissions is in response to a DCI format detection by the UE, the UE expects that the first symbol [image: ] of the earliest PUCCH or PUSCH, among a group overlapping PUCCHs and PUSCHs in the slot, satisfies the following timeline conditions
-	[image: ] is not before a symbol with CP starting after  after a last symbol of any corresponding PDSCH,  is given by maximum of  where for the i-th PDSCH with corresponding HARQ-ACK transmission on a PUCCH which is in the group of overlapping PUCCHs and PUSCHs, ,  is selected for the i-th PDSCH following [6, TS 38.214],  is selected based on the UE PDSCH processing capability of the i-th PDSCH and SCS configuration , where  corresponds to the smallest SCS configuration among the SCS configurations used for the PDCCH scheduling the i-th PDSCH (if any), the i-th PDSCH, the PUCCH with corresponding HARQ-ACK transmission for i-th PDSCH, and all PUSCHs in the group of overlapping PUCCHs and PUSCHs. 
-	[image: ] is not before a symbol with CP starting after  after a last symbol of any corresponding SPS PDSCH release or of a DCI format 1_1 indicating SCell dormancy as described in Clause 10.3.  is given by maximum of  where for the i-th PDCCH providing the SPS PDSCH release or the DCI format 1_1 with corresponding HARQ-ACK transmission on a PUCCH which is in the group of overlapping PUCCHs and PUSCHs, ,  is described in Clause 10.2 and is selected based on the UE PDSCH processing capability of the i-th SPS PDSCH release or the DCI format 1_1 and SCS configuration , where  corresponds to the smallest SCS configuration among the SCS configurations used for the PDCCH providing the i-th SPS PDSCH release, the PUCCH with corresponding HARQ-ACK transmission for i-th SPS PDSCH release or the DCI format 1_1, and all PUSCHs in the group of overlapping PUCCHs and PUSCHs. 
-	if there is no aperiodic CSI report multiplexed in a PUSCH in the group of overlapping PUCCHs and PUSCHs, [image: ] is not before a symbol with CP starting after  after a last symbol of 
-	any PDCCH with the DCI format scheduling an overlapping PUSCH, and 
-	any PDCCH scheduling a PDSCH or SPS PDSCH release with corresponding HARQ-ACK information in an overlapping PUCCH in the slot
[bookmark: _Hlk14280248]If there is at least one PUSCH in the group of overlapping PUCCHs and PUSCHs,  is given by maximum of  where for the i-th PUSCH which is in the group of overlapping PUCCHs and PUSCHs, , ,  and  are selected for the i-th PUSCH following [6, TS 38.214],  is selected based on the UE PUSCH processing capability of the i-th PUSCH and SCS configuration , where  corresponds to the smallest SCS configuration among the SCS configurations used for the PDCCH scheduling the i-th PUSCH (if any), the PDCCHs scheduling the PDSCHs with corresponding HARQ-ACK transmission on a PUCCH which is in the group of overlapping PUCCHs/PUSCHs, and all PUSCHs in the group of overlapping PUCCHs and PUSCHs.
If there is no PUSCH in the group of overlapping PUCCHs and PUSCHs, is given by maximum of  where for the i-th PDSCH with corresponding HARQ-ACK transmission on a PUCCH which is in the group of overlapping PUCCHs, , is selected based on the UE PUSCH processing capability of the PUCCH serving cell if configured.   is selected based on the UE PUSCH processing capability 1, if PUSCH processing capability is not configured for the PUCCH serving cell.  is selected based on the smallest SCS configuration between the SCS configuration used for the PDCCH scheduling the i-th PDSCH (if any) with corresponding HARQ-ACK transmission on a PUCCH which is in the group of overlapping PUCCHs, and the SCS configuration for the PUCCH serving cell.
-	if there is an aperiodic CSI report multiplexed in a PUSCH in the group of overlapping PUCCHs and PUSCHs, [image: ] is not before a symbol with CP starting after  after a last symbol of 
-	any PDCCH with the DCI format scheduling an overlapping PUSCH, and
-	any PDCCH scheduling a PDSCH, or SPS PDSCH release, or providing a DCI format 1_1 indicating SCell dormancy with corresponding HARQ-ACK information in an overlapping PUCCH in the slot
where  corresponds to the smallest SCS configuration among the SCS configuration of the PDCCHs, the smallest SCS configuration for the group of the overlapping PUSCHs, and the smallest SCS configuration of CSI-RS associated with the DCI format scheduling the PUSCH with the multiplexed aperiodic CSI report, and  for  ,  for  and  for 
-	, , , , , and  are defined in [6, TS 38.214], and  and  are defined in [4, TS 38.211]. 
<Unchanged parts are omitted>


A.2. TP2 for  in 38.213
	<Unchanged parts are omitted – 38.213>
9.2.5	UE procedure for reporting multiple UCI types
This Clause is applicable to the case that a UE has resources for PUCCH transmissions or for PUCCH and PUSCH transmissions that overlap in time and each PUCCH transmission is over a single slot without repetitions. Any case that a PUCCH transmission is with repetitions over multiple slots is described in Clause 9.2.6. If a UE is configured with multiple PUCCH resources in a slot to transmit CSI reports
-	if the UE is not provided multi-CSI-PUCCH-ResourceList or if PUCCH resources for transmissions of CSI reports do not overlap in the slot, the UE determines a first resource corresponding to a CSI report with the highest priority [6, TS 38.214]
-	if the first resource includes PUCCH format 2, and if there are remaining resources in the slot that do not overlap with the first resource, the UE determines a CSI report with the highest priority, among the CSI reports with corresponding resources from the remaining resources, and a corresponding second resource as an additional resource for CSI reporting 
-	if the first resource includes PUCCH format 3 or PUCCH format 4, and if there are remaining resources in the slot that include PUCCH format 2 and do not overlap with the first resource, the UE determines a CSI report with the highest priority, among the CSI reports with corresponding resources from the remaining resources, and a corresponding second resource as an additional resource for CSI reporting
-	if the UE is provided multi-CSI-PUCCH-ResourceList and if any of the multiple PUCCH resources overlap, the UE multiplexes all CSI reports in a resource from the resources provided by multi-CSI-PUCCH-ResourceList, as described in Clause 9.2.5.2.  
A UE multiplexes DL HARQ-ACK information, with or without SR, and CSI report(s) in a same PUCCH if the UE is provided simultaneousHARQ-ACK-CSI; otherwise, the UE drops the CSI report(s) and includes only DL HARQ-ACK information, with or without SR, in the PUCCH. If the UE would transmit multiple PUCCHs in a slot that include DL HARQ-ACK information and CSI report(s), the UE expects to be provided a same configuration for simultaneousHARQ-ACK-CSI each of PUCCH formats 2, 3, and 4. 
If a UE would multiplex CSI reports that include Part 2 CSI reports in a PUCCH resource, the UE determines the PUCCH resource and a number of PRBs for the PUCCH resource or a number of Part 2 CSI reports assuming that each of the CSI reports indicates rank 1. 
If a UE would transmit multiple overlapping PUCCHs in a slot or overlapping PUCCH(s) and PUSCH(s) in a slot and, when applicable as described in Clauses 9.2.5.1 and 9.2.5.2, the UE is configured to multiplex different UCI types in one PUCCH, and at least one of the multiple overlapping PUCCHs or PUSCHs is in response to a DCI format detection by the UE, the UE multiplexes all corresponding UCI types if the following conditions are met. If one of the PUCCH transmissions or PUSCH transmissions is in response to a DCI format detection by the UE, the UE expects that the first symbol [image: ] of the earliest PUCCH or PUSCH, among a group overlapping PUCCHs and PUSCHs in the slot, satisfies the following timeline conditions
-	[image: ] is not before a symbol with CP starting after  after a last symbol of any corresponding PDSCH,  is given by maximum of  where for the i-th PDSCH with corresponding HARQ-ACK transmission on a PUCCH which is in the group of overlapping PUCCHs and PUSCHs, ,  is selected for the i-th PDSCH following [6, TS 38.214],  is selected based on the UE PDSCH processing capability of the i-th PDSCH and SCS configuration , where  corresponds to the smallest SCS configuration among the SCS configurations used for the PDCCH scheduling the i-th PDSCH (if any), the i-th PDSCH, the PUCCH with corresponding HARQ-ACK transmission for i-th PDSCH, and all PUSCHs in the group of overlapping PUCCHs and PUSCHs. 
-	[image: ] is not before a symbol with CP starting after  after a last symbol of any corresponding SPS PDSCH release or of a DCI format 1_1 indicating SCell dormancy as described in Clause 10.3.  is given by maximum of  where for the i-th PDCCH providing the SPS PDSCH release or the DCI format 1_1 with corresponding HARQ-ACK transmission on a PUCCH which is in the group of overlapping PUCCHs and PUSCHs, ,  is described in Clause 10.2 and is selected based on the UE PDSCH processing capability of the i-th SPS PDSCH release or the DCI format 1_1 and SCS configuration , where  corresponds to the smallest SCS configuration among the SCS configurations used for the PDCCH providing the i-th SPS PDSCH release, the PUCCH with corresponding HARQ-ACK transmission for i-th SPS PDSCH release or the DCI format 1_1, and all PUSCHs in the group of overlapping PUCCHs and PUSCHs. 
-	if there is no aperiodic CSI report multiplexed in a PUSCH in the group of overlapping PUCCHs and PUSCHs, [image: ] is not before a symbol with CP starting after  after a last symbol of 
-	any PDCCH with the DCI format scheduling an overlapping PUSCH, and 
-	any PDCCH scheduling a PDSCH or SPS PDSCH release with corresponding HARQ-ACK information in an overlapping PUCCH in the slot
If there is at least one PUSCH in the group of overlapping PUCCHs and PUSCHs,  is given by maximum of  where for the i-th PUSCH which is in the group of overlapping PUCCHs and PUSCHs, , ,  and  are selected for the i-th PUSCH following [6, TS 38.214],  is selected based on the UE PUSCH processing capability of the i-th PUSCH and SCS configuration , where  corresponds to the smallest SCS configuration among the SCS configurations used for the PDCCH scheduling the i-th PUSCH (if any), the PDCCHs scheduling the PDSCHs with corresponding HARQ-ACK transmission on a PUCCH which is in the group of overlapping PUCCHs/PUSCHs, and all PUSCHs in the group of overlapping PUCCHs and PUSCHs.
If there is no PUSCH in the group of overlapping PUCCHs and PUSCHs, is given by maximum of  where for the i-th PDSCH with corresponding HARQ-ACK transmission on a PUCCH which is in the group of overlapping PUCCHs, , is selected based on the UE PUSCH processing capability of the PUCCH serving cell if configured.   is selected based on the UE PUSCH processing capability 1, if PUSCH processing capability is not configured for the PUCCH serving cell.  is selected based on the smallest SCS configuration between the SCS configuration used for the PDCCH scheduling the i-th PDSCH (if any) with corresponding HARQ-ACK transmission on a PUCCH which is in the group of overlapping PUCCHs, and the SCS configuration for the PUCCH serving cell.
-	if there is an aperiodic CSI report multiplexed in a PUSCH in the group of overlapping PUCCHs and PUSCHs, [image: ] is not before a symbol with CP starting after  after a last symbol of 
-	any PDCCH with the DCI format scheduling an overlapping PUSCH, and
-	any PDCCH scheduling a PDSCH, or SPS PDSCH release, or providing a DCI format 1_1 indicating SCell dormancy with corresponding HARQ-ACK information in an overlapping PUCCH in the slot
where  corresponds to the smallest SCS configuration among the SCS configuration of the PDCCHs, the smallest SCS configuration for the group of the overlapping PUSCHs, and the smallest SCS configuration of CSI-RS associated with the DCI format scheduling the PUSCH with the multiplexed aperiodic CSI report, and  for  ,  for  and  for 
-	, , , , , and  and  are defined in [6, TS 38.214],  is applied only if  of table 5.4-1 in [6, TS 38.214] is applied to the determination of , and  and  are defined in [4, TS 38.211]. 
<Unchanged parts are omitted>
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