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	Reason for change:
	[bookmark: OLE_LINK1]The definition of nr-DL-PRS-expectedRSTD-r16 is unclear in the current specification. In previous agreements, nr-DL-PRS-expectedRSTD-r16 actually defines the time difference between the received DL subframe timing that UE is expected to receive DL PRS and the received DL subframe timing that UE is expected to receive DL PRS provided by nr-DL-PRS-ReferenceInfo-r16. In other words, nr-DL-PRS-expectedRSTD-r16 provided to any TRP should follow the same reference timing, which is the received DL subframe timing the UE is expected to receive DL PRS provided by nr-DL-PRS-ReferenceInfo-r16. 

	
	

	Summary of change:
	Clarify the definition of nr-DL-PRS-expectedRSTD-r16 as “the time difference between the received DL subframe timing the UE is expected to receive DL PRS and the received DL subframe timing the UE is expected to receive DL PRS provided by nr-DL-PRS-ReferenceInfo-r16”.
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[bookmark: _Toc29674292][bookmark: _Toc36645522][bookmark: _Toc29673158][bookmark: _Toc45810567][bookmark: _Toc29673299][bookmark: _Toc52457777]5.1.6.5	PRS reception procedure
================================= unchanged parts omitted==================================
The UE expects to be configured with higher layer parameter nr-DL-PRS-expectedRSTD-r16, which defines the time difference with respect to between the received DL subframe timing the UE is expected to receive DL PRS and the received DL subframe timing the UE is expected to receive DL PRS provided by nr-DL-PRS-ReferenceInfo-r16, and DL-PRS-expectedRSTD-uncertainty-r16, which defines a search window around the nr-DL-PRS-expectedRSTD-r16.
================================= unchanged parts omitted================================
































