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	Reason for change:
	RAN1 specified prioritization rules between PUCCH carrying sidelink HARQ-ACK and other UCIs or PUSCH. Handling of collision between PUCCH carrying SL HARQ-ACK and PRACH or PUSCH scheduled by RAR grant is a remaining prioritization case and needs to be speicfied.
In CBRA case, this collision is possible since connected mode UE may be use dedicated RRC configuration. The RACH resource configured in dedicated RRC configuration may overlap with PUCCH resource. The PRACH/PUCCH resource overlapping issue also happened in legacy NR Uu system and UE cannot transmit PRACH and other UL TX simultaneously or within an internal corresponding to processing time of TA adjustment.
Considering the prioritization between PSFCH/S-SS/PSBCH block transmission and transmission of PRACH or PUSCH scheduled by UL grant in RAR is specified as PRACH or PUSCH scheduled by UL grant in RAR is always prioritized, the rule can be similarly reused for SL HARQ-ACK report on PUCCH.
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	In Section 16.2.4.3.1, add PUCCH carrying sidelink HARQ-ACK in the prioritization rule between PRACH and sidelink channels.
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[bookmark: _Toc45699241][bookmark: _Toc52208403]16.2.4.3.1	Prioritizations for sidelink and uplink transmissions 
A UE performs prioritization between SL transmissions and UL transmissions after performing the procedures described in Clause 9.2.5 and in Clause 6.1 of [6, TS 38.214]. 
PSFCH transmissions in a slot have a same priority value as the smallest priority value among PSSCH receptions with corresponding HARQ-ACK information provided by the PSFCH transmissions in the slot.
A priority of S-SS/PSBCH block transmission is provided by sl-SSB-PriorityNR.
For prioritization between PSFCH/S-SS/PSBCH block transmission and UL transmission other than a PRACH, or a PUSCH scheduled by an UL grant in a RAR, or a PUCCH with sidelink HARQ-ACK information report 
-	if the UL transmission is for a PUSCH or for a PUCCH with priority index 1, 
-	if sl-PriorityThresholdULURLLC is provided
-	the SL transmission has higher priority than the UL transmission if a smallest priority value of the SL transmission(s) is smaller than sl-PriorityThresholdULURLLC; otherwise, the UL transmission has higher priority than the SL transmission
-	else
-	the UL transmission has higher priority than the SL transmission
-	else
-	the SL transmission has higher priority than the UL transmission if the smallest priority value of the SL transmission(s) is smaller than sl-PriorityThreshold; otherwise, the UL transmission has higher priority than the SL transmission
A PRACH transmission, or a PUSCH scheduled by an UL grant in a RAR, has higher priority than a PSFCH or a S-SS/PSBCH block transmission or a PUCCH transmission with a sidelink HARQ-ACK information report.
< Unchanged parts are omitted >

