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<Unchanged parts are omitted>
If a BL/CE UE is configured by higher layers to decode MPDCCH with CRC scrambled by the PUR C-RNTI, the UE shall decode the MPDCCH and any corresponding PDSCH according to the respective combinations defined in Table 7.1-9. The scrambling initialization of PDSCH corresponding to these MPDCCHs is by PUR C-RNTI.
Table 7.1-9: MPDCCH and PDSCH configured by PUR C-RNTI
	Transmission mode
	DCI format
	Search Space
	Transmission scheme of PDSCH corresponding to MPDCCH

	Mode 1
	6-1A or 6-1B
	UE specific by PUR C-RNTI
	If the number of PBCH antenna port is one, Single-antenna port, port 0 is used (see Subclause 7.1.1), otherwise Transmit diversity (see Subclause 7.1.2)Single-antenna port, port 0 (see Subclause 7.1.1)

	Mode 2
	6-1A or 6-1B
	UE specific by PUR C-RNTI
	Transmit diversity (see Subclause 7.1.2)

	Mode 6
	6-1A
	UE specific by PUR C-RNTI
	Closed-loop spatial multiplexing (see Subclause 7.1.4) using a single transmission layer

	Mode 9
	6-1A
	UE specific by PUR C-RNTI
	Single-antenna port, port 7 or 8 (see Subclause 7.1.1)

	
	6-1B
	UE specific by PUR C-RNTI
	Single-antenna port, port 7 (see Subclause 7.1.1)
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