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[bookmark: _Toc19796407][bookmark: _Toc26459633][bookmark: _Toc29230281][bookmark: _Toc36026540][bookmark: _Toc45107379][bookmark: _Toc51774048]5.3.1	OFDM baseband signal generation for all channels except PRACH and RIM-RS


The time-continuous signal  on antenna port  and subcarrier spacing configuration  for OFDM symbol  in a subframe for any physical channel or signal except PRACH is defined by
	
where  at the start of the subframe, 


and

-	 is given by clause 4.2;

-	 is the subcarrier spacing configuration; 
-	 is the largest  value among the subcarrier spacing configurations by the higher-layer parameter scs-SpecificCarrierList. 
In case of cyclic prefix extension of the first OFDM symbol  allocated for PUSCH, SRS, or PUCCH transmission, the time-continuous signal  for the interval  preceding the first OFDM symbol for PUSCH, SRS, or PUCCH is given by

where  refers to the signal in the previous subframe and 
-	for dynamically scheduled PUSCH, SRS, and PUCCH transmissions


	where  is given by Table 5.3.1-1 with  for ,  for , and  and  given by the higher-layer parameters cp-ExtensionC2-r16 and cp-ExtensionC3-r16, respectively, and  given by clause 4.3.1. For contention-based random access, or in absence of higher-layer configuration of  and , the value of shall be set to the largest integer fulfilling  for each of the values of . Text is applied to the first UL transmission scheduled by the scheduling DCI.
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