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1. Overall Description:

Issue 1

In RAN1#98bis, the following was agreed:
	Agreements:

For reporting SL HARQ-ACK to the gNB: 

· For dynamic grant and configured grant type-2 in SL, the Rel-15 procedure and signalling for DL HARQ-ACK are reused for the purpose of selecting PUCCH offset/resource and format in UL. 

· The configuration for SL is separate from Uu link for a UE

· FFS how to indicatae timing of transmission in PUCCH, including whether physical or logical slots are used

· For configured grant type-1 in SL, RRC is used to configure PUCCH offset/resource and format in UL (if supported)


Reusing the Rel-15 procedure and signalling used for DL HARQ-ACK reporting includes using the higher-layer parameter sl-N1PUCCH-AN-r16 for determining the PUCCH resource used for SL HARQ-ACK reporting for SL CG type 2 (but only for PSCCH/PSSCH transmissions without a corresponding PDCCH).

However, in RAN1’s understanding the parameter is only configurable for SL CG type 1:

	SL-ConfiguredGrantConfig field descriptions

	sl-N1PUCCH-AN

This field indicates the HARQ resource for PUCCH for sidelink configured grant type 1. The actual PUCCH-Resource is configured in sl-PUCCH-Config and referred to by its ID.


Issue 2

During RAN1#104-e, the following agreement has been made:

	Agreements:
The parameter pdsch-HARQ-ACK-Codebook is always used for reporting SL HARQ-ACK information.


2. Actions:

To RAN WG2: 
· On Issue 1:

· RAN1 kindly requests RAN2 to clarify whether the parameter is configurable for SL CG type 2 in the current specification. 

· If the parameter is not configurable for SL CG type 2 in the current specification, RAN1 kindly asks RAN2 to introduce a solution that is compatible with the RAN1 agreements, if possible. 
· If introducing such a solution is not possible, RAN1 kindly requests to be informed about this by RAN2. 
· On Issue 2:

· RAN1 kindly requests RAN2 to capture the agreed behavior in their specification.
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