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	Reason for change:
	In section 5.1.6.1.1 of TS 38.214, the qcl-Type set to 'type-A' does not coincide with the definition of antenna ports quasi co-location in section 5.1.5 of TS38.214. 
Section 5.1.6.1.1 of TS38.214
	-	Periodic CSI-RS resource in one set and aperiodic CSI-RS resources in a second set, with the aperiodic CSI-RS and periodic CSI-RS resource having the same bandwidth (with same RB location) and the aperiodic CSI-RS being configured with qcl-Type set to 'type-A' and 'typeD', where applicable, with the periodic CSI-RS resources.



Section 5.1.5 of TS38.214
	For the case of two DL RSs, the QCL types shall not be the same, regardless of whether the references are to the same DL RS or different DL RSs. The quasi co-location types corresponding to each DL RS are given by the higher layer parameter qcl-Type in QCL-Info and may take one of the following values: 
-	'typeA': {Doppler shift, Doppler spread, average delay, delay spread}
-	'typeB': {Doppler shift, Doppler spread}
-	'typeC': {Doppler shift, average delay}
-    'typeD': {Spatial Rx parameter}




	
	

	Summary of change:
	In section 5.1.6.1.1 of TS 38.214, change the word 'type-A'.

	
	

	Consequences if not approved:
	The spec is not precise.
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5.1.6.1.1	CSI-RS for tracking
===================== Unchanged parts =====================
-	Periodic CSI-RS resource in one set and aperiodic CSI-RS resources in a second set, with the aperiodic CSI-RS and periodic CSI-RS resource having the same bandwidth (with same RB location) and the aperiodic CSI-RS being configured with qcl-Type set to  ‘type-A typeA’ and 'typeD', where applicable, with the periodic CSI-RS resources.

===================== Unchanged parts =====================

