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	Reason for change:
	In clause 7.2.1 of 38.213, it is specified that for a PUCCH transmission using PUCCH format 2 or PUCCH format 3 or PUCCH format 4 and for the number of UCI bits larger than 11, the PUCCH transmission power adjustment component [image: ] is determined as [image: ], where 
-	[image: ]
-	[image: ]
The current specification specifies how to determine transmission power for a PUCCH for sidelink HARQ-ACK reporting when the number of HARQ-ACK bits . If a PUCCH format2/3/4 is used for SL HARQ-ACK reporting and the number of HARQ-ACK bits  is larger than 11, it is not clear how to determine the [image: ] for PUCCH power determination. 


	
	

	Summary of change:
	The formula for transmission power determination for PUCCH with a number of UCI bits larger than 11 in clause 7.2.1 is reused for determining the power of a PUCCH with more than 11 sidelink HARQ-ACK bits, except that [image: ] = [image: ] and [image: ], are set to zero. 

	
	

	Consequences if not approved:
	It remains unclear how to determine the transmission power of a PUCCH for sidelink HARQ-ACK reporting when  
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	Other comments:
	Isolated impact analysis:
For gNB not implementing this CR, it shall avoid scheduling or configuring PUCCHs carrying more than 11 sidelink HARQ-ACK bits for sidelink HARQ-ACK reporting.
For UEs not implementing this CR, it is not expected to be scheduled or configured with a PUCCH with more than 11 sidelink HARQ-ACK bits for sidelink HARQ-ACK reporting.
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[bookmark: _Toc45699247][bookmark: _Toc74762986]16.5.1.1	Type-1 HARQ-ACK codebook in physical uplink control channel
====omitted====
If , the UE determines a number of HARQ-ACK information bits  for obtaining a transmission power for a PUCCH, as described in clause 7.2.1, as  where  is a number of HARQ-ACK information bits determined for corresponding PSSCH transmissions with corresponding PSFCH reception occasions in PSFCH reception occasion .
If , and if the PUCCH transmission uses PUCCH format 2 or PUCCH format 3 or PUCCH format 4, the UE determines a transmission power for the PUCCH, as described in Clause 7.2.1, except that 
-	[image: ] =.
-	[image: ]=0
-	[image: ]=0
====omitted====

[bookmark: _Toc45699250][bookmark: _Toc74762989]16.5.2.1	Type-2 HARQ-ACK codebook in physical uplink control channel

====omitted====
If , the UE determines a number of HARQ-ACK information bits  for obtaining a transmission power for a PUCCH, as described in clause 7.2.1, as 

where 
-	 is a value of a counter SAI field in a last DCI format 3_0 scheduling PSSCH transmissions associated with PSFCH reception occasions that the UE detects within the  PDCCH monitoring occasions
-	 if the UE does not detect any DCI format 3_0 scheduling PSSCH transmissions associated with PSFCH reception occasions in any of the  PDCCH monitoring occasions
-	 is a total number of DCI format 3_0, scheduling PSSCH transmissions associated with PSFCH reception occasions, that the UE detects within the  PDCCH monitoring occasions.  if the UE does not detect any DCI format 3_0 scheduling PSSCH transmissions with associated PSFCH reception occasions in any of the  PDCCH monitoring occasions
-	 is a number of DCI format 3_0 scheduling PSSCH transmissions with associated PSFCH reception occasions that the UE detects in PDCCH monitoring occasion  
-	 is a number of SL configured grants for which the UE transmits corresponding HARQ-ACK information in a same PUCCH as for HARQ-ACK information corresponding to PSFCH reception occasions within the  PDCCH monitoring occasions
If , and if the PUCCH transmission uses PUCCH format 2 or PUCCH format 3 or PUCCH format 4, the UE determines a transmission power for the PUCCH, as described in Clause 7.2.1, except that 
-	[image: ] =.
-	[image: ]=0
-	[image: ]=0
====omitted====
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