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	Reason for change:
	There is no such field/IE (using italic format) qcl-Type in LPP to indicate the PRS-PRS Type D QCL for FR2.

The corresponding ASN.1 in LPP is as follows:

DL-PRS-QCL-Info-r16 ::= CHOICE {
	ssb-r16						SEQUENCE {
		pci-r16							NR-PhysCellID-r16,
		ssb-Index-r16					INTEGER (0..63),
		rs-Type-r16						ENUMERATED {typeC, typeD, typeC-plus-typeD}
	},
	dl-PRS-r16					SEQUENCE {
		qcl-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16,
		qcl-DL-PRS-ResourceSetID-r16	NR-DL-PRS-ResourceSetID-r16
	}
}
With the field description:
	dl-PRS-QCL-Info
This field specifies the QCL indication with other DL reference signals for serving and neighbouring cells and comprises the following subfields:
-	ssb indicates the SSB information for QCL source and comprises the following sub-fields:
-	pci specifies the physical cell ID of the cell with the SSB that is configured as the source reference signal for the DL-PRS. The UE obtains the SSB configuration for the SSB configured as source reference signal for the DL-PRS by indexing to the field nr-SSB-Config with this physical cell identity.
-	ssb-Index indicates the index for the SSB configured as the source reference signal for the DL-PRS.
-	rs-Type indicates the QCL type.
-	dl-PRS indicates the PRS information for QCL source reference signal and comprises the followings sub-fields:
-	qcl-DL-PRS-ResourceID specifies DL-PRS Resource ID of the DL-PRS resource used as the source reference signal.
-	qcl-DL-PRS-ResourceSetID indicates the DL-PRS Resource Set ID of the DL-PRS Resource Set used as the source reference signal.




	
	

	Summary of change:
	[bookmark: _GoBack]1. “qcl-Type set to ‘type-D”  is changed to “QCL ‘type-D’”.

	
	

	Consequences if not approved:
	1. The specification is not aligned with LPP.

	
	

	Clauses affected:
	5.1.6.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Isolated Impact Analysis:
It is expected that both network and the UE are implemented as the correction clarifies, and thus no inter-operatability issue is identified.
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[bookmark: _Toc29673158][bookmark: _Toc29673299][bookmark: _Toc29674292][bookmark: _Toc36645522][bookmark: _Toc45810567][bookmark: _Toc60777143]5.1.6.5	PRS reception procedure
========================= Unchanged parts =========================
The UE may be configured to measure and report, subject to UE capability, up to 8 DL PRS-RSRP measurements on different DL PRS resources associated with the same dl-PRS-ID. When the UE reports DL PRS-RSRP measurements from one DL PRS resource set, the UE may indicate which DL PRS-RSRP measurements associated with the same higher layer parameter nr-DL-PRS-RxBeamIndex  [17, TS 37.355] have been performed using the same spatial domain filter for reception if for each nr-DL-PRS-RxBeamIndex reported there are at least 2 DL PRS-RSRP measurements associated with it within the DL PRS resource set.
The UE may be configured to measure and report, subject to UE capability, up to 4 UE Rx-Tx time difference measurements corresponding to a single configured SRS resource or resource set for positioning. Each measurement corresponds to a single received DL PRS resource or resource set which can be in different positioning frequency layers. 
The UE may be configured to measure and report, subject to UE capability, the timing and the quality metrics of up to 2 additional detected paths that are associated with each RSTD or UE Rx – Tx time difference. The timing of each additional path is reported relative to the path timing used for determining nr-RSTD or nr-UE-RxTxTimeDiff.
 If the UE is configured with DL-PRS-QCL-Info and the QCL relation is between two DL PRS resources, then the UE assumes those DL PRS resources are associated with the same dl-PRS-ID. If DL-PRS-QCL-Info is configured to the UE with QCLqcl-Type set to 'type-D' with a source DL PRS resource then the nr-DL-PRS-ResourceSetId and the nr-DL-PRS-ResourceId of the source DL PRS resource are expected to be indicated to the UE.
========================= Unchanged parts =========================
