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1. Overall Description:
RAN1 would like to thank RAN2 for the LS (R1-2110758/R2-2109221) on RMSI reception based on non-zero search space. There was a similar issue in a previous LS (R2-1810968) from RAN2, and the corresponding reply from RAN1 in R1-1809810 is copied below. 

	[bookmark: OLE_LINK1]Question #2a: In a "non-overlapping" active DL BWP, does a UE necessarily need to monitor an SS/PBCH block associated to the additional CORESET/search space to be able to receive SI broadcast? If yes, could this be the SS/PBCH block associated to the initial DL BWP? And under which conditions, if any, could the UE monitor it for this purpose?
Answer: No, a UE does not necessarily need to monitor an SS/PBCH block associated to the additional CORESET/search space to be able to receive SI broadcast. The UE can be configured with TCI states for the additional CORESET/search space to enable SI broadcast reception.



After discussion, RAN1 still holds the original view and would like to provide further response as follows.

	When the UE is configured with a dedicated BWP not covering the cell-defining SSB (i.e. the SSB with an RMSI associated) and CORESET#0, the common search space for SIB1 reception (i.e. searchSpaceSIB1) configured in this BWP has to be a non-zero search space. In this case, there is no mapping correlation defined in RAN2 specifications between PDCCH occasions of the non-zero search space and SSBs. 

[bookmark: _GoBack]Q1: RAN2 would like to ask RAN1 in the above case when the dedicated BWP does not cover the cell-defining SSB, whether a mapping between PDCCH occasions and SSBs needs to be defined for the non-zero search space configured for reception of SIBs? Or SIB reception can be based on other means (e.g. RRC configured TCI state)?

[RAN1]: For SIB1 reception in active BWP without SSB, the UE can be configured with TCI states for the additional CORESET associated with the non-zero search space to enable SIB1 reception. It follows the existing rule for monitoring PDCCH within a CORESET with index other than zero, and no additional standardization effort is required.






2. Actions:
To RAN2 group.
ACTION: 	RAN1 respectfully asks RAN2 to take the above information into account. 

3. Date of Next TSG-WG1 Meetings:
TSG-WG1 Meeting #107b-e	17th – 25th January 2022			Online Meeting
TSG-WG1 Meeting #108-e	21st February – 3th March 2022		Online Meeting

