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	Reason for change:
	1.  When UE autonomously determines  PSFCH transmissions, it should select PSFCH based on the decreasing priority order, i.e., ascending order of corresponding priority field values.
2. The priority value in physical layer, such as indicated in SCI 1-A, starting from 0, not from 1.
3. If dl-P0-PSFCH is not provided, the number of PSFCH transmissions  determined by the UE should be upper bounded by . 

	
	

	Summary of change:
	1. Change “ascending priority order” to “ascending order of corresponding priority field values”. 
2. Priority value is changed to start from 0.
3. Add an upper bound to 

	
	

	Consequences if not approved:
	The wrong priority order will cause confusion when UE autonomous determines PSFCH transmissions. The wrong staring value of priority will cuase priority value of 0 is missed. Without upper bound, UE can select more PSFCH transmissions than the number of PSFCH that is can  transmit simultaneously. 
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[bookmark: _Toc29894880][bookmark: _Toc29899179][bookmark: _Toc29899597][bookmark: _Toc29917333][bookmark: _Toc36498208][bookmark: _Toc45699236][bookmark: _Toc83289708][bookmark: _Hlk26444540]16.2.3	PSFCH
A UE with  scheduled PSFCH transmissions, and capable of transmitting a maximum of  PSFCHs, determines a number  of simultaneous PSFCH transmissions and a power  for a PSFCH transmission , , on a resource pool in PSFCH transmission occasion  on active SL BWP  of carrier  as
-	if dl-P0-PSFCH is provided,
	 [dBm]
where
-	 is a value of dl-P0-PSFCH 
-	 is a value of dl-Alpha-PSFCH, if provided; else,  
-	 when the active SL BWP is on a serving cell , as described in clause 7.1.1 except that
-	the RS resource is the one the UE uses for determining a power of a PUSCH transmission scheduled by a DCI format 0_0 in serving cell  when the UE is configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	the RS resource is the one corresponding to the SS/PBCH block the UE uses to obtain MIB when the UE is not configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	if 
-	if , where  is determined for  PSFCH transmissions according to [8-1, TS 38.101-1]
-	 and  [dBm] 
-	else
[bookmark: _Hlk42444922]-	UE autonomously determines  PSFCH transmissions with ascending priority order of corresponding priority field values as described in clause 16.2.4.2 such that  where  is a number of PSFCHs with priority value  and  is defined as 
-	the largest value satisfying  where  is determined according to [8-1, TS 38.101-1] for transmission of all PSFCHs assigned with priority values 01, 12, …, , if any
-	zero, otherwise
and
	 [dBm]
where 	is defined in [8-1, TS 38.101-1] and is determined for the  PSFCH transmissions
-	else
[bookmark: _Hlk39409839]-	the UE autonomously selects  PSFCH transmissions with ascending priority order of corresponding priority field values as described in clause 16.2.4.2
-	if , where  is determined for the  PSFCH transmissions according to [8-1, TS 38.101-1]
-	 and  [dBm] 
-	else
-	the UE autonomously selects  PSFCH transmissions in ascending order of corresponding priority field values as described in clause 16.2.4.2 such that  where  is a number of PSFCHs with priority value  and  is defined as 
-	the largest value satisfying  where  is determined according to [8-1, TS 38.101-1] for transmission of all PSFCHs assigned with priority values 01, 12, …, , if any
-	zero, otherwise
	and
	 [dBm]
	where  is determined for the  simultaneous PSFCH transmissions according to [8-1, TS 38.101-1] 
-	else
	 [dBm]
	where the UE autonomously determines  PSFCH transmissions with ascending priority order of corresponding priority field values as described in clause 16.2.4.2 such that ,  and where  is determined for the  PSFCH transmissions according to [8-1, TS 38.101-1]
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