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	Reason for change:
	1. A Type3-PDCCH CSS set is configured by a parameter SearchSpace, not by a DCI format of dci-Format2-x. Therefore, the current description of “a number of search space sets, by dci-Format2-6” in clause 10.1 is not correct. 
2. The higher layer parameter of “size-DCI-2-6” in clause 10.3 is not aligned with the defined parameter “sizeDCI-2-6” in TS 38.331.
3. “the physical layer of a UE” in the shown paragraph in clause 10.3 should be changed to “the physical layer of the UE”. 

	
	

	Summary of change:
	1. Correct that a search space set for monitoring DCI format 2_6 is provided by a paramter of searchSpace with an indication by dci-Format2-6, which is the common usage in TS 38.213, e.g. in clause 10.1.  
2. Change “size-DCI-2-6” to “sizeDCI-2-6” in clause 10.3 to match the parameter name in TS 38.331.
3. Change “a” to “the” in the sentence of “the physical layer of a UE reports the value of the Wake-up indication bit for the UE to higher layers [11, TS 38.321] for the next long DRX cycle”. 

	
	

	Consequences if not approved:
	1. Incorrect description of the CSS set configuration. 
2. Incorrect higher layer parameter name for the size of DCI format 2_6.
3. Description in the specification causes confusion.
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[bookmark: _Toc29673158][bookmark: _Toc29673299][bookmark: _Toc29674292][bookmark: _Toc36645522][bookmark: _Toc45810567][bookmark: _Toc60777143]10.3	PDCCH monitoring indication and dormancy/non-dormancy behaviour for SCells
A UE configured with DRX mode operation [11, TS 38.321] can be provided the following for detection of a DCI format 2_6 in a PDCCH reception on the PCell or on the SpCell [12, TS 38.331]
-	a PS-RNTI for DCI format 2_6 by ps-RNTI
-	a number of search space sets, by searchSpace with an indication by dci-Format2-6, to monitor PDCCH for detection of DCI format 2_6 on the active DL BWP of the PCell or of the SpCell according to a common search space as described in clause 10.1
-	a payload size for DCI format 2_6 by size-DCI-2-6
-	a location in DCI format 2_6 of a Wake-up indication bit by ps-PositionDCI-2-6
-	a '0' value for the Wake-up indication bit, when reported to higher layers, indicates to not start the drx-onDurationTimer for the next long DRX cycle [11, TS 38.321]
-	a '1' value for the Wake-up indication bit, when reported to higher layers, indicates to start the drx-onDurationTimer for the next long DRX cycle [11, TS 38.321]
========================= Unchanged parts =========================
[bookmark: _Hlk39518746]If a UE is provided search space sets to monitor PDCCH for detection of DCI format 2_6 in the active DL BWP of the PCell or of the SpCell and the UE detects DCI format 2_6, the physical layer of a the UE reports the value of the Wake-up indication bit for the UE to higher layers [11, TS 38.321] for the next long DRX cycle.
========================= Unchanged parts =========================

