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SCI format 1-A is used for the scheduling of PSSCH and 2nd-stage-SCI on PSSCH 
The following information is transmitted by means of the SCI format 1-A:
-	Priority – 3 bits as specified in clause 5.4.3.3 of [12, TS 23.287] and clause 5.22.1.3.1 of [8, TS 38.321]. Value ‘000’ of Priority field corresponds to priority value ‘1’, value ‘001’ of Priority field corresponds to priority value ‘2’, and so on.
-	Frequency resource assignment – bits when the value of the higher layer parameter sl-MaxNumPerReserve is configured to 2; otherwise  bits when the value of the higher layer parameter sl-MaxNumPerReserve is configured to 3, as defined in clause 8.1.5 of [6, TS 38.214].
-	Time resource assignment – 5 bits when the value of the higher layer parameter sl-MaxNumPerReserve is configured to 2; otherwise 9 bits when the value of the higher layer parameter sl-MaxNumPerReserve is configured to 3, as defined in clause 8.1.5 of [6, TS 38.214].
-	Resource reservation period – bits as defined in clause 16.4 of [5, TS 38.213], where  is the number of entries in the higher layer parameter sl-ResourceReservePeriodList, if higher layer parameter sl-MultiReserveResource is configured; 0 bit otherwise.
-	DMRS pattern – bits as defined in clause 8.4.1.1.2 of [4, TS 38.211], where  is the number of DMRS patterns configured by higher layer parameter sl-PSSCH-DMRS-TimePatternList.
-	2nd-stage SCI format – 2 bits as defined in Table 8.3.1.1-1.
-	Beta_offset indicator – 2 bits as provided by higher layer parameter sl-BetaOffsets2ndSCI and Table 8.3.1.1-2.
-	Number of DMRS port – 1 bit as defined in Table 8.3.1.1-3.
-	Modulation and coding scheme – 5 bits as defined in clause 8.1.3 of [6, TS 38.214].
-	Additional MCS table indicator – as defined in clause 8.1.3.1 of [6, TS 38.214]: 1 bit if one MCS table is configured by higher layer parameter sl-Additional-MCS-Table; 2 bits if two MCS tables are configured by higher layer parameter sl- Additional-MCS-Table; 0 bit otherwise.
-	PSFCH overhead indication – 1 bit as defined clause 8.1.3.2 of [6, TS 38.214] if higher layer parameter sl-PSFCH-Period = 2 or 4; 0 bit otherwise.
-	Reserved – a number of bits as determined by higher layer parameter sl-NumReservedBits, with value set to zero.
Table 8.3.1.1-1: 2nd-stage SCI formats
	Value of 2nd-stage SCI format field
	2nd-stage SCI format

	00
	SCI format 2-A

	01
	SCI format 2-B

	10
	Reserved

	11
	Reserved


Table 8.3.1.1-2: Mapping of Beta_offset indicator values to indexes in Table 9.3-2 of [5, TS38.213]
	Value of Beta_offset indicator
	Beta_offset index in Table 9.3-2 of [5, TS38.213]

	00
	1st index provided by higher layer parameter sl-BetaOffsets2ndSCI

	01
	2nd index provided by higher layer parameter sl-BetaOffsets2ndSCI

	10
	3rd index provided by higher layer parameter sl-BetaOffsets2ndSCI

	11
	4th index provided by higher layer parameter sl-BetaOffsets2ndSCI



