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1. Overall Description:
RAN1 thanks RAN2’s LS in R2-2201830 (R1-2200882) and would like to provide our response to the following question asked by RAN2.
	RAN2 would like to thank RAN1 for providing the list of L1 parameters to be configured with RRC signalling. RAN2 has discussed some aspects related to this topic and would like to ask RAN1 the following question.

Question: Currently, RAN2 running RRC design assumes that only a single CFR (indicated by locationAndBandwidth-Broadcast) is configured for MCCH/MTCH reception of MBS broadcast and it is common for MCCH and all MTCHs. RAN2 would like to confirm this understanding with RAN1.

Furthermore, RAN2 has decided to include MCCH/MTCH search space configuration of MBS broadcast as part of PDCCH-ConfigCommon, to have a unified configuration framework for all common search spaces. 


RAN1’s response to the question:
RAN1 confirms that only a single CFR (indicated by locationAndBandwidth-Broadcast) is configured for MCCH/MTCH reception of MBS broadcast and it is common for MCCH and all MTCHs.

2. Actions:
To RAN2: RAN1 respectfully asks RAN2 to take the above response into account in the future work.

3. Date of Next TSG-RAN1 Meetings:
RAN1#109-e	16-27 May 2022   	E-Meeting
RAN1#110	22-26 August 2022   	Toulouse, FR

