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Introduction
RAN1 received a Reply LS from RAN3 regarding TCI state update for L1L2-centric inter-Cell mobility [1]. In this contribution, we provide our views regarding this issue. 
Discussion
	RAN3 thanks RAN1 and RAN4 for LS on on Clarification on TCI State Update for L1/L2-Centric Inter-Cell Mobility. RAN3 is aware that the term “non-serving cell” is not used in RAN1/2. However, from the RAN4 LS (R3-214702/R4-2115357), RAN3 understands that a non-serving cell is a neighbour cell with a different PCI from serving cell and that a UE can be scheduled data on both serving and non-serving cells. RAN3 would like to clarify that the understanding derived from the reply LS from RAN4 is correct also for RAN1. Meanwhile, RAN3 would use the term “a TRP associated with a PCI different from that of the serving cell” instead of “non-serving cell” in inter-cell beam management. It is also noted that RAN3 has two meetings left in Rel-17 and has no TU allocated for this feature. 
ACTION: 	RAN3 kindly asks RAN1 to take the above information into consideration and provide the clarification on the understanding of RAN4’s reply LS and terminology used in RAN3.


In RAN discussion, we revised the WID description of L1/L2-centric inter-Cell mobility [2], and the term “L1/L2-centric inter-cell mobility” was replaced with “inter-cell beam management”. For the scope of inter-cell beam management, no change of serving cell is assumed. Thus, “non-serving cell” should not be used. RAN3 would use the term “a TRP associated with a PCI different from that of the serving cell”, which is aligned with RAN1.
Proposal 1: Clarification to RAN3 as follows:
· RAN3 would use the term “a TRP associated with a PCI different from that of the serving cell”, which is aligned with RAN1.
Conclusions
In this contribution, we provide our views on the clarification to RAN3 on inter-cell beam management as follows:
Proposal 1: Clarification to RAN3 as follows:
· RAN3 would use the term “a TRP associated with a PCI different from that of the serving cell”, which is aligned with RAN1.
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