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Introduction
This paper synthesizes companies' views on the changes to TS 38.214 from R1-2201601 and R1-2202443.
Discussions 

Correction on misalignment for RRC parameters for using TRIV

<Unchanged parts omitted>
8.1.5	UE procedure for determining slots and resource blocks for PSSCH transmission associated with an SCI format 1-A
The set of slots and resource blocks for PSSCH transmission is determined by the resource used for the PSCCH transmission containing the associated SCI format 1-A, and fields 'Frequency resource assignment', 'Time resource assignment' of the associated SCI format 1-A as described below.
'Time resource assignment' carries logical slot offset indication of N = 1 or 2 actual resources when sl-MaxNumPerReserve is 2, and N = 1 or 2 or 3 actual resources when sl_-MaxNumPerReserve is 3, in a form of time RIV (TRIV) field which is determined as follows:
<Unchanged parts omitted>

Q1 Please indicate your views on whether the above change is needed and other suggestions if any.
	Company
	View

	Intel
	Agree

	OPPO
	Agree

	Apple
	Agree

	Samsung
	Agree

	LG Electronics
	Agree

	Qualcomm
	Agree

	Huawei, HiSilicon
	Agree

	Sharp
	Agree

	NTT DOCOMO
	Agree

	Nokia, Nokia Shanghai Bell
	Agree

	CATT, GOHIGH
	Agree

	Ericsson
	Agree

	vivo
	Agree

	ZTE,Sanechips
	Agreed

	NEC
	Agree



Corrections on the parameters for configuring and indicating the additional MCS table in TS 38.214


<Unchanged parts omitted>
8.1.3.1	Modulation order and target code rate determination
IMCS is given by the 'Modulation and coding scheme' field in SCI format 1-A.
The MCS table is determined as follows: Table 5.1.3.1-1 is used if no additional MCS table is configured by higher layer parameter sl-Additional-MCS-Tablesl-MCS-Table; otherwise an MCS table is determined according to Table 8.1.3.1-1 or Table 8.1.3.1-2 and 'Additional MCS table indicator' field in SCI format 1-A. 
<Unchanged parts omitted>
Q2 Please indicate your views on whether the above change is needed and other suggestions if any.


	Company
	View

	Intel
	Agree

	OPPO
	Agree

	Apple
	Agree

	Samsung
	Agree

	LG Electronics
	Agree

	Qualcomm
	Agree

	Huawei, HiSilicon
	Agree.
Btw: the color should be black.

	Sharp
	Agree.
(There is an unintended space before the 2nd change)

	NTT DOCOMO
	Agree

	Nokia, Nokia Shanghai Bell
	Agree (We also agree with Huawei’s and Sharp’s comments)

	CATT, GOHIGH
	Agree

	Ericsson
	Agree

	Vivo
	Agree

	ZTE,Sanechips
	Agreed

	NEC
	Agree





Conclusion
The following is agreed as outcome for the discussion.
For the TS38.214 editor
[bookmark: _GoBack]The text proposal in section2 of R1-2202516 is provided to improve clarity of 38.214 specification. Please consider them in the next specification revision.
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