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	Reason for change:
	In NR Rel-16, the two RRC parameters srs-ResourceSetToAddModListDCI and srs-ResourceSetToAddModListDCI-0-2 can be used by the gNB to configure SRS resource set(s). When DCI 2_3 is used to trigger the SRS resource set(s), it is unclear from which RRC parameter the SRS resrouce set(s) are selected. 


	
	

	Summary of change:
	It is clarified that SRS resource sets(s) triggered by DCI format 2_3 are defined by the higher layer parameter srs-ResourceSetToAddModListDCI

	
	

	Consequences if not approved:
	UE behavior is unclear when DCI format 2_3 is triggering a transmission of  SRS resource set(s).
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[bookmark: _Toc11352157][bookmark: _Toc20318047][bookmark: _Toc27299945][bookmark: _Toc29673219][bookmark: _Toc29673360][bookmark: _Toc29674353][bookmark: _Toc36645583][bookmark: _Toc45810632][bookmark: _Toc90388119]6.2.1	UE sounding procedure
< Unchanged parts are omitted >
The SRS request field [5, TS38.212] in DCI format 0_1, 1_1, 0_2 (if SRS request field is present), 1_2 (if SRS request field is present) indicates the triggered SRS resource set given in Table 7.3.1.1.2-24 of [5, TS 38.212]. The 2-bit SRS request field [5, TS38.212] in DCI format 2_3 indicates the triggered SRS resource set given in Clause 7.3 of [5, TS 38.212] and defined by the entries of the higher layer parameter srs-ResourceSetToAddModList if the UE is configured with higher layer parameter srs-TPC-PDCCH-Group set to 'typeB', or indicates the SRS transmission on a set of serving cells configured by higher layers if the UE is configured with higher layer parameter srs-TPC-PDCCH-Group set to 'typeA'.
< Unchanged parts are omitted >
[bookmark: _Toc90388122][bookmark: _Toc45810635][bookmark: _Toc36645586][bookmark: _Toc29674356][bookmark: _Toc29673363][bookmark: _Toc29673222][bookmark: _Toc27299948][bookmark: _Toc20318050][bookmark: _Toc11352160]6.2.1.3	UE sounding procedure between component carriers
< Unchanged parts are omitted >
For an aperiodic SRS triggered in DCI format 2_3 and if the UE is configured with higher layer parameter srs-TPC-PDCCH-Group set to 'typeA', and given by SRS-CarrierSwitching, without PUSCH/PUCCH transmission, the order of the triggered SRS transmission on the serving cells follow the order of the serving cells in the indicated set of serving cells configured by higher layers, where the UE in each serving cell transmits the configured one or two SRS resource set(s) from srs-ResourceSetToAddModList with higher layer parameter usage set to 'antennaSwitching' and higher layer parameter resourceType in SRS-ResourceSet set to 'aperiodic'. 
For an aperiodic SRS triggered in DCI format 2_3 and if the UE is configured with higher layer parameter srs-TPC-PDCCH-Group set to 'typeB' without PUSCH/PUCCH transmission, the order of the triggered SRS transmission on the serving cells follow the order of the serving cells with aperiodic SRS triggered in the DCI, and the UE in each serving cell transmits the configured one or two SRS resource set(s) from srs-ResourceSetToAddModList with higher layer parameter usage set to 'antennaSwitching' and higher layer parameter resourceType in SRS-ResourceSet set to 'aperiodic'.
< Unchanged parts are omitted >

