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[bookmark: _Hlk26182315][bookmark: _Toc29673239][bookmark: _Toc29673380][bookmark: _Toc29674373][bookmark: _Toc36645603][bookmark: _Toc45810652][bookmark: _Toc100147462]8.1.3	Modulation order, target code rate, redundancy version and transport block size determination
The redundancy version is given by the "Redundancy version" field in SCI format 2-A, or 2-B or 2-C.
===omitted===
[bookmark: _Toc29673245][bookmark: _Toc29673386][bookmark: _Toc29674379][bookmark: _Toc36645610][bookmark: _Toc45810660][bookmark: _Toc100147474]8.2.1	CSI-RS transmission procedure
A UE transmits sidelink CSI-RS within a unicast PSSCH transmission if the following conditions hold:
-	CSI reporting is enabled by higher layer parameter sl-CSI-Acquisition; and
-	the 'CSI request' field in the corresponding SCI format 2-A or SCI format 2-C is set to 1.
===omitted===
[bookmark: _Toc29673248][bookmark: _Toc29673389][bookmark: _Toc29674382][bookmark: _Toc36645613][bookmark: _Toc45810663][bookmark: _Toc100147477]8.3	UE procedure for receiving the physical sidelink shared channel
For sidelink resource allocation mode 1, a UE upon detection of SCI format 1-A on PSCCH can decode PSSCH according to the detected SCI formats 2-A, and 2-B and 2-C, and associated PSSCH resource configuration configured by higher layers. The UE is not required to decode more than one PSCCH at each PSCCH resource candidate.
For sidelink resource allocation mode 2, a UE upon detection of SCI format 1-A on PSCCH can decode PSSCH according to the detected SCI formats 2-A, and 2-B and 2-C, and associated PSSCH resource configuration configured by higher layers. The UE is not required to decode more than one PSCCH at each PSCCH resource candidate.
A UE is required to decode neither the corresponding SCI formats 2-A, and 2-B and 2-C nor the PSSCH associated with an SCI format 1-A if the SCI format 1-A indicates an MCS table that the UE does not support.
===omitted===
[bookmark: _Toc29673256][bookmark: _Toc29673397][bookmark: _Toc29674390][bookmark: _Toc36645621][bookmark: _Toc45810671][bookmark: _Toc100147485]8.5.1.2	Triggering of sidelink CSI reports
The CSI-triggering UE is not allowed to trigger another aperiodic CSI report for the same UE before the last slot of the expected reception or completion of the ongoing aperiodic CSI report associated with the SCI format 2-A or SCI format 2-C with the 'CSI request' field set to 1, where the last slot of the expected reception of the ongoing aperiodic CSI report is given by [10, TS38.321].
An aperiodic CSI report is triggered by an SCI format 2-A or SCI format 2-C with the 'CSI request' field set to 1. 
===omitted===
Sidelink CSI-RS shall be transmitted according to [4, TS 38.211] in the resource blocks used for the PSSCH associated with the SCI format 2-A or SCI format 2-C triggering a report.
===omitted===
[bookmark: _Toc29673261][bookmark: _Toc29673402][bookmark: _Toc29674395][bookmark: _Toc36645626][bookmark: _Toc45810676][bookmark: _Toc114223934]8.5.2.3	CSI reference resource definition
===omitted===
-	The number of PSSCH and DM-RS symbols is equal to sl-LengthSymbols‒2.
-	Assume no REs allocated for sidelink CSI-RS.
-	Assume no REs allocated SCI format 2-A, or SCI format 2-B or SCI format 2-C.
===omitted===


