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[bookmark: _Toc29673233][bookmark: _Toc29673374][bookmark: _Toc29674367][bookmark: _Toc36645597][bookmark: _Toc45810646][bookmark: _Toc114223900][bookmark: _Toc114223910]8	Physical sidelink shared channel related procedures
---Omitted---
The UE determines the set of resource blocks assigned to a sidelink resource pool as follows:
-	The resource block pool consists of  PRBs. 
-	The sub-channel m for  consists of a set of  contiguous resource blocks with the physical resource block number  for , where  and  are given by higher layer parameters sl-StartRB-Subchannel and sl-SubchannelSize, respectively
A UE is not expected to use the last  PRBs in the resource pool.
8.1.4A	UE procedure for determining a set of preferred or non-preferred resources for another UE's transmission
When this procedure is triggered, the following parameters are provided by the higher layer:
-	the resource pool from which the preferred or non-preferred resources are to be determined;
-	the resource selection window  within which the preferred or non-preferred resources are to be determined;
-	the resource set type (either preferred or non-preferred resource set);
-	if the resource set type indicates preferred set, then the higher layer additionally provides the following parameters:
-	L1 priority, ;
-	the number of sub-channels to be used for the PSSCH/PSCCH transmission in a slot, ;
-	the resource reservation period, , if present.
The value of  is determined by the UE according to clause 8.1.5.

When this procedure is triggered by another UE's explicit request, the fields in the request are interpreted as follows:
-	The field 'Resource selection window location' is the concatenation of the starting time location and the ending time location of the resource selection window. The starting and ending time locations of the resource selection window are each encoded in the same way as the reference slot as described in clause 8.1.5A.
-	The field 'Resource reservation period' is encoded in the same way as the field of the same name in SCI format 1-A.
When determining a preferred resource set, the UE applies the procedure described in clause 8.1.4 with the above parameters and the following modifications:
-	Step 6a) The UE excludes candidate single-slot resource(s) belonging to slot(s) where the UE does not expect to perform SL reception of a TB due to half-duplex operation, if all the following conditions are met:
-	the UE is a destination UE of the TB for whose transmission the preferred resource set is being determined;
-	the higher layer parameter sl-Condition1-A-2condition1A2Scheme1Disabled is not set to 'Disabled'.
When determining a non-preferred resource set, the UE considers any resource(s) within the resource selection window, if indicated by a received explicit request, and satisfying at least one of the following conditions as non-preferred resource(s): 
[bookmark: _Hlk86966259]-	resource(s) indicated by a received [SCI format 1-A], satisfying at least one of the following criteria:
-	the RSRP measurement performed, according to clause 8.4.2.1, for the received [SCI format 1-A], is higher than  where  is the value of the priority field in the received [SCI format 1-A]. The internal parameter  is set to the corresponding value of RSRP threshold indicated by the k-th field in sl-ThresholdRSRP-Condition1-B-1-Option1ListthresholdRSRPCondition1B1Option1Scheme1, where .
-	the UE is a destination UE of a TB associated with the received [SCI format 1-A] and the RSRP measurement performed, according to clause 8.4.2.1 for the received [SCI format 1-A], is lower than  where  is the value of the priority field in the received [SCI format 1-A]. The internal parameter  is set to the corresponding value of RSRP threshold indicated by the k-th field in sl-ThresholdRSRP-Condition1-B-1-Option2ListthresholdRSRPCondition1B1Option2Scheme1, where .
-	resources(s) in slot(s) in which the UE does not expect to perform SL reception due to half duplex operation, if the UE is a destination UE of a TB for whose transmission the non-preferred resource set is being determined.
[bookmark: _Toc114223911]8.1.4B	UE procedure for determining a resource conflict 
A UE configured with the higher layer parameter sl-InterUE-CoordinationScheme2interUECoordinationScheme2 enabling transmission of a resource conflict indication considers that a resource conflict occurs on a first reserved resource  indicated by a first received SCI format if at least one of the following conditions is satisfied:
-	the first reserved resource  overlaps with a second reserved resource  indicated by a second received SCI format, and
-	if [the higher layer parameter for enabling Options 1/4 in Condition 2-A-1] indicates [Option 1 enabled],
[bookmark: _Hlk88711634]-	if the UE is a destination UE of a TB to be transmitted in , the RSRP measurement performed for the second received SCI format  is higher than  where  and  are the priorities indicated in the first and second received SCI format, respectively.
-	if the UE is a destination UE of a TB to be transmitted in , the RSRP measurement performed for the first received SCI format  is higher than  where  and  are the priorities indicated in the first and second received SCI format, respectively.
-	if [the higher layer parameter for enabling Options 1/4 in Condition 2-A-1] indicates [Option 4 enabled] and the UE supports [Option 4],
[bookmark: _Hlk88644760]-	if the UE is a destination UE of a TB to be transmitted in ,  is higher than a (pre)configured RSRP threshold.
-	if the UE is a destination UE of a TB to be transmitted in ,  is higher than a (pre)configured RSRP threshold.
-	where the ,  measurements are performed according to clause 8.4.2.1 and the parameter  is determined [as described in step 3 of clause 8.1.4].
-	the first reserved resource  occurs in a slot in which the UE does not expect to perform SL reception due to half-duplex operation and the UE is a destination UE of a TB to be transmitted in resource .
[bookmark: _Toc114223912]8.1.4C	UE procedure for using a received non-preferred resource set 
A UE configured with the higher layer parameter sl-InterUE-CoordinationScheme1interUECoordinationScheme1 uses a received non-preferred resource set as follows when performing resource (re-)selection:
-	the UE excludes in Step 6b) of clause 8.1.4 resource(s) overlapping with the non-preferred resource set.
Note: If it is not possible to meet the requirement that the number of candidate single-slot resources remaining in the set  be at least  after excluding resource(s) overlapping with the received non-preferred resource set, it is up to UE implementation whether or not to take into account the received non-preferred resource set to meet such requirement.
Note: The UE is not required to use any resource from the non-preferred resource set in its resource (re-)selection if that resource is earlier than (+ + ) after the resource of inter-UE coordination information transmission, where  is equal to (+ ) when only MAC CE is used for inter-UE coordination information transmission, or  is equal to  when MAC CE and SCI format 2-C are both used for inter-UE coordination information transmission. 
Note: The case when  is equal to  is assuming that SCI format 2-C is received.
[bookmark: _Toc29673243][bookmark: _Toc29673384][bookmark: _Toc29674377][bookmark: _Toc36645607][bookmark: _Toc45810656][bookmark: _Toc114223913]8.1.5	UE procedure for determining slots and resource blocks for PSSCH transmission associated with an SCI format 1-A
---Omitted---
[bookmark: _Toc114223914]8.1.5A	UE procedure for determining slots and resource blocks indicated by a preferred or non-preferred resource set
The set of slots and resource blocks indicated by a set of preferred or non-preferred resource(s) is determined as described below.
The set of preferred or non-preferred resources , is indicated by a reference slot  and  tuples ,  indicated by the 'resource combination(s)' field, where for each tuple  is indicated by the 9 MSBs, followed by  and  (if present). 
The reference slot  is indicated by the 'reference slot location' field as a combination of DFN index and slot index [5, TS 38.212], with the 10 MSBs indicating the DFN index.  and  are interpreted according to clause 8.1.5, with the following modifications:
-	the value of sl-MaxNumPerReserve is fixed to 3.
-	"slot where SCI format 1-A was received" is replaced by slot indicated as the first resource location of a .
-	the first resource location of each  for  is indicated by a slot offset  in logical slots with respect to the reference slot ; the first resource location of  is at slot offset 0 with respect to the reference slot.
-	"the received SCI format 1-A, except the resource in the slot where SCI format 1-A was received" is replaced by "each tuple"
-	the starting sub-channel  of the first resource of each tuple is separately indicated.
The starting sub-channel  of the first resource of each tuple is indicated by the '[lowest subchannel index for the first resource location of each TRIV]' field. The resource reservation period   is encoded as in SCI format 1-A.
If the set is indicated by an SCI format 2-C, the number of tuples is .
A UE forms the union of the subsets indicated by each tuple  to obtain the set .
