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1. Overall Description:

RAN WG1 received an LS from RAN WG2 regarding the UE-B behavior when UE-B receives an inter-UE coordination message in Scheme 1 from UE-A containing a non-preferred set of resources. The questions from RAN WG2 are the following:
	RAN2 discussed the inter-UE coordination scenario in which UE B receives IUC Scheme 1 non-preferred resource set from UE A, but UE B does not perform sensing in the resource pool associated with the non-preferred resource set, e.g., UE B performs mode 2 random resource selection, etc.
Q1:
Is the scenario described above a valid scenario or not?

Q2:
If the answer to Q1 is yes, does resource exclusion based on non-preferred resource set needs to be performed by UE B or not?

Q3:
If the answer to Q2 is yes, then, in RAN1’s view, which specification (PHY or MAC) should capture the resource exclusion behavior?


Reply to Q1: Yes, it is a valid scenario.

Reply to Q2: In this case, we need to differentiate between two possible scenarios:
· If UE-B is not capable of performing sensing, then UE-B does not perform resource exclusion based on the inter-UE coordination message from UE-A and performs random resource selection discarding the information from UE-A.

· The other case – which in our view is more relevant for the question from RAN WG2 – is the case where a UE – which is capable of performing sensing – performs random resource selection. In this case, it shall perform resource exclusion, i.e., sensing, based on the non-preferred resource from UE-A and its own sensing information to select resources for its transmission.

Reply to Q3: In RAN1’s view, the resource exclusion behavior shall be captured in the PHY layer. The rationale is that the procedures related to Inter-UE coordination scheme 1 with non-preferred resource set are already included in the PHY layer specification text in TS 38.214. Therefore, in RAN1’s view it is better to add this behavior in the PHY layer to keep the specification text consistent.
2. Actions: RAN1 kindly requests RAN2 to take the above information into consideration for their future work.
3. Dates of Next RAN WG1 Meetings:

TSG RAN WG1 Meeting #111
14 November– 18 November 2022
Toulouse, FR
TSG RAN WG1 Meeting #112
27 February– 3 March 2023
Athens, GR
