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	Reason for change:
	In NR, at most 4 DL BWPs can be configured for the UE and there is only one active DL BWP for the UE to perform reception at a time. In each DL BWP, a CFR can be configured for MBS. In current TS 38.213, as first part highlighted in red, if cfr-ConfigMulticast does not include locationAndBandwidthMulticast, the MBS frequency resource is the active DL BWP. However, the agreement is the bandwidth and location of MBS frequency resource should be equal to its associated DL BWP if cfr-ConfigMulticast does not include locationAndBandwidthMulticast. It is irrelevant to which DL BWP is activated. In addition, the current description seems meaning that the frequency resource of all the 4 CFRs is the active DL BWP if the CFR frequency resource is not configured.
	[bookmark: OLE_LINK2][bookmark: _Hlk99730227]A UE can be configured, per DL BWP by cfr-ConfigMulticast, an MBS frequency resource within the DL BWP for PDCCH and PDSCH receptions [4, TS 38.211]. If cfr-ConfigMulticast does not include locationAndBandwidthMulticast, the MBS frequency resource is the active DL BWP. The UE is not required to simultaneously receive PDSCHs on two serving cells. In clauses referring to a higher layer parameter value provided by PDCCH-Config or PDSCH-Config or SPS-Config for a DL BWP, when applicable a corresponding higher layer parameter value for multicast PDCCH, PDSCH, or SPS PDSCH receptions is provided as described in [12, TS 38.331]. 



	Agreement
If locationAndBandwidth-Multicast is not configured in a cfr-Config-Multicast, the default value is the locationAndBandwidth of the DL BWP in which the cfr-Config-Multicast is configured.



Regarding the simultaneous reception PDSCHs for MBS, it was agreed that a UE can only receive PDSCH for MBS on one serving cell. It has been captured in TS 38.331 as below, where cfr-ConfigMulticast can only be configured within one serving cell. So, it is impossible for a UE to simultaneously receive PDSCHs for MBS on two serving cells. The description in TS 38.213 seems redundant.

	cfr-ConfigMulticast
UE specific common frequency resource configuration for MBS multicast for one dedicated BWP. This field can be configured within at most one serving cell.





	
	

	Summary of change:
	Delete ‘active’ and ‘The UE is not required to simultaneously receive PDSCHs on two serving cells.’ 


	
	

	Consequences if not approved:
	Incorrect definition on bandwidth and location of the MBS frequency resource in case that cfr-ConfigMulticast does not include locationAndBandwidthMulticast.
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	Other comments:
	Isolated impact analysis:
This CR is based on the RAN1 common understanding.
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18 Multicast Broadcast Services
<Unchanged parts are omitted>
A UE can be configured, per DL BWP by cfr-ConfigMulticast, an MBS frequency resource within the DL BWP for PDCCH and PDSCH receptions [4, TS 38.211]. If cfr-ConfigMulticast does not include locationAndBandwidthMulticast, the MBS frequency resource is the active DL BWP. The UE is not required to simultaneously receive PDSCHs on two serving cells. In clauses referring to a higher layer parameter value provided by PDCCH-Config or PDSCH-Config or SPS-Config for a DL BWP, when applicable a corresponding higher layer parameter value for multicast PDCCH, PDSCH, or SPS PDSCH receptions is provided as described in [12, TS 38.331]. 
<Unchanged parts are omitted>

